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	Reason for change:
	[TS 38.212, 7.3.1.2.1]
If the CRC of the DCI format 1_0 is scrambled by C-RNTI and the "Frequency domain resource assignment" field are of all ones, the DCI format 1_0 is for random access procedure initiated by a PDCCH order, with all remaining fields set as follows:
As per above, PDCCH Order shall be transmitted using C-RNTI using DCI format 1_0.

[TS38.213, cl.10.1]
-	a Type1-PDCCH CSS set configured by ra-SearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a RA-RNTI, a MsgB-RNTI, or a TC-RNTI on the primary cell
-    a Type2-PDCCH CSS set configured by pagingSearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a P-RNTI on the primary cell of the MCG
-    a Type3-PDCCH CSS set configured by SearchSpace in PDCCH-Config with searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, SFI-RNTI, TPC-PUSCH-RNTI, TPC-PUCCH-RNTI, TPC-SRS-RNTI, CI-RNTI, or PS-RNTI and, only for the primary cell, C-RNTI, MCS-C-RNTI, or CS-RNTI(s), and
As per above, DCI for PDCCH order with C-RNTI can be transmitted in “Type-3 common search space” which shall be configured in PDCCH-Config.  TS38.508-1 have not defined commonSearchSpace in PDCCH-Config but only in PDCCH-ConfigCommon. 

[TS38.213, cl.10.1]
For a DL BWP, if a UE is not provided ra-SearchSpace for Type1-PDCCH CSS set, the UE does not monitor PDCCH for Type1-PDCCH CSS set on the DL BWP. If the UE has not been provided a Type3-PDCCH CSS set or a USS set and the UE has received a C-RNTI and has been provided a Type1-PDCCH CSS set, the UE monitors PDCCH candidates for DCI format 0_0 and DCI format 1_0 with CRC scrambled by the C-RNTI in the Type1-PDCCH CSS set.

However, as highlighted above, there is an exception that Type1 CSS can be used if Type3-CSS is not available. 


	
	

	Summary of change:
	PDCCH order has been configured to use cssType1

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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1. [bookmark: _Toc122434485][bookmark: _Toc52895930]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54186268]Corrections required
2.1 Change 1
	Function name
	template cads_NR_DciTriggerPDCCHOrder_REQ

	Reason for change
	[TS 38.212, 7.3.1.2.1]
If the CRC of the DCI format 1_0 is scrambled by C-RNTI and the "Frequency domain resource assignment" field are of all ones, the DCI format 1_0 is for random access procedure initiated by a PDCCH order, with all remaining fields set as follows:
As per above, PDCCH Order shall be transmitted using C-RNTI using DCI format 1_0.

[TS38.213, cl.10.1]
-	a Type1-PDCCH CSS set configured by ra-SearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a RA-RNTI, a MsgB-RNTI, or a TC-RNTI on the primary cell
-    a Type2-PDCCH CSS set configured by pagingSearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a P-RNTI on the primary cell of the MCG
-    a Type3-PDCCH CSS set configured by SearchSpace in PDCCH-Config with searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, SFI-RNTI, TPC-PUSCH-RNTI, TPC-PUCCH-RNTI, TPC-SRS-RNTI, CI-RNTI, or PS-RNTI and, only for the primary cell, C-RNTI, MCS-C-RNTI, or CS-RNTI(s), and
As per above, DCI for PDCCH order with C-RNTI can be transmitted in “Type-3 common search space” which shall be configured in PDCCH-Config.  TS38.508-1 have not defined commonSearchSpace in PDCCH-Config but only in PDCCH-ConfigCommon. 

[TS38.213, cl.10.1]
For a DL BWP, if a UE is not provided ra-SearchSpace for Type1-PDCCH CSS set, the UE does not monitor PDCCH for Type1-PDCCH CSS set on the DL BWP. If the UE has not been provided a Type3-PDCCH CSS set or a USS set and the UE has received a C-RNTI and has been provided a Type1-PDCCH CSS set, the UE monitors PDCCH candidates for DCI format 0_0 and DCI format 1_0 with CRC scrambled by the C-RNTI in the Type1-PDCCH CSS set.

However, as highlighted above, there is an exception that Type1 CSS can be used if Type3-CSS is not available. 


	Summary of change
	PDCCH order has been configured to use cssType1

	TTCN module
	MAC_TC_Common_NR

	MCC160 Comment
	



Before change:
    // ASP TEMPLATES for PDCCH ORder
  template(value) NR_SYSTEM_CTRL_REQ cads_NR_DciTriggerPDCCHOrder_REQ(NR_CellId_Type  p_NR_CellId,
                                                                      template(value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                      template(value) NR_PDCCH_Order_Type p_NR_PDCCH_Order,
                                                                      template(value) NR_AssignedBWPs_Type p_NR_AssignedBWPs_Type := cs_NR_AssignedBWPs_InitialBWP)
    modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    Common := cs_NR_ReqAspCommonPart_CellCfg(p_NR_CellId, p_TimingInfo, tsc_NoCnfReq),
    Request := {
      DciTrigger := {
        AssignedBWPs := p_NR_AssignedBWPs_Type,
        SearchSpaceType := cssType2,
        DciFormat := {
          PdcchOrder := p_NR_PDCCH_Order
        }
      }
    }
  };

After change:
   // ASP TEMPLATES for PDCCH ORder
  template(value) NR_SYSTEM_CTRL_REQ cads_NR_DciTriggerPDCCHOrder_REQ(NR_CellId_Type  p_NR_CellId,
                                                                      template(value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                      template(value) NR_PDCCH_Order_Type p_NR_PDCCH_Order,
                                                                      template(value) NR_AssignedBWPs_Type p_NR_AssignedBWPs_Type := cs_NR_AssignedBWPs_InitialBWP)
    modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    Common := cs_NR_ReqAspCommonPart_CellCfg(p_NR_CellId, p_TimingInfo, tsc_NoCnfReq),
    Request := {
      DciTrigger := {
        AssignedBWPs := p_NR_AssignedBWPs_Type,
        SearchSpaceType := cssType1,
        DciFormat := {
          PdcchOrder := p_NR_PDCCH_Order
        }
      }
    }
  };
