Page 1


3GPP TSG-RAN5 Meeting #83 
R5-19xxxx
Reno, Nevada, USA, 13th May 2019 - 17th May 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.523-3
	CR
	XXXX
	rev
	-
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Test method for QoE Measurement Control

	
	

	Source to WG:
	MCC TF 160

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	TEI15_Test, LTE_QMC_Streaming-UEConTest
	
	Date:
	2019-04-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	New clause has to be added to introduce QMC test model

	
	

	Summary of change:
	Added clause 7.30 defining test method for testing QoE Measurement Control functionality

	
	

	Consequences if not approved:
	Test model description will be missing

	
	

	Clauses affected:
	7.30 (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	This CR's revision history:
	


<< Beginning of changes >>
7.30
Test method for QoE Measurement Control
Application layer measurement configuration message is wrapped into the measConfigAppLayerContainer that is an octet string with a maximum length of 1000 bytes. It is delivered to UE via RRCConnectionReconfiguration message. UE is expected to transmit a corresponding MeasReportAppLayer message back to the network over the SRB4 that has been configured by the network in advance. It contains measReportAppLayerContainer that is also an octet string which size is bound to be maximum of 8000 bytes.
The test model does not include an Application Layer, it is limited only to RRC sigalling. Thus contents of the measConfigAppLayerContainter and measReportAppLayerContainer are dummy bytes. Sending of the Application Layer Measurement report is triggered at the UE using the +CAPPLEVMR AT command. 
<< End of changes >>
