NR_SystemRequest_Type

	TTCN-3 Union Type

	Name
	NR_SystemRequest_Type

	Comment
	

	Cell
	NR_CellConfigRequest_Type
	configure/release a cell

	CellAttenuationList
	NR_CellAttenuationList_Type
	power attenuation for one or several cells;

all cells included in the list shall be changed at the same time;

all cells in the list shall reach the new cell power within a maximum of 100ms (10 frames) as according to TS 38.523-3 clause 7.1.4.2

NOTE: In the common ASP part the CellId shall be set

- to the cell the timing information refers to if activation time shall be applied

- to nr_Cell_NonSpecific when there is no activation time

	RadioBearerList
	NR_RadioBearerList_Type
	configure/release one or several SRBs and/or DRBs at an SpCell

NOTE: RBs are not configured in an SCell

	EnquireTiming
	Null_Type
	get current timing information for the given cell

	AS_Security
	NR_AS_Security_Type
	StartRestart/Release of AS security

	SystemIndCtrl
	NR_System_IndicationControl_Type
	to configure SS to generate system indications

	PdcpCount
	NR_PDCP_CountReq_Type
	to set or enquire PDCP COUNT for one or more RBs

	DciTrigger
	NR_DCI_Trigger_Type
	to trigger a specific DCI to be transmitted on PDCCH (e.g. PDCCH order)

	Paging
	NR_PagingTrigger_Type
	to trigger SS to send paging at the given paging occasion (as calculated in TTCN)

NOTE: The SS shall use the DCI configuration as provided by NR_PcchConfig_Type; the DCI may or may not carry a short message but it in any case it shall indicate presence

	MacCommandTrigger
	NR_MAC_ControlElementDL_Type
	to trigger a specific MAC control element to be transmitted to the UE

	L1_TestMode
	NR_L1_TestMode_Type
	to Set L1/MAC in special Test modes e.g. DL CRC etc.

per default (at initial configuration) no test mode is activated

	PdcpHandoverControl
	NR_PDCP_HandoverControlReq_Type
	to inform the target cell about the handover (or PSCell change) procedure.

	DeltaValues
	NR_BandforDelta_Type
	to provide the primary and secondary frequency info for deriving the delta values 


NR_SystemConfirm_Type

	TTCN-3 Union Type

	Name
	NR_SystemConfirm_Type

	Comment
	confirmations for system configuration;

in general to be sent after the configuration has been done

	Cell
	Null_Type
	(no further parameters from SS)

	CellAttenuationList
	Null_Type
	(no further parameters from SS)

NOTE 1:

the confirmation shall be sent when all cells have changed power levels

NOTE 2:

for the CellId in the common ASP part the same rules are applied as for the SYSTEM REQ

	RadioBearerList
	Null_Type
	(no further parameters from SS)

	EnquireTiming
	Null_Type
	the cell's timing information is contained in the TimingInfo of the ASP's common part

	AS_Security
	Null_Type
	(no further parameters from SS)

	SystemIndCtrl
	Null_Type
	(no further parameters from SS)

	PdcpCount
	NR_PDCP_CountCnf_Type
	as response to 'Get' a list is returned containing COUNT information for the requested RBs

	DciTrigger
	Null_Type
	(no further parameters from SS)

	MacCommandTrigger
	Null_Type
	(no further parameters from SS)

	L1_TestMode
	Null_Type
	confirmation for L1 test mode

	PdcpHandoverControl
	Null_Type
	confirmation for PDCP handover control

	DeltaValues
	UE_NR_DeltaValues_Type
	Delta value to be used for primary and secondary band 


NR_BandforDelta_Type
	TTCN-3 Record Type

	Name
	NR_BandforDelta_Type

	Comment
	Primary and secondary bands for requesting Delta values

	DeltaPrimaryBand
	FreqBandIndicatorNR
	
	

	DeltaSecondaryBand
	FreqBandIndicatorNR
	
	


