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	1st Change


[bookmark: _Toc59183226][bookmark: _Toc59184692][bookmark: _Toc59195627][bookmark: _Toc59440055][bookmark: _Toc67990478]6.3.7	DelayTolerance<<dataType>>
[bookmark: _Toc59183227][bookmark: _Toc59184693][bookmark: _Toc59195628][bookmark: _Toc59440056][bookmark: _Toc67990479]6.3.7.1	Definition
This data type represents the delay tolerance (See Clause 3.4.3 of GSMA NG.116 [50]). 
[bookmark: _Toc59183228][bookmark: _Toc59184694][bookmark: _Toc59195629][bookmark: _Toc59440057][bookmark: _Toc67990480]6.3.7.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	support
	M
	T
	F
	F
	T


[bookmark: _Toc59183229][bookmark: _Toc59184695][bookmark: _Toc59195630][bookmark: _Toc59440058][bookmark: _Toc67990481]
6.3.7.3	Attribute constraints

	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on delay tolerance (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc59183230][bookmark: _Toc59184696][bookmark: _Toc59195631][bookmark: _Toc59440059][bookmark: _Toc67990482]6.3.7.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183231][bookmark: _Toc59184697][bookmark: _Toc59195632][bookmark: _Toc59440060][bookmark: _Toc67990483][bookmark: _Toc59183232][bookmark: _Toc59184698][bookmark: _Toc59195633][bookmark: _Toc59440061][bookmark: _Toc67990484]6.3.8	DeterministicComm <<dataType>>
6.3.8.1	Definition
This data type represents the properties of the deterministic communication for periodic user traffic in downlink or uplink. Periodic traffic refers to the type of traffic with periodic transmissions.
[bookmark: _Toc59183233][bookmark: _Toc59184699][bookmark: _Toc59195634][bookmark: _Toc59440062][bookmark: _Toc67990485]6.3.8.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	F
	T

	availability
	M
	T
	F
	F
	T

	periodicityList
	M
	T
	T
	F
	T


[bookmark: _Toc59183234][bookmark: _Toc59184700][bookmark: _Toc59195635][bookmark: _Toc59440063][bookmark: _Toc67990486]
6.3.8.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on deterministic communication for periodic user traffic per network slice (GSMA attribute) in ServiceProfile. Otherwise, the attribute shall be absent.



[bookmark: _Toc59183235][bookmark: _Toc59184701][bookmark: _Toc59195636][bookmark: _Toc59440064][bookmark: _Toc67990487]6.3.8.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183236][bookmark: _Toc59184702][bookmark: _Toc59195637][bookmark: _Toc59440065][bookmark: _Toc67990488]6.3.9	XLThpt<<dataType>>
[bookmark: _Toc59183237][bookmark: _Toc59184703][bookmark: _Toc59195638][bookmark: _Toc59440066][bookmark: _Toc67990489]6.3.9.1	Definition
This data type can be used to represent downlink or uplink throughput per network slice , per network slice subnet,or per UE in a network slice (see clause 3.4.5, 3.4.6, 3.4.31 and 3.4.32 of GSMA NG.116 [50]). 
[bookmark: _Toc59183238][bookmark: _Toc59184704][bookmark: _Toc59195639][bookmark: _Toc59440067][bookmark: _Toc67990490]6.3.9.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	F
	T

	guaThpt
	O
	T
	F
	F
	T

	maxThpt
	O
	T
	F
	F
	T


[bookmark: _Toc59183239][bookmark: _Toc59184705][bookmark: _Toc59195640][bookmark: _Toc59440068][bookmark: _Toc67990491]
6.3.9.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This [attribute] is mandatory only when requirements are being defined on throughput per: network slice (GSMA attribute), per UE in a network slice (GSMA attribute) in ServiceProfile. Otherwise, the attribute shall be absent.



[bookmark: _Toc59183240][bookmark: _Toc59184706][bookmark: _Toc59195641][bookmark: _Toc59440069][bookmark: _Toc67990492]6.3.9.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183241][bookmark: _Toc59184707][bookmark: _Toc59195642][bookmark: _Toc59440070][bookmark: _Toc67990493]6.3.10	Void
[bookmark: _Toc59183246][bookmark: _Toc59184712][bookmark: _Toc59195647][bookmark: _Toc59440075][bookmark: _Toc67990498]6.3.11	MaxPktSize <<dataType>>
[bookmark: _Toc59183247][bookmark: _Toc59184713][bookmark: _Toc59195648][bookmark: _Toc59440076][bookmark: _Toc67990499]6.3.11.1	Definition
This data type represents the maximum packet size (See Clause 3.4.11 of GSMA NG.116 [50]) in downlink or uplink. 
[bookmark: _Toc59183248][bookmark: _Toc59184714][bookmark: _Toc59195649][bookmark: _Toc59440077][bookmark: _Toc67990500]6.3.11.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	maxSize
	M
	T
	T
	F
	T


[bookmark: _Toc59183249][bookmark: _Toc59184715][bookmark: _Toc59195650][bookmark: _Toc59440078][bookmark: _Toc67990501]
6.3.11.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on maximum packet size per network slice (GSMA attribute) in ServiceProfile. Otherwise, the attribute shall be absent..



[bookmark: _Toc59183250][bookmark: _Toc59184716][bookmark: _Toc59195651][bookmark: _Toc59440079][bookmark: _Toc67990502]6.3.11.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183251][bookmark: _Toc59184717][bookmark: _Toc59195652][bookmark: _Toc59440080][bookmark: _Toc67990503]6.3.12	MaxNumberofPDUSessions <<dataType>>
[bookmark: _Toc59183252][bookmark: _Toc59184718][bookmark: _Toc59195653][bookmark: _Toc59440081][bookmark: _Toc67990504]6.3.12.1	Definition
This data type represents the maximum number of concurrent PDU sessions supported by the network slice (see clause 3.4.16 of GSMA NG.116 [50]). 
[bookmark: _Toc59183253][bookmark: _Toc59184719][bookmark: _Toc59195654][bookmark: _Toc59440082][bookmark: _Toc67990505]6.3.12.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	3GPPNoOfPDUSessions
	CM
	T
	F
	F
	T

	non3GPPnOofPDUSessions
	CM
	T
	F
	F
	T


[bookmark: _Toc59183254][bookmark: _Toc59184720][bookmark: _Toc59195655][bookmark: _Toc59440083][bookmark: _Toc67990506]
6.3.12.3	Attribute constraints
	Name
	Definition

	3GPPNoOfPDUSessions S
	Condition: This attribute is mandatory only when requirements are being defined for 3GPP access type.

	non3GPPNoOfPDUSessions S
	Condition: This attribute is mandatory only when requirements are being defined for non 3GPP access type.

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on maximum number of PDU sessions per network slice (GSMA attribute) in ServiceProfile. Otherwise, the attribute is optional shall be absent.



[bookmark: _Toc59183255][bookmark: _Toc59184721][bookmark: _Toc59195656][bookmark: _Toc59440084][bookmark: _Toc67990507]6.3.12.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183256][bookmark: _Toc59184722][bookmark: _Toc59195657][bookmark: _Toc59440085][bookmark: _Toc67990508]6.3.13	Void
[bookmark: _Toc59183257][bookmark: _Toc59184723][bookmark: _Toc59195658][bookmark: _Toc59440086][bookmark: _Toc67990509]6.3.14	KPIMonitoring <<dataType>>
[bookmark: _Toc59183258][bookmark: _Toc59184724][bookmark: _Toc59195659][bookmark: _Toc59440087][bookmark: _Toc67990510]6.3.14.1	Definition
This data type represents performance monitoring (see clause 3.4.18 of GSMA NG.116 [50]). 
[bookmark: _Toc59183259][bookmark: _Toc59184725][bookmark: _Toc59195660][bookmark: _Toc59440088][bookmark: _Toc67990511]6.3.14.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	kPIList
	M
	T
	F
	F
	T


[bookmark: _Toc59183260][bookmark: _Toc59184726][bookmark: _Toc59195661][bookmark: _Toc59440089][bookmark: _Toc67990512]
6.3.14.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on performance monitoring (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc59183261][bookmark: _Toc59184727][bookmark: _Toc59195662][bookmark: _Toc59440090][bookmark: _Toc67990513]6.3.14.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183262][bookmark: _Toc59184728][bookmark: _Toc59195663][bookmark: _Toc59440091][bookmark: _Toc67990514]6.3.15	UserMgmtOpen<<dataType>>
[bookmark: _Toc59183263][bookmark: _Toc59184729][bookmark: _Toc59195664][bookmark: _Toc59440092][bookmark: _Toc67990515]6.3.15.1	Definition
This data type represents User management openness (See Clause 3.4.33 of GSMA NG.116 [50]). 
[bookmark: _Toc59183264][bookmark: _Toc59184730][bookmark: _Toc59195665][bookmark: _Toc59440093][bookmark: _Toc67990516]6.3.15.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	support
	M
	T
	F
	F
	T


[bookmark: _Toc59183265][bookmark: _Toc59184731][bookmark: _Toc59195666][bookmark: _Toc59440094][bookmark: _Toc67990517]
6.3.15.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on user management openness (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc59183266][bookmark: _Toc59184732][bookmark: _Toc59195667][bookmark: _Toc59440095][bookmark: _Toc67990518]6.3.15.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183267][bookmark: _Toc59184733][bookmark: _Toc59195668][bookmark: _Toc59440096][bookmark: _Toc67990519]6.3.16	V2XCommMode<<dataType>>
[bookmark: _Toc59183268][bookmark: _Toc59184734][bookmark: _Toc59195669][bookmark: _Toc59440097][bookmark: _Toc67990520]6.3.16.1	Definition
This data type represents V2X communication mode (See Clause 3.4.35 of GSMA NG.116 [50]). 
[bookmark: _Toc59183269][bookmark: _Toc59184735][bookmark: _Toc59195670][bookmark: _Toc59440098][bookmark: _Toc67990521]6.3.16.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	v2XMode
	M
	T
	F
	F
	T


[bookmark: _Toc59183270][bookmark: _Toc59184736][bookmark: _Toc59195671][bookmark: _Toc59440099][bookmark: _Toc67990522]
6.3.16.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on V2X communication mode (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc59183271][bookmark: _Toc59184737][bookmark: _Toc59195672][bookmark: _Toc59440100][bookmark: _Toc67990523]6.3.16.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc59183272][bookmark: _Toc59184738][bookmark: _Toc59195673][bookmark: _Toc59440101][bookmark: _Toc67990524]6.3.17	TermDensity<<dataType>>
[bookmark: _Toc59183273][bookmark: _Toc59184739][bookmark: _Toc59195674][bookmark: _Toc59440102][bookmark: _Toc67990525]6.3.17.1	Definition
This data type represents Terminal density (See Clause 3.4.30 of GSMA NG.116 [50]). 
[bookmark: _Toc59183274][bookmark: _Toc59184740][bookmark: _Toc59195675][bookmark: _Toc59440103][bookmark: _Toc67990526]6.3.17.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	density
	M
	T
	F
	F
	T


[bookmark: _Toc59183275][bookmark: _Toc59184741][bookmark: _Toc59195676][bookmark: _Toc59440104][bookmark: _Toc67990527]
6.3.17.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on terminal density (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc59183276][bookmark: _Toc59184742][bookmark: _Toc59195677][bookmark: _Toc59440105][bookmark: _Toc67990528]6.3.17.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	Next Change



[bookmark: _Toc59183287][bookmark: _Toc59184753][bookmark: _Toc59195688][bookmark: _Toc59440116][bookmark: _Toc67990539]6.3.20	NBIoT <<dataType>>
[bookmark: _Toc59183288][bookmark: _Toc59184754][bookmark: _Toc59195689][bookmark: _Toc59440117][bookmark: _Toc67990540]6.3.20.1	Definition
This data type represents NB-IoT Support (see clause 3.4.14 of GSMA NG.116 [50]). 
[bookmark: _Toc59183289][bookmark: _Toc59184755][bookmark: _Toc59195690][bookmark: _Toc59440118][bookmark: _Toc67990541]6.3.20.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	support
	M
	T
	F
	F
	T


[bookmark: _Toc59183290][bookmark: _Toc59184756][bookmark: _Toc59195691][bookmark: _Toc59440119][bookmark: _Toc67990542]6.3.20.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on NB-IoT support (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc59183291][bookmark: _Toc59184757][bookmark: _Toc59195692][bookmark: _Toc59440120][bookmark: _Toc67990543]6.3.20.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	Next Change



[bookmark: _Toc67990569]6.3.26	Positioning <<dataType>>
[bookmark: _Toc67990570]6.3.26.1	Definition
This data type represents positioning support (see clause 3.4.20 of GSMA NG.116 [50]). 
[bookmark: _Toc67990571]6.3.26.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	availability
	O
	T
	F
	F
	T

	predictionFrequency
	O
	T
	T
	F
	T

	accuracy
	O
	T
	T
	F
	T



[bookmark: _Toc67990572]6.3.26.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on positioning support (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc67990573]6.3.26.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc67990574]6.3.27	Synchronicity <<dataType>>
[bookmark: _Toc67990575]6.3.27.1	Definition
This data type represents synchronicity support (see clause 3.4.29 of GSMA NG.116 [50]). 
[bookmark: _Toc67990576]6.3.27.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	availability
	O
	T
	F
	F
	T

	accuracy
	O
	T
	T
	F
	T



[bookmark: _Toc67990577]6.3.27.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on synchronicity support (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



[bookmark: _Toc67990578]6.3.27.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
6.3.28	Void
6.3.29	Void
6.3.30	EnergyEfficiency <<dataType>>
6.3.30.1	Definition
This data type represents energyEfficiency support (see clause 3.4.7 of GSMA NG.116 [50]). 
6.3.30.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	performance
	O
	T
	T
	F
	T



6.3.30.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on energy effieciency support (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



6.3.30.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
6.3.31	RadioSpectrum <<dataType>>
6.3.31.1	Definition
This data type represents the radio spectrum in which the network slice should be supported (see clause 3.4.21 of GSMA NG.116 [50]).
6.3.31.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	nROperatingBands
	M
	T
	T
	F
	T



6.3.31.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on radio spectrum (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



6.3.31.4	Notifications
The clause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
6.3.32	N6Protection <<dataType>>
6.3.32.1	Definition
This data type defines required security functions and corresponding rules of each function. It represents the N6 interface protection information in ServiceProfile and CNSliceSubnetProfile for CN.
6.3.32.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	secFuncList
	M
	T
	T
	F
	T



6.3.32.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: Only valid when the attribute is in ServiceProfile. Otherwise this attribute shall be absent.



6.3.32.4	Notifications
The clause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	Next Change


6.3.34	NSSAASupport <<dataType>>
6.3.34.1	Definition
This data type represents the Network Slice Specific Authentication and Authorization (NSSAA) (See Clause 3.4.37 of GSMA NG.116 [50]). 
6.3.34.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	support
	M
	T
	F
	F
	T



6.3.34.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on Network Slice Specific Authentication and Authorization (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



6.3.34.4	Notifications
The clause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	Next Change



6.3.38	MaxNumberofUEs <<dataType>>
6.3.38.1	Definition
This data type represents the maximum number of concurrent UEs supported by the network slice (see clause 3.4.17 of GSMA NG.116 [50]). 
6.3.38.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	3GPPNoOfUEs
	CM
	T
	F
	F
	T

	non3GPPNoOfUEs
	CM
	T
	F
	F
	T



6.3.38.3	Attribute constraints
	Name
	Definition

	3GPPNoOfUEs S
	Condition: This attribute is mandatory only when requirements are being defined for 3GPP access type.

	non3GPPNoOfUEs S
	Condition: This attribute is mandatory only when requirements are being defined for non 3GPP access type.

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on maximum number of concurrent UEs supported by the network slice (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



6.3.38.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	Next Change



6.3.42	NonIPSupport<<dataType>>
6.3.42.1	Definition
This data type represents the non IP support of the slice (See Clause 3.4.27 of GSMA NG.116 [50]). 
6.3.42.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	support
	M
	T
	F
	F
	T



6.3.42.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on non-IP support of the slice (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



6.3.42.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	Next Change



6.3.45	DataNetwork <<dataType>>
6.3.45.1	Definition
This data type represents the supported data network (See Clause 3.4.39 of GSMA NG.116 [50]). 

6.3.45.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	dnnList
	M
	T
	T
	F
	T



6.3.45.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on supported data network (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.



6.3.45.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

6.3.46	DataNetworkAccess <<dataType>>
6.3.46.1	Definition
This data type represents the data network access attributes (See Clause 3.4.34 of GSMA NG.116 [50]). 
6.3.46.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	T
	T

	dataAccessList
	M
	T
	T
	F
	T

	tunnellingMechanismList
	M
	T
	T
	F
	T

	localBreakoutAllowedList
	M
	T
	T
	F
	T



6.3.46.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on data network access (GSMA attribute) in ServiceProfile. Otherwise, this attribute shall be absent.




	End of change




