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TSG RAN WG2 is working on UE idle mode procedures, and would like to inform TSG CN WG1 about the assumptions made, which are related to responsibility areas of TSG CN WG1. Attached to this Liaison Statement is TS 25.304, UE Procedures in Idle Mode.

The scope of TS 25.304 is to specify the access stratum part of UE in idle mode (e.g. cell selection and reselection, monitoring of paging and broadcast channels). This applies for both single-radio access system UTRA UE, and multi-radio access system UE (where UTRA is one of the radio access systems supported by the UE). 

Specifically, TSG RAN WG2 assumes that the cell selection and reselection process uses a list of radio access systems in priority order. The radio access systems included on the list are those supported by the selected PLMN and any additional radio access systems that the UE is capable of.  This list is passed on to the cell selection and reselection process from another process, which is part of the non-access stratum. Therefore, TSG RAN WG2 assumes that this process should be specified in TS 23.022. 

Furthermore, TSG RAN WG2 would like to point out that PLMN selection and reselection process is tightly related to the cell selection and reselection process.

TSG RAN WG2 kindly asks TSG CN WG1 for comments on the assumptions, and would also like to be informed of the current status of the related work on TS 23.022.

Attached:

< TS 25.304, Vx.y.z, “UE Procedures in Idle Mode”>
