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	Reason for change:
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	Vodafone does not agree with the stated prohibition of being able to update the User PLMN List over the air.

	
	

	Summary of change:
(

	Remove the following text from sub-clause 3.2.2.1 :

“but it shall not be possible to update this data field over the radio interface, e.g. using SIM Application Toolkit. “
The change is proposed because :

1)This restriction on OTA update is not necessary.  Operators own the SIM cards and set the fields on the SIM cards.  Optional fields like User PLMN List  and Network PLMN List do not have to be present on the SIM card and so an operator can issue SIM cards with just the Network PLMN list or no list at all.

2)Ease of use - at present, to enjoy subcriber requested services from their home operator, they must remember to leave the 'user network selection' field empty.

3)Operators want to be able to offer preferential tariff on the basis of PLMN selection which means the consumer has to remember to keep the User PLMN List empty to benefit from such tariffs.

4)Operators will be able to offer services to users to remotely update this file.

5)Operators will be able to offer customer care for those customers who do not understand the User PLMN List.
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3.2.2.1
General

In the following procedures the UE selects and attempts registration on PLMNs.

In this ETS, the term "PLMN Selection" defines an UE based procedure, whereby candidate PLMNs are chosen, one at a time, for attempted registration.

A User Controlled PLMN Selector data field exists on the USIM to allow the user to indicate a preference for network selection. It shall be possible for the user to update the User Controlled PLMN Selector data field.
It shall be possible to have an Operator Controlled PLMN Selector list and a User Controlled PLMN Selector list stored on the SIM/USIM card. Both PLMN Selector lists may contain a list of preferred PLMNs in priority order. It shall be possible to have an associated Access Technology identifier e.g., UTRA, or GSM associated with each entry in the PLMN Selector lists. 
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