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20
Interactions with Optimal Routeing (OR)


If OR is applied to a late Call Forward then the interrogating PLMN shall invoke a mobile originated CAMEL based service, if required for the served subscriber.






When a subscriber who is provided with CAMEL-based services originates a call, the CSE shall be able to instruct VPLMN-A to interrogate an HLR in a remote PLMN for information to route the call to the destination mobile subscriber, instead of using the destination address to route the call to the HPLMN of the destination mobile subscriber or the destination local exchange of the destination fixed subscriber.
If a call is subject to basic OR, VPLMN-A shall pass the address defining the ultimate destination of the call (whether VPLMN-B, HPLMN-B or the forwarded-to destination) to the CSE of the originating subscriber.

If a call is subject to OR of late call forwarding from an IPLMN which is also the forwarding subscriber’s HPLMN, then the IPLMN shall pass the forwarded-to number to the CSE which handles mobile terminating CAMEL-based services for the forwarding subscriber.



Specific interaction is described in TS 22.079 [2].

**** Next Modified Section ****

A.2
Information sent by the CSE

The following table shows the information that is sent by the CSE on various events. The numbers are reflecting the applicable Camel phase (1, 2, 3).

Table A-2: Information sent by the CSE


Call set-up request procedure 1
Call set-up request procedure 2
Unsuccessful call establishment (MO)
Call disconnection procedure (MO)

Incoming call request procedure
Unsuccessful call establishment (MT)
Call disconnection procedure (MT)
Procedures for serving network dialled services


Called Party Number
1
3
2
2

1
2
2
3


Calling Party Number
-
-
-
-

-
-
-
-


Calling Party’s Category
1
3
2
2

1
2
2
3


Calling IMSI
-
-
-
-

-
-
-
-


ISUP CUG information
-
-
-
-

-
-
-
-


Additional Calling Party’s Number
1
3
2
2

1
2
2
3


Original Called Party Number
1
3
2
2

1
2
2
3


Redirection Party Number
1
3
2
2

1
2
2
3


Redirection Information
1
3
2
2

1
2
2
3


Alerting Pattern
-
-
-
-

2
-
-
-


ISDN Access releated Information
-
-
-
-

-
-
-
-


ISDN Bearer Capability
-
-
-
-

-
-
-
-


High Layer Compatibility
-
-
-
3

-
-
-
-


Basic Service Code
-
-
-
3

-
-
-
-


Called Party to be Created
-
-
-
-

-
-
-
-


New Call Segment
-
-
-
-

-
-
-
-


In Service Compatibility Response
-
-
-
-

-
-
-
-


Service Interaction Indicators Two
-
-
-
-

-
-
-
-


Location Number
-
-
-
-

-
-
-
-


NAEA Carrier Identification Code (CIC) - $(CAMEL2$)
2
2
2
2

2
2
2
3


NAEA Carrier Selection Information (pre-subscribed or on-demand) - $(CAMEL2$)
2
2
2
2

2
2
2
3


NAEA Originating Line Identification  (OLI) - $(CAMEL2$)
2
2
2
2

2
2
2
3


NAEA Charge Number (CN) - $(CAMEL2$)
2
2
2
2

2
2
2
3


CSE Address
-
-
-
-

-
-
-
-


CUG Interlock Code
3
3
-
-

3
-
-
-


CUG Outgoing Access Indicator
3
3
-
-

3
-
-
-


Service Interaction Indicators
3
3



3





Optimal Routeing interrogation required indicator
4
4









