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1.
Introduction

This contribution provides editorial correction to section 2 and 3.

2.
Detail proposal

******* See changes *******

2
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· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TS 23.228: “IP Multimedia Subsystem (IMS); Stage 2” 
[5]
3GPP TS 23.002: “Network Architecture”
[6]
3GPP TS 24.008: “Mobile radio interface Layer 3 specification; Core network protocols; Stage 3”
[7]
3GPP TS 23.278: “Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2;  IM CN Interworking”
[8]
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply.  Additional applicable abbreviations can be found in 3GPP TS 21.905 [3].

B2BUA
Back to Back User Agent

BGCF
Breakout Gateway Control Function

CAMEL
Customised Application for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CCCF
Call Continuity Control Function

CLIP
Calling Line Identification Presentation

COLP
COnnected Line identification Presentation 

CReDT
Call Reestablishment on Domain Transfer

CS
Circuit Switched
CSCF
Call Session Control Function

CSI
Combining of CS and IMS session

DACCI
Dynamic Anchoring of CS Calls in IMS
DTAP
Direct Transfer Application Part

ECT
Explicit Call Transfer

ENUM
E.164 Number

GMSC
Gateway MSC

HO
Handover

I‑CSCF
Interrogating‑CSCF
IETF
Internet Engineering Task Force

IMPU
IP Multimedia PUblic identity

IMS
IP Multimedia Subsystem

IMSI
International Mobile Subscriber Identity

IP-CAN
IP-Connectivity Access Network

ISUP
ISDN User Part

I-WLAN
Interworking WLAN

MAP
Mobile Application Part

MEP
Mobility Event Package

MGCF
Media Gateway Control Function

MSC
Mobile Switching Centre

NeDS
Network Domain Selection
PS
Packet Switched

PLMN
Public Land Mobile Network

PSI
Public Service Identity

PSM

PSTN
Public Switched Telephone Network

QoS
Quality of Service
S‑CSCF
Serving‑CSCF
UE
User Equipment

USSD
Unstructured Supplementary Service Data

VCC
Voice Call Continuity

VoIP
Voice Over IP

WLAN
Wireless Local Area Network


******* End of changes *******

3.
Proposal

Discuss the propose changes and include the proposed texts in the next version TR 23.806.
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