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Introduction

TS 22.101 specifies the stage 1 requirements for emergency calls, e.g. it specifies the stage 1 requirements how an emergency call is recognized (e.g. a couple of pre-defined emergency numbers that the ME needs to identify as emergency numbers). To ensure a consistent support of emergency calls in the IMS, TS 22.101 should also specify how emergency calls are to be recognized over IMS.

TS 22.101 does not state anything about emergency SIP URIs, e.g. if the ME is required to recognize any emergency SIP URI, be able to download SIP URIs or whether it needs to be possible to store and read SIP URIs from the UICC. TR 23.867 currently states that all kinds of emergency SIP URIs need to be supported, but the specification of emergency identifiers seems rather to be a stage 1 issue and should therefore be specified in TS 22.101. 

A companion contribution S2H05131 adds text on Architectural principle to the Emergency session TS. This contribution proposes that stage 1 TS 22.101 needs to be used for the emergency SIP URIs that are mandatory to support.  If agreed, an LS could be sent to SA1 and CT1 on this issue.

Proposal

It is proposed to add the following principle to TS 23.xyz. 

Note: changes are shown towards existing bullet in TR 23.867.

************* First Change *************************

2
References

The following documents contain provisions, which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[x]
3GPP TS 22.101: "Service aspects; Service principles"
************* Last Change *************************

4
High level Principles

4.1
Architectural Principles 

3.
Any kind of emergency numbers, and emergency SIP URIs to be specified in 3GPP TS 22.101 [x], and special indications for emergency sessions within the SIP signalling  shall be supported. 
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