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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

This clause is optional. If it exists, it is always the second unnumbered clause.

1
Scope

This clause shall start on a new page.

The present document …

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[<seq>]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

[1]
3GPP TR 41.001: "GSM Release specifications".

[2]
3GPP TR 21 912 (V3.1.0): "Example 2, using fixed text".

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Subclause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

Definition format

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

Abbreviation format

<ACRONYM>
<Explanation>

4
High level Principles

4.1
Architectural Principles

Editor’s Note: Using the requirements documented in TR 23.867, section 4.1 as a baseline.

4.2
Naming and Addressing

Editor’s Note: Using the requirements documented in TR 23.867, section 4.2 as a baseline.

4.3 Location information for Emergency Session

Editor’s Note: Using the requirements documented in TR 23.867, section 4.6 as a baseline.

4.4 IP-CAN

Editor’s Note: IP-CAN related requirements for Emergency session, New 

5 
Architecture model and reference points

5.1


Reference architecture

Editor’s Note: High level architecture model showing network elements and reference points.

5.2


Reference points

Editor’s Note: Description of the reference points.

6 
Functional description

Editor’s Note: Using 5.1 and 5.2 documented in TR 23.867 to be used as a baseline.

6.1


UE

6.2 IMS Functional entities

6.2.1 Proxy-CSCF

6.2.2 Serving-CSCF

7 Procedures related to establishment of IMS emergency session

7.1 IMS Registration for Emergency Session

Editor’s Note: this section describes any special procedures related to IMS Registration for Emergency Session with UICC.

7.2 Emergency Session Establishment in the home network 

Editor’s Note: Normal procedure for UE using IMS SIP procedures for emergency session when user is in the home network

7.3 Emergency Session Establishment in the visited network 

Editor’s Note: Normal procedure for UE using IMS SIP procedures for emergency session when user is in the visited network

7.4 IMS Emergency Session Establishment without Registration
Editor’s Note: this section is intended for procedure related to UICC-less case or when UICC is not valid (e.g., UICC is locked with wrong pin…), this section will cover both 3GPP and non-3GPP access, since the impacts of having an UICC or not should be handled primarily in the IP-CAN level where access specific aspects should be described (e.g. TS23.221 should include concepts of Emergency APN and UICC-less scenarios on high level for 3GPP access

7.5 Access Specific Aspects 

Editor’s Note: any deviation or special considerations other than what is in  7.2, 7.3, and 7.4 (e.g., UE using 3GPP RAT vs non 3GPP RAT)

7.6 Interworking with PSAP

7.6.1 PSAP/Emergency center located at the GSTN

Editor’s Note: this section is intended for routing aspect when PSAP is acting as a PSTN end point

7.6.2 PSAP/Emergency center connected via IP using SIP
Editor’s Note: this section is intended for routing aspect when PSAP is acting as a SIP end point

7.7 Retrieving Location information for Emergency Session

Editor’s Note: this section describes how location information is obtained by the UE and by the IMS network.

….
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