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1.
Introduction

This contribution proposes text to Section 7.2 of TS 23.abc on IP Multimedia Subsystem (IMS) emergency sessions.

2. Proposal

~~~ Start new text ~~~
7.2 Emergency Session Establishment in the home network 

Editor’s Note: Normal procedure for UE using IMS SIP procedures for emergency session when user is in the home network

When the UE initiates an emergency session establishment, and when the UE is in the home IMS network, the UE shall follow the rules and procedures described in [TS23.228] with the following additions and clarifications:
· if the UE has not reserved bearer resources, it shall perform a bearer reservation procedure according to the rules and procedures of the IP-CAN
· if the UE does not have a Proxy CSCF allocated, it shall perform a P-CSCF discovery procedure to find a P-CSCF to handle the emergency session initiation
· the UE shall generate an initial request. The request shall include an indication that the session is for emergency services 

Upon receiving an initial request for an emergency session, the P-CSCF shall follow the rules and procedures described in [TS23.228] with the following additions and clarifications:
· if the initial request carries an indication that the request is for emergency services, and the UE is not registered in the IMS network, the P-CSCF shall check whether anonymous emergency calls are allowed in this network; if they are, P-CSCF selects an Emergency CSCF (E-CSCF) to handle the session and forwards the emergency session establishment there; if anonymous emergency calls are not allowed in the network, the P-CSCF shall respond to the user with an appropriate error response
Note: The S-CSCF allocated for the user may include E-CSCF functionality.

· if the initial request does not carry an indication that the request is for emergency services, and the P-CSCF is able to detect that the request is for emergency services, the P-CSCF should reject the request with an error response indicating that the UE has tried an emergency session. Based on the response the UE should take necessary actions to complete the emergency session (e.g. try to use CS network or re-try the IMS emergency session including the emergency indication in the initial request).
Note: Local policy may allow to P-CSCF to accept the request and pass it further to support clients which are not able to indicate that the session is for emergency services.
· if the initial request carries an indication that the request is for emergency services and the request carries routing information to the Emergency CSCF, the P-CSCF should forward the request to the Emergency CSCF indicated in the request 

Upon receiving an initial request for an emergency session, the S-CSCF shall follow the rules and procedures described in [TS23.228] with the following addition and clarification: 

· if the request does not carry an indication that the request is for emergency services, but the S-CSCF is able to detect that the request is for emergency services, the S-CSCF selects an Emergency CSCF and forwards the request there for further handling.

Note: The S-CSCF may include E-CSCF functionality.
~~~ End new text ~~~
3.
Conclusion and Proposal

Agree to add the above sections and texts to TS 23.abc.
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