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1
Introduction

High-level architecture figures have been included in Annex B of TR 23.882. In figures B.1a-d, a Wi interface connects the “WLAN 3GPP IP Access” ellipse with the Internet, but there is no Wi connecting “WLAN 3GPP IP Access” to the Operator IP services entity. Such an interface is described in TS 23.234. 

Note: Related issues exist with figure B1.e, but they are not covered by this contribution. As stated in annex B of the TR, in figures B1.b to B1.e many of the details of WLAN roaming are omitted and some details may be FFS.

2
Proposal

It is proposed that Figures B.1a-d in TR 23.882 are updated according to the proposal below. The update is explicitly presented for Figure B.1a, while the Wi interface, from “WLAN 3GPP IP Access” to “Op. IP Services”, shall also be added analogously to the roaming cases described in figures B.1b-d.

Annex B: 
Summary of different high level architecture proposals.

B.0
General

Current company inputs have been summarized into the following 2 separate high level architecture figures. These figures represent the spectrum of company inputs. The key differences between the two figures are:

a)
Inter-access-system mobility is achieved differently

b)
Possible difference between PCC functionality, mainly stemming from the difference in how Inter-AS mobility is provided

Key issues for further consideration and contributions have been added to the list of open issues in Annex A.

B.1
Concept B1

Note:
for simplicity and readability, in figures B1.b to B1.e, many of the details of WLAN roaming are omitted and some details may be FFS.




[image: image2.wmf]Evolved RAN

WLAN

3GPP IP Access

Evolved 

Packet Core

GERAN

UTRAN

SGSN

Op.

IP

Serv

. 

(IMS, 

PSS, 

etc…)

PCRF1

Gn

/

Gp

R3

R1

Gx

+

Gb

Iu

Gi

HSS

AAA interface

R2

Internet

Wi

Gi

Figure

-

B.1a 

-

non roaming case

•

R1, R2, R3 are working names for 

reference points

•

Gx

+ denotes evolved/extended 

Gx

•

PCRF1 denotes evolved Policy and 

Charging Rules Function

* Color coding:

red

indicates new functional element / interface

Wi


3GPP


_1187674530.ppt













Figure-B.1a - non roaming case


			R1, R2, R3 are working names for reference points





			Gx+ denotes evolved/extended Gx





			PCRF1 denotes evolved Policy and Charging Rules Function
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Figure-B.1a - non roaming case
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			PCRF1 denotes evolved Policy and Charging Rules Function
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