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1 Introduction

Currently, the figures describing architectural concept B.1 do not show how its components interact with non-3GPP (radio) access networks.

The contributor does not believe that this omission was intentional. This contribution proposes that an additional diagram is added to the section describing B.1 to rectify this omission.

2
Proposal

It is proposed that the new figure, B1.f, shown below is added in section B.1 of TR 23.882.
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Figure-B.1f - non-3GPP system support

•

N3MM manages the mobility with

non-3GPP systems.

•

Gi

+ denotes

 Gi

 with added mobility

support.

•

When using UTRAN or Evolved

RAN, the N3MM is not used.

•

Dependent on the nature of the

non-3GPP system, either the

device, or, the network of the non-

3GPP system provides some

mobility support (denoted N3FA).
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Figure-B.1f - non-3GPP system support


			N3MM manages the mobility with non-3GPP systems. 


			Gi+ denotes Gi with added mobility support.


			When using UTRAN or Evolved RAN, the N3MM is not used.


			Dependent on the nature of the non-3GPP system, either the device, or, the network of the non-3GPP system provides some mobility support (denoted N3FA).
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* Color coding: red indicates new functional element / interface
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Figure-B.1f - non-3GPP system support


• N3MM manages the mobility with


non-3GPP systems.


• Gi+ denotes Gi with added mobility


support.


• When using UTRAN or Evolved


RAN, the N3MM is not used.


• Dependent on the nature of the


non-3GPP system, either the


device, or, the network of the non-


3GPP system provides some


mobility support (denoted N3FA).


* Color coding: red indicates new functional element / interface
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