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S2-99D00
SA2 chairman


draft Agenda

S2-99D01
MCC


Minutes of SA#9

S2-99D02
MCC


TR 30.801 v.1.1.0, Overall Project Plan

S2-99D03
Motorola


QoS Max SDU size

S2-99D04
Ericsson
059
23.060
UMTS <-> GPRS Intersystem change (handover)

S2-99D05
Ericsson
061
23.060
Move of BSS Packet Flow Context and UMTS Radio Bearer Setup Procedures

S2-99D06
Ericsson
062
23.060


S2-99D07
Ericsson
063
23.060


S2-99D08
Ericsson
064
23.060
withdrawn

S2-99D09
NTT DoCoMo
002
23.002
Addition of GLR related descriptions

S2-99D10
NTT DoCoMo




S2-99D11
T1P1.5
A005
03.32
Addition of Altitude and Confidence Level for Universal Geographical Area Description (GAD). Addition of Ellipsoid Arc Shape description.

S2-99D12
Nokia
053r1
23.060
Releases 97, 98 and 99 interactions

S2-99D13
Nokia
065
23.060
Radio bearer release and PDP context interaction

S2-99D14
Nokia
066
23.060
Improving charging efficiency

S2-99D15
Nokia
067
23.060
Subscriber and equipment trace for PS domain

S2-99D16
Nokia

23.171
TS 23.171 v.1.1.0 (LCS stage 2)

S2-99D17
T-Mobil

30.802
TR 30.802, Bearer services & QoS.

S2-99D18
TSG Chairmen


Definition and completion of Release 1999

S2-99D19
D2 Mannesmann
045
23.121
Cell Broadcast System Architecture

S2-99D20
D2 Mannesmann
010
23.920
Deletion of the Cell Broadcast System Architecture

S2-99D21
Ericsson


Proposal for Release 2000 Reference Architecture

S2-99D22
Ericsson


Architecture Principle, Transport Independence

S2-99D23
Ericsson


Mapping rules between R97/98 and R99 QOS profiles

S2-99D24
Nokia

30.806
3G PD 30.806 version 1.0.1 on LCS and CBS (identical to S2-99B17)

S2-99D25
MCC

21.101
TS 21.101

S2-99D26
MCC

01.01
TS 01.01

S2-99D27
Nortel


Network Initiated Secondary PDP Context activation procedure

S2-99D28
Nortel


Usage of RSVP Signaling for PSTN-terminating calls in 3GPP/3G.IP

S2-99D29
MIP ad-hoc chairman


Meeting minutes, MIP ad hoc#6

S2-99D30
editor

23.923
TR 23.923 v.1.2.0

S2-99D31
Telia
051
23.121
Mobile IP

S2-99D32
Ericsson
003
23.107
Update of Transfer delay attribute definition

S2-99D33
Ericsson
004
23.107
Clarification on rate control, asymetry and error ratios attributes

S2-99D34
Ericsson
005
23.107
Clarification on parameter value ranges

S2-99D35
Ericsson
006r1
23.107
Clarification of Maximum bit rate attribute

S2-99D36
Ericsson


Proposed response to LS on RAB attributes (R3-99G18)

S2-99D37
Ericsson
007
23.107
Mapping of QoS profiles between R97/98 and R99

S2-99D38
Ericsson
008
23.107
Generation of QoS parameters for CS data services for call setup and interworking UMTS-CS

S2-99D39
Ericsson


QoS Control of the IP Bearer Service

S2-99D40
N2

LS in
Liaison statement on 3G-H.324M

S2-99D41
N2

LS in
Response to theLS on the evolution of GTP for Release’99

S2-99D42
N2

LS in
 LS TO S2, T1 on REQUIRED SUPER CHARGER ENHANCEMENTS

S2-99D43
N2

LS in
Liaison Statement on MAP Security

S2-99D44
N2

LS in
LS on support of White Book SCCP (07/96)

S2-99D45
N2

LS in
LS  to S2 and N1 on combined mobility management

S2-99D46
SPAN 2

LS in
LS on VHE

S2-99D47
N3

LS in
LS to S1 (Cc S2) on 3G Services

S2-99D48
N1

LS in
LS on Session Management QoS parameters

S2-99D49
N1

LS in
Response on LS on Information about current status on UE idle mode operation

S2-99D50
CN OSA ad-hoc

LS in
LS on online charging support in VHE/OSA stage2

S2-99D51
CN OSA ad-hoc

LS in
LS on VHE/OSA principles

S2-99D52
CN OSA ad-hoc

LS in
LS on mandatory requirement for a capability negotiation mechanism for OSA

S2-99D53
CN OSA ad-hoc

LS in
LS on comments on table in clause 8 of TS 23.127

S2-99D54
CN OSA ad-hoc

LS in
LS on security issues in VHE/OSA

S2-99D55
CN OSA ad-hoc

LS in
LS on Address Translation in VHE/OSA

S2-99D56
CN OSA ad-hoc

LS in
LS on the interaction between MMS, SAT, MExE, non-MExE terminals and Camel/Open Service Architecture

S2-99D57
CN OSA ad-hoc

LS in
LS response to ‘Collaboration of open interfaces’

S2-99D58
R3

LS in
LS on Common Communication Mechanism to be used by the Cell Broadcast Service

S2-99D59
R2

LS in
LS on incorporation of broadcast/multicast architecture and an broadcast/multicast related interworking function

S2-99D60
R2

LS in
Answer to LS from RAN3 on Radio Access Bearer attributes

S2-99D61
R2

LS in
LS on Emergency calls using IMEI as UE Identifier

S2-99D62
R2

LS in
Response to LS on CBS documentation

S2-99D63
R2

LS in
LS to N1 (Cc S2) on UMTS PLMN selection (response to N1-99C78)

S2-99D64
R2

LS in
LS on Service requirements of CBS reception when UE is in CONNECTED mode

S2-99D65
R3

LS in
LS on Radio Access Bearer attributes

S2-99D66
R3

LS in
LS on RANAP modifications related to handover between UMTS and GPRS and within UMTS via CN

S2-99D67
R3

LS in
LS on RAB pre-emption

S2-99D68
R2

LS in
Reply to Liaison on “N1 Open Questions on QoS” (Cc S2)

S2-99D69
Nokia
001r2
23.107
GPRS/UMTS QoS

Parameter Mapping

S2-99D70
Motorola
068
23.060
BSS QoS involvement

S2-99D71
23.060/03.60 editor


Report of 23.060 CR drafting work division toward October meeting (identical to S2-99955)

S2-99D72
23.060/03.60 editor


Summary of CRs and open issues for GSM 03.60 and UMTS 23.060

S2-99D73
Siemens
A178
03.60
GPRS Mobile Stations classes

S2-99D74
Siemens
A179
03.60
GPRS Mobile Stations classes

S2-99D75
Siemens
069
23.060
GPRS Mobile Stations classes

S2-99D76
Siemens
070
23.060
Usage of TI in the secondary PDP context activation procedure

S2-99D77
NTT DoCoMo, NTT Software
071
23.060
Logical Link Management Functions for GPRS

S2-99D78
NTT DoCoMo, NTT Software
072
23.060
Packet Domain Core Network Nodes

S2-99D79
NTT DoCoMo, NTT Software
073
23.060
User Plane for UMTS

S2-99D80
Siemens
no
23.060
GPRS MS classes

S2-99D81
Vodafone




S2-99D82
Vodafone

30.801
30.801 v.1.0.0

S2-99D83
Alcatel

draft LS
proposed answer to D58

S2-99D84
T1P1.5
003
23.002
Mirror CR to that for GSM 03.02 v7.0.0

S2-99D85
T1P1.5

LS in
Transfer of Location Services to 3GPP

S2-99D86
T1P1.5
A010
03.02


S2-99D87
T1P1.5
A003
03.71
Addition of further LCS functionality in GSM Release 98

S2-99D88
T1P1.5

LS in
LCS Broadcast mechanism

S2-99D89
NTT Commware
074
23.060
UTRAN Registration Area Identity and Cell Identity

S2-99D90
NTT Commware
075
23.060
Unnecessary of cell identity and cell identity age in 3G-SGSN MM context

S2-99D91
NTT Commware
076
23.060
Deletion of TFT in 3G-SGSN PDP context

S2-99D92
NTT Commware
077
23.060
The number of RNC RAB contexts in a RNC context

S2-99D93
NTT Commware
078
23.060
The usage of reordering required parameter

S2-99D94
NTT Commware
079
23.060
Information storage in USIM

S2-99D95
Lucent

23.920
Maintenance of 23.920

S2-99D96
Lucent

draft LS
Liaise the all IP report

S2-99D97
Siemens
080
23.060


S2-99D98
S2 vice-chairman


S2 e-mail discussion

S2-99D99
Drafting group

draft LS
Draft LS to N1, R2, S1, SMG2A and R2 on Information about current status on UE idle mode operation

S2-99E00
OSA ad-hoc

draft LS
draft LS to CN OSA ad-hoc On Answer to LS on online charging support in VHE/OSA stage2

S2-99E01
OSA ad-hoc

draft LS
draft LS to S1, CN OSA ad-hoc on answer to LS on VHE/OSA principles

S2-99E02
OSA ad-hoc

draft LS
Draft Response to Liaison Statement on mandatory requirement for a capability negotiation mechanism for OSA

S2-99E03
OSA ad-hoc

draft LS
draft LS to S3, CN OSA (Cc N) on security issues in VHE/OSA

S2-99E04
OSA ad-hoc

draft LS
draft LS on the interaction between MMS, SAT, MExE, non-MExE terminals and Camel/Open Service Architecture

S2-99E05
S2

LS out
LS on Emergency calls using IMEI as UE Identifier

S2-99E06
Siemens
052
23.121
Termination point of the GTP-U tunnel

S2-99E07
NTT DoCoMo
002r1
23.002
Addition of GLR related descriptions

S2-99E08
Nokia
053r2
23.060
Releases 97, 98 and 99 interactions

S2-99E09
Nokia
066r1
23.060
Improving charging efficiency

S2-99E10
Nokia, Ericsson, Siemens AG
070r1
23.060
Usage of TI in the secondary PDP context activation procedure

S2-99E11
Siemens


Draft LS to N1 concerning TI value extension

S2-99E12
Nokia


VHE/OSA related

S2-99E13
CBS drafting group

draft LS
proposed LS to RAN 3 (answer to D58)

S2-99E14
CBS drafting group
045r1
23.121
withdrawn, replaced by E63.

S2-99E15
S3

LS in
LS on Security issues in VHE/OSA

S2-99E16
N2

LS in
LS to S4 (Cc S2) on Out-of-Band Transcoder Control

S2-99E17
N2

LS in
LS on the Introduction of Reserved Service Labels in the APN

S2-99E18
N2

LS in
LS on Open Issues on 3G to 2G Handover (packet Switched domain)

S2-99E19
N2

LS in
LS on introduction of Follow Me for the transferred Chapter 4 of  29.002

S2-99E20
N2

LS in
LS to S2 on establishment of a QoS taskforce

S2-99E21
N2

LS in
LS on Combined Mobility Management

S2-99E22
Motorola
068r1
23.060
BSS QoS involvement improvements

S2-99E23
N2

LS in
LS on Naming of CAMEL in R99 and R2000

S2-99E24
N2

LS in
LS to OSA ad-hoc (Cc S2) on Response to Liaison “Interaction between MMS, SAT, MExE, non MExE terminals and Camel Open Service Architecture”

S2-99E25
Ericsson
003r1
23.107
Update of Transfer delay attribute definition

S2-99E26
Ericsson
005r1
23.107
Clarification on parameter value ranges

S2-99E27
Ericsson

draft LS
Proposed response to LS on RAB attributes (s2-99E32)

S2-99E28
Ericsson
007r1
23.107
Mapping of QoS profiles between R97/98 and R99

S2-99E29
Ericsson


Draft LS to N1, N4 (Cc N3, R2, R3 and SMG2A) on Response LS on Session Management QoS parameters

S2-99E30
Mikael Degermark 


Information on IETF working group ROBHC

S2-99E31
Ericsson


Proposed answer to information on IETF working group ROBHC

S2-99E32
R3 via Ericsson

LS in
LS on Radio Access Bearer attributes

S2-99E33
N2

LS in
LS to TSG N (Cc S2) on CAMEL Control of VoIP Services FTR

S2-99E34
N2

LS in
LS on Dialled Services in CAMEL Phase 3

S2-99E35
OSA ad-hoc

draft LS
Draft LS to S1  (Cc SPAN2, EP UMTS) on User service requirements for Global Virtual Home Environment (VHE)

S2-99E36
SMG2

LS in
LS on "Basic principles of QoS interoperation".

S2-99E37
Siemens




S2-99E38
draft

draft LS
proposed LS to T1P1.5 on LCS R99

S2-99E39
Nortel


Routing function in GSM/EDGE RAN

S2-99E40
draft

LS out
proposed LS to T1P1.5 on LCS R99

S2-99E41
T1P1.5
A003r1
03.71
Addition of further LCS functionality in GSM Release 98

S2-99E42
Nokia


Coversheet for 23.171

S2-99E43
SMG2

LS in
LS on GERAN architecture

S2-99E44
SMG2

LS in
LS on UE/MS idle mode operation.

S2-99E45
SMG2A

LS in
LS to R2, R3 (Cc S2) regarding Relocation and GSM-UMTS handover

S2-99E46
SMG2

LS in
LS on GERAN (GSM/EDGE RAN) architecture

S2-99E47
S2

LS out
LS to CN OSA ad-hoc on Answer to LS on online charging support in VHE/OSA stage2

S2-99E48
S2

LS out
LS to S1, CN OSA ad-hoc on answer to LS on VHE/OSA principles

S2-99E49
S2

LS out
LS to CN OSA ad-hoc (Cc S1)  on mandatory requirement for a capability negotiation mechanism for OSA

S2-99E50
S2

LS out
LS to S1, N1(Cc CN OSA ad-hoc )  on the interaction between MMS, SAT, MExE, non-MExE terminals and Camel/Open Service Architecture

S2-99E51
S2

LS out
LS to S1  (Cc SPAN2, EP UMTS) on User service requirements for Global Virtual Home Environment (VHE)

S2-99E52
Motorola, Vodafone
A180
03.60
CS paging response

S2-99E53
Motorola, vodafone
A181
03.60
Cs paging response

S2-99E54
Motorola, vodafone
081
23.060
CS paging response

S2-99E55
Motorola
082
23.060
SMS support in 3G-SGSN

S2-99E56
QoS ad-hoc chairman


QoS minutes

S2-99E57
Motorola
A182
03.60
Compatible between R97 and 98

S2-99E58
Nokia
067r1
23.060
Subscriber and equipment trace for PS domain

S2-99E59
NTT Commware, Fujitsu
no
23.060
The definition of Primary and Secondary PDP

S2-99E60
NTT Commware, Fujitsu




S2-99E61
NTT Commware
083
23.060
Usage of secondary PDP context activation procedure

S2-99E62
Motorola, Nokia
053r2
23.060
Releases 97, 98 and 99 interactions

S2-99E63
CBS Drafting Group (Alcatel, Ericsson,  Nokia, Siemens, Telia, Mannesmann)
045r1
23.121
Cell Broadcast System Architecture

S2-99E64
Motorola, DoCoMo, T-Mobil
084
23.060
PDP-PDU, N-PDU size

S2-99E65
Ericsson
059r1
23.060
UMTS <-> GPRS Intersystem change (handover)

S2-99E66
draft (NTT)


LS based on D89

S2-99E67
NTT Commware
078r1
23.060
The usage of reordering required parameter

S2-99E68
NTT Commware
079r1
23.060
Information storage in USIM

S2-99E69
NTT Commware

draft LS
Draft LS to T3 on the clarification of the information storage in USIM

S2-99E70
T-Mobil


IGC bearer and QoS plan

S2-99E71
Motorola
009
23.107


S2-99E72
S2

LS out
LS to N1 concerning TI value extension

S2-99E73
Motorola, Nokia
053r3
23.060
Releases 97, 98 and 99 interactions

S2-99E74
IGC LCS and CBS convenors


3G PD 30.806 version 1.1.0 on LCS and CBS revised B24)

S2-99E75
D2 Mannesmann

draft LS
Draft Answer to RAN2 LS on Service requirements of CBS reception when UE is in CONNECTED mode (TSGR2#8(99)g81)

S2-99E76
Nokia


Cover page for 23.171

S2-99E77
Ericsson

draft LS
Draft LS to R2, R3 (cc N1, N3, S4) on Radio Access Bearer attributes

S2-99E78
Ericsson
061r1
23.060
N2 would like to ask S1 and S2 advice on how to handle the UMTS PS domain to GPRS handover from a service aspects point of view, in view of

S2-99E79
Nokia




S2-99E80
S2 vice-chairman


MIP presentation to S3

S2-99E81
Nokia
010
23.107
Rules for the comparison of QoS profile

S2-99E82
Drafting group on GERAN

draft LS
proposed LS to SMG2 on GERAN (GSM/EDGE RAN) architecture. In response to Tdoc SMG2 1993/99 (E43).

S2-99E83
S2

LS out
Cover sheet to the presentation on MIP to S3.

S2-99E84
S2

LS out
LS to N2 on answer of the LS on the Introduction of Reserved Service Labels in the APN

S2-99E85
Telia


New version of the TR

S2-99E86
draft

draft LS
draft LS to N2 on answer on establishment of a QoS taskforce

S2-99E87
S2

LS out
LS to S5 on Dialled Services in CAMEL Phase 3

S2-99E88
MCC


format of the open issues for the tdocs

S2-99E89
Ericsson


Information on IETF working group ROBHC

S2-99E90
Ericsson
005 draft
23.107
Clarification on parameter value ranges

S2-99E91
NTT

draft LS
Draft LS to N1 and N2 on the clarification primary and secondary PDP context procedure and the relation among PDP with TFT and PDP without TFT

S2-99E92
NTT Commware, Ericssson
083r1
23.060
Usage of secondary PDP context activation procedure

S2-99E93
Editor


coversheet for 23.110

S2-99E94
NTT


Power point presentation of i-mode

S2-99E95
Editor

23.821
TR 23.821 v0.0.0

S2-99E96
Telia


Comments on S2-99D21

S2-99E97
NTT Commware
075r1
23.060
Unnecessary of cell identity and cell identity age in 3G-SGSN MM context

S2-99E98
VHE/OSA convenor


Report from VHE/OSA drafting

S2-99E99
Ericsson


Architecture Principle, Transport Independence

S2-99F00
MCC


Presentation of Spec to TSG and WG Template

S2-99F01
MCC


Actions requested for R99 TS and TR under S2/SMG12 responsibility at SA#6

S2-99F02
Ericsson

23.121
UMTS inter-MSC SRNS Relocation

S2-99F03
Siemens


Project plan on PS and CS v1.1.0

S2-99F04
Siemens




S2-99F05
Editor of 23.121


coversheet for 23.121

S2-99F06
S2

LS out
proposed LS to N1 and N2 on mapping of QoS parameters between R97/98 and R99.

S2-99F07
S2

LS out
LS to S3, CN OSA (Cc N) on security issues in VHE/OSA

S2-99F08
editor


coversheet for 23.002

S2-99F09
editor


coversheet for 23.060

S2-99F10
editor


coversheet for 23.101

S2-99F11
editor


coversheet for 23.107

S2-99F12
editor


coversheet for 23.110

S2-99F13
S2

LS out
LS to RAN 3 on Common Communication Mechanism to be used by the Cell Broadcast Service

S2-99F14
T-Mobil
004
23.110
Additions to the access stratum model to support Cell Broadcast.

S2-99F15
Draft

draft LS
Draft LS to N1, N2, SMG2 (Cc R3) on usage of RANAP over MAP/E at intra UMTS inter MSC handover/relocation

S2-99F16
S2

LS out
LS to SMG2 on GERAN (GSM/EDGE RAN) architecture. In response to Tdoc SMG2 1993/99 (E43).

S2-99F17
MCC


21.101

S2-99F18
MCC


01.01

S2-99F19
Nokia

draft LS
Proposed LS to S5 connected to E09

S2-99F20
Ericsson


QoS Control of the IP Bearer Service (update of s2-99D39)

S2-99F21
Ericsson




S2-99F22
Nokia, Ericsson
010r1
23.107
Rules for the Comparison of QoS Profiles

S2-99F23
NTT Commware

draft LS
Draft LS to N1 and N2 (Cc R2, R3) on the concern about the definition of the Service Area identity

S2-99F24
Alcatel

draft LS
Proposed LS to T2 on the report on Multimode Terminal

S2-99F25
Nokia
011
23.107
Editorial changes to 23.107

S2-99F26
Nokia


Draft Liaison Statement on CDR creation for non-charging liable subscriptions

S2-99F27
S2

LS out
LS to T3 on the clarification of the information storage in USIM

S2-99F28
NTT Commware
075r2
23.060
Unnecessary of cell identity and cell identity age in 3G-SGSN MM context

S2-99F29
S2

LS out
LS to N1 and N2 (Cc R2, R3) on the concern about the definition of the Service Area identity

S2-99F30
NTT Commware, Ericssson
083r2
23.060
Usage of secondary PDP context activation procedure

S2-99F31
draft

draft LS
draft LS to N1 and N2 clarifying terms related to the naming of PDP contexts created with the 'PDP Context Activation Procedure'  and with the 'Secondary PDP Context Activation Procedure'

S2-99F32
editor


coversheet for 23.127

S2-99F33
Ericsson


withdrawn

S2-99F34
editor


Revised coversheet for 23.060.

S2-99F35
editor


Revised coversheet for 23.110

S2-99F36
S2

draft LS
draft LS to N1 and N2 clarifying terms related to the naming of PDP contexts created with the 'PDP Context Activation Procedure'  and with the 'Secondary PDP Context Activation Procedure'

S2-99F37
Nokia, Ericsson
010r2
23.107
Rules for the Comparison of QoS Profiles

S2-99F38



Revision of E79

S2-99F39
Ericsson


Revision of D21

S2-99F40
S2

LS out
LS to R2, R3 (cc N1, N3, S4) on Radio Access Bearer attributes

S2-99F41
S2

LS out
LS to N1, R2, S1, SMG2A and R2 on Information about current status on UE idle mode operation

S2-99F42
S2

LS out
LS to N1, N2, SMG2 (Cc R3) on usage of RANAP over MAP/E at intra UMTS inter MSC handover/relocation

S2-99F43
S2

LS out
LS to T2 on the report on Multimode Terminal

S2-99F44
S2

LS out
LS to CN (Cc S5, N2) on CDR creation for non-charging liable subscriptions

S2-99F45
S2

LS out
LS to N1, N4 (Cc N3, R2, R3 and SMG2A) on Response LS on Session Management QoS parameters

S2-99F46
S2

LS out
LS to S5 (Cc N2) on CDR creation for non-charging liable subscriptions

S2-99F47
S2

LS out
LS to N1 and N2 clarifying terms related to the naming of PDP contexts created with the 'PDP Context Activation Procedure'  and with the 'Secondary PDP Context Activation Procedure'

S2-99F48
S2

LS out
LS to N2 on answer on establishment of a QoS taskforce

S2-99F49
S2

LS out
LS to RAN2 LS on Service requirements of CBS reception when UE is in CONNECTED mode (TSGR2#8(99)g81)

S2-99F50
draft

draft LS
Answer to N2 to the LS on the evolution of GTP for Release’99

S2-99F51
Nokia
067r2
23.060


S2-99F52





S2-99F53
NTT


draft LS

