Page 1



SA WG2 Meeting #109
S2-151522
25 - 29 May 2015, Fukuoka, Japan
(revision of S2-151522)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.228
	CR
	1131
	rev
	-
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Avoiding invocation of SRVCC for webRTC flows

	
	

	Source to WG:
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	SA2

	
	

	Work item code:
	eWebRTCi
	
	Date:
	2015-05-18

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Conclusions in § 7.4.1”Avoid SRVCC” of the TR 23.706

	
	

	Summary of change:
	When the operator wants to avoid SRVCC to apply to WebRTC related sessions, the operator should configure PCRF policies so that not to use QCI I for WebRTC traffic

	
	

	Consequences if not approved:
	

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


U.2.2
Session management related procedures

Origination and termination and Session release procedures for WebRTC IMS clients follow standard IMS procedures in the core network (see clauses 5.6 and 5.7 and 5.10) with the exception that routing of all messages between the WIC and S-CSCF traverse the eP-CSCF (rather than P-CSCF) and that parameters of Iq procedures take into account the WebRTC-specific extensions used by the WIC to send and receive media.

NOTE:
When the operator wants to avoid SRVCC to apply to WebRTC related sessions, the operator should configure PCRF policies so that not to use QCI =1 for WebRTC traffic. This may correspond with using separate AF Application identifiers for the eP-CSCF and for the P-CSCF.
