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Abstract of the contribution: it is proposed to update the interim agreements on policy framework.
Discussion
It has been agreed that the mobility restriction applied to a UE can be optimized by core network based on UE mobility pattern. According to the solution 6.3.9, UE mobility restriction is adjusted by the NG policy control function, hence it is proposed to update the interim agreements on Policy framework to enable the NG policy function to support such function.

Moreover, according to the interim agreements on UE mobility pattern, the determination of UE mobility pattern should take statistical UE historical mobility information and UE assisted information into account. Therefore, in the case of such statistical UE historical mobility information and UE assisted information are provided on the application layer, the policy function shall further support interaction with application servers.
Proposal
Based on the analysis above, it is proposed to update the interim agreement on Policy Framework in TR 23.799.
* * * Start of changes * * * *

8.10
Interim Agreements on Key Issue #10: Policy Framework

In the interim agreements below the PCC Framework refers to the Policy and Charging Control defined in EPC. The interim agreements below are subject to updates to cover all the topics listed in the WT list.

Interim agreements on the Policy Framework key issue:
1.
The PCC framework defined in TS 23.203 is generic and the relevant parts is applicable to NextGen, including:

a.
The PCC Framework in NextGen includes the following Functional elements: The NG Policy Function that interfaces to the Session Management, the Application Function, and the Online Charging System.

b.
The NG Policy Function evaluates operator policies that are triggered by events received from the Application Function, the Session Management, and the Online Charging System.

c.
The NG Policy Function provides Rules for application and service data flow detection, gating, QoS and flow based charging to the Session Management.
NOTE 1:
NextGen provides a PDU connectivity service of different PDU types, the existing PCC framework is applicable to PDU sessions of IP Type only.

NOTE 2:
Credit management and reporting are to be defined in SA5 specification.
2.
The extensions to the PCC frame defined in TS 23.203 include:


a.
The NG Policy Function can obtain UE mobility pattern from 3rd application server;
b.
The NG Policy Function can adjust UE mobility restriction, and request the AMF (Access and Mobility management Function) to enforce the optimized UE mobility restriction.

Editor's note:
additional interim agreements, e.g. for extensions to the existing PCC framework, are FFS.
* * * End of changes * * * *
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