SA WG2 Temporary Document

Page 3

SA WG2 Meeting #122E e-meeting
S2-176777
11 – 15 September 2017, Elbonia
was S2-17xxxx 
Source:
Rapporteur 23.502 (Ericsson)
Title:
TS 23.502: 5GS Terminology corrections and alignments, discussion
Document for:
Approval

Agenda Item:
21
Work Item / Release:
5G_ph1 / Rel-15
Introduction
There is a need to correct and align the terminology used between the 5G specifications and within each specification.
This paper is managed by the TS rapporteur with “simple terminology corrections and alignments” that applies to this TS 23.502 only. The proposals includes terminology changes that is also defined/introduced in 23.501.
Discussion

Terminology
1.
NG-RAN to be used (e.g. not NG RAN or 5G-RAN) [potential overlap with AI 11 paper]
2.
5GC to be used (e.g. not 5GCN)

3.
5G-AN to be used (e.g. not 5G AN) [potential overlap with AI 11 paper]
4.
5G-GUTI to be used (e.g. not GUTI, 5G Temporary ID, Temporary ID) [potential overlap with AI 11 paper]
5.
GFBR to be used for the bitrate parameter and GBR/non-GBR used for the characteristics of the QoS Flow. Also, "QoS Flow" to be used (currently both QoS Flow and QoS flow is used. This issue if for AI 11 paper i.e. remove here.
6.
TS 23.501 states: 
"If the UE supports at least one 3GPP access technology, the UE must be allocated a PEI in the IMEI format.In the scope of this release, the only format supported for the PEI parameter is an IMEI, as defined in TS 23.003 [19]."
TS 23.502 uses IMEISV (e.g. " The AMF passes the PEI (IMEISV) to the UDM ..") which is not used in TS 23.501. IMEISV is special for IMEI "format" so usage could be kept. 
Usage of IMEI with not meaning the format of the PEI should be avoided, but there is only one ocurrence " Change of IMSI-IMEI association " which is proposed to be generalized to " Change of SUPI-PEI association "
7.
Use abbreviation PEI or SUPI (i.e. avoid wrong or ambiguous names e.g. Permanent ID, UE Permanent ID, Permanent User ID). Replace ambiguous names with PEI or SUPI respectively. (proposal is not a simple search and replace i.e. needs to be reviewed for each change). [potential overlap with AI 11 paper]
8.
RAN is used extensively and it is not clear when it can be generalized to (R)AN. This is a technical topic which should not be done at the e-meeting. Proposal: no action i.e. do simple replace as suggested for 1 and 3 at the e-meeting and defer generalization of functionalities etc to later.
9.
Use "UL CL" (i.e. not UL-CL)
10.
Usage of NSSAI. In some cases only NSSAI is stated, and the meaning can be understood by the message the NSSAI is sent within. However, it is better to be explicit and consistently use one of:
a.
Configured NSSAI

b.
Requested NSSAI

c.
Subscribed S-NSSAIs

d.
allowed S-NSSAIs

e.
Allowed NSSAI

This may be leading to technical discussions, i.e. should it be within or out of e-meeting?

11. Policy rule should be PCC rule
12. UE should be used instead of 5G UE

13.
5GS should be used instead of 5G System

Figures and flow steps
F1.
Avoid IE names in flow diagrams, except when a message carries another message.
F2.
Dotted lines for optional/conditional messages

F3.
An attempt was made to use a consistent format for the flow steps including a notation to show in the step whether the step is conditional as follows:

"#.
[Conditional] NF1 to NF2: Message name (IE1, IE2)

Text describing the step including condition when step is executed, in case it is conditional"

The above format have been used in a couple of flows, but a lot of flows is using other ways e.g. more like how 23.401 flows are described. It is proposed to discuss and agree which way to use such that the flow steps are using a common format.

Proposal: TBD
NF service operations
<check for inconsistent usage of NF service operation names>
Proposal

The TS 23.502 is proposed to be updated according to the following proposals (list numbering according to list in the discussion). 

Note: The changes marked as "done" are implemented in the associated P-CR in S2-17xxxx.
1.
NG-RAN to be used - done
2.
5GC to be used - done
3.
5G-AN to be used - done
4.
5G-GUTI to be used - done
5.
None (for 23.501)
6.
Usage of IMEI with not meaning the format of the PEI should be avoided.
Change "Change of IMSI-IMEI association" to "Change of SUPI-PEI association" - done
7.
Replace ambiguous names with PEI or SUPI respectively - done
8.
None (requires technical discussions beyond scope of e-meeting)
9.
UL CL to be used - done
10.
TBD
11.Use PCC rules - done
12. UE should be used instead of 5G UE - done

13.
5GS should be used instead of 5G System - done

F1.
Avoid IE names in flow diagrams - done
F2.
Dotted lines for optional/conditional messages

F3:
TBD
*************** Start of changes *********************
See separate document in S2-176778 for the actual changes.
*************** End of changes *********************
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