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1. Overall Description:
SA3 had discussion on AUSF/UDM selection and SUCI parameters and would like to bring the attention of CT1, CT4 and SA2 few points on this.
1) AUSF/UDM selection: In networks where multiple UDMs are deployed, a parameter in addition to the MNC+MCC is necessary for the selection of the correct UDM instance and routing the authentication request. SA3 expects this parameter to be in the clear for the proper routing. SA3 would like remind that AUSF/UDM selection/routing based on range value in the encrypted MSIN field is not feasible.
2) SUCI parameters: The new encrypted subscription identity SUCI needs special attention from various WGs. SUCI contains fields to represent e.g., Encryption Algorithm/Curve identifier, Ephemeral Public key, Encrypted MSIN, MSIN MAC etc. For a complete list of parameters please refer to CR S3-181495, TS 33.501 Annex C.3.4. In addition to these fields, MCC, MNC and the UDM instance selection parameter need to be represented.

2. Actions:
[bookmark: _GoBack]To TSG CT WG1, CT WG4.
ACTION:
SA3 kindly asks TSG CT1 and CT4 to take the above information into account in their stage 3 work and give SA3 feedback on the AUSF/UDM selection issue. 

To TSG SA WG2.
ACTION:
SA3 kindly asks TSG SA2 to take the above information in to account in their stage 2 work and give SA3 feedback on the AUSF/UDM selection issue.
3. Date of Next TSG-SA WG3 Meetings:
SA3#91Bis: 														21 -25 May, La Jolla, USA.
SA3# 92:																20 - 24 Aug , China

