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Abstract of the contribution: This contribution proposes to add a UE triggered V2X Policy provisioning procedure.
Discussion
TR 23.786 concluded that:

For Key Issue #5 (Service Authorization and Provisioning to UE for eV2X communications over PC5 reference point) and Key Issue #11 (Service Authorization and Provisioning to UE over NG-Uu reference point), it is concluded that Solution #3 in clause 6.3, Solution #20 in clause 6.20 and Solution #24 in clause 6.24 are selected for normative work. These solutions are related to PCF based V2X Policy and parameters provisioning to UE.

In clause 6.3.2a “Option of UE triggered V2X Policy provisioning procedure” of solution #3 in TR 23.786, it further stated as copied in below:

The procedure is initiated when the UE determines the V2X Policy is invalid in following cases:

-
if the parameter is outdated (e.g. the validity timer for the eV2X communication policy/parameter expires),

-
if there are no valid parameters for current area, or

-
parameters lost or deleted locally by abnormal situation.

Introduces a new UE triggered V2X Policy provisioning procedure to give UE the flexibility to retrieve the up-to-date V2X Policy from PCF at the time the UE detects the V2X Policy installed is incorrect, outdated or not applicable to the current area. 
* * * * Start of the 1st Change * * * * 

6.2.X
Procedure for UE triggered V2X Policy provisioning

The procedure is initiated when the UE requests the V2X Policy (in case e.g., Policy and parameters are outdated, missing or invalid).

[image: image1.emf]AMF PCF

UE (R)AN

3. UE Policy delivery procedure defined in clause 4.2.4.3 of 23.502

1. UE Policy provisioning request

2. Npcf_UEPolicyControl_Update


Figure 6.2.X-1: UE triggered V2X Policy provisioning procedure

1.
The UE sends the UE Policy provisioning request including the UE Policy Container (V2X Policy) to the AMF.

2.
The AMF sends the Npcf_UEPolicyControl_Update request to the PCF including the UE Policy Container received from UE.

3.
The UE Policy delivery procedure defined in clause 4.2.4.3 of TS 23.502 [7] is triggered.

* * * * End of Changes * * * * 
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