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[bookmark: OLE_LINK2]**** 1st Change ****
[bookmark: _Toc20204630][bookmark: _Toc27895336][bookmark: _Toc36192439]5.2.8.1	General
The following table shows the SMF Services and SMF Service Operations.
Table 5.2.8.1-1: NF services provided by the SMF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nsmf_PDUSession
	Create
	Request/Response
	V-SMF/I-SMF

	
	Update
	Request/Response
	V-SMF/I-SMF, H-SMF

	
	Release
	Request/Response
	V-SMF/I-SMF

	
	CreateSMContext
	Request/Response
	AMF

	
	UpdateSMContext
	Request/Response
	AMF

	
	ReleaseSMContext
	Request/Response
	AMF

	
	SMContextStatusNotify
	Subscribe/Notify
	AMF

	
	StatusNotify
	Subscribe/Notify
	V-SMF/I-SMF

	
	ContextRequest
	Request/Response
	AMF, I-SMF, SMF

	
	ContextPush
	Request/Response
	SMF

	
	SendMOData
	[bookmark: OLE_LINK6][bookmark: OLE_LINK7]Request/Response
	AMF

	
	MessageTransfer
	Request/Response
	SMF

	Nsmf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF, AMF, NWDAF

	
	Unsubscribe
	
	NEF, AMF, NWDAF

	
	Notify
	
	NEF, AMF, NWDAF

	
	AppRelocationInfo
	
	AF

	Nsmf_NIDD
	Delivery
	Request/Response
	NEF




**** 2nd Change ****
[bookmark: _Toc27895349][bookmark: _Toc36192452]5.2.8.2.X	Nsmf_PDUSession_ MessageTransfer service operation
Service operation name: Nsmf_PDUSession_ MessageTransfer
Description: This service operation is used by the SMF to deliver the unstructured data between V-SMF and H-SMF to support NIDD via NEF in home-routed roaming case.
Input, Required: User Identity, PDU Session ID, unstructured data.
Output, Required: Cause.
See clause 4.25.4 and 4.25.5 for an example usage of this service operation.

**** End of Change ****

