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1. Overall Description:

SA2 thank RAN3 for their LS that they have discussed. 

For 5G SRVCC to 3G it is described in 23.501 § 5.17.2.4 “Mobility between 5GS and GERAN/UTRAN” that “After the 5G SRVCC to UTRAN, all the PDU sessions of the UE are released”;

The same behaviour may take place at the indirect mobility 5G ( 4G ( (SRVCC) 3G

Thus SA2 assumes that in networks where 5GS has been rolled out, , the ENB may be configured to disable PS Hand-over to UTRAN. when a SRVCC procedure to UTRAN is taking place.
For a PS Hand-over to UTRAN (without SRVCC), the MME may issue a Forward Relocation Request message to the SGSN but this Forward Relocation Request does not transfer to the SGSN PDN connections for which no TI has been negotiated with the UE (these PDN connections correspond to PDU Sessions that were established over 5GS). If there would remain no PDP context to hand-over to SGSN in a Forward Relocation Request message, the MME is expected to fail the Hand-over request from the ENB;
The UE is assumed to locally release any PDN connection without a TI negotiated with the network when it moves to GERAN/UTRAN; 

SA2 agreed to the corresponding attached CR;
2. Actions:

To RAN3:
ACTION: 
SA2 kindly asks RAN3 to take the above information into account.
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