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1. Overall Description:
[bookmark: _Hlk46758011]3GPP SA2 is doing FS_5G_ProSe_Ph2 Study on ProSe enhancements for 3GPP Rel18 in TR 23.700-33. As part of this study, a Key Issue (KI#5) studies “Support of multi-path transmission for UE-to-Network Relay”, to improve communication reliability or data rates for the Remote UE. Layer-3 UE-to-Network Relay case is covered in this KI, in which the remote UE establishs a PDU session as direct communicatio path and uses L3 relay UE’s PDU session as indirect network communication path. 
Solution #41 in TR 23.700-33 propose to support dedundancy handling for the two paired PDU sessions in a NG-RAN, in order to achieve end to end communication reliability. In the solution, it is proposed to mark the two PDU sessions with ID of communication path and ID of redundant communication path by core network and UE. It also propose a method on how to identify the two PDU session from all the PDU sessions in NG-RAN, by comparing the marking in PDU sessions. Then it is considered feasible for NG-RAN to realize communication reliability for the identified two PDU sessions, e.g. allocating different, redundant user plane resources for each PDU session.

SA2 would like to ask RAN3 the following questions about potential impacts to NG-RAN of Solution #41 and possible way to identify the paired PDU sessions.
· Confirmation of the feasibility on NG-RAN impact.
· Whether and how to identify the paired PDU sessions for redundancy belonging to different two UEs(remote UE and L3 relay UE) in a NG-RAN.

2. Actions:
To RAN3:
ACTION: 	SA2 kindly asks RAN3 to provide answer to the questions above and to provide any feedback on solution#41 to Key Issue 5 within FS_5G_ProSe_Ph2 in TR 23.700-33.

[bookmark: _Hlk109050898]3. Date of Next TSG-SA WG2 Meetings:
	
	DATES 
	LOCATION
	CTRY

	SA2#153e
	October, 10-14th 
	Elbonia
	Any (e-meeting)

	SA2#154
	November, 14-18th
	To be determined
	Canada
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