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[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923]* * * Start of Changes * * * 
[bookmark: _Toc58920605][bookmark: _Toc122418097]5.1	LMF Discovery and Selection
LMF selection functionality is supported by the AMF to determine an LMF for location estimation of the target UE. The LMF selection functionality is also supported by the LMF if it determines that it is unsuitable or unable to support location for the current UE access network or serving cell for the deferred 5GC-MT-LR procedure for periodic, or triggered location events.
LMF reselection is a functionality supported by AMF when necessary, e.g. due to UE mobility.
The LMF selection/reselection may be performed at the AMF or LMF based on the locally available information i.e. LMF profiles are configured locally at AMF or LMF, or by querying NRF.
The following factors may be considered during the LMF selection:
-	LCS client type.
-	Requested Quality of Service information, e.g.:
-	LCS accuracy,
-	Response time (latency),
-	Access Type (3GPP /N3GPP).
NOTE 1:	Location methods may differ depending on the Access Type, e.g. in the case of WLAN Access Location determination may just correspond to retrieval of IP addressing information from the N3IWF/TNGF; As another example, for Wireline access, Location determination may just correspond to retrieval of geo coordinates corresponding to a GLI as defined in clause 4.7.8 of TS 23.316 [21] or a HFC Node ID.
-	RAT type (e.g. 5G NR, eLTE, or any of the RAT Types specified for NR satellite access) and/or the serving AN node (i.e. gNB or NG-eNB) of the target UE.
-	RAN configuration information.
-	LMF capabilities.
-	LMF load.
-	LMF location.
-	Indication of either a single event report or multiple event reports.
-	Duration of event reporting.
-	Network slicing information, e.g. S-NSSAI and/or NSI ID.
-	LMF Service Area consisting of one or more TA(s).
-	Supported GAD shapes.
When receiving a NAS message from UE, including an LMF ID together with a LPP message (refer to step 25 in clause 6.3.1 for event reporting for a deferred 5GC-MT-LR), AMF sends the LPP message to the LMF, as indicated by the LMF ID.
NOTE 2:	Description on how UE encapsulates the LMF ID in the NAS message is documented in TS 24.571 [36].
[bookmark: OLE_LINK3]To select an LMF restricted to supporting location services in a local area, one of the following options applies:
-	UDM may support in the UE LCS subscriber data with an LMF ID. During the location procedure, GMLC received the LMF ID from the UDM and provides it to AMF.
-	GMLC storage "LCS data for an LCS Client/AF" includes with the following parameters:. When the GMLC receives a MT location request from LCS client/AF, GMLC determines the LMF ID based on the LCS data for an LCS Client/AF. In case an group ID is provided or derived from the location request, GMLC determines the LMF ID based on the provisioned Group ID.
-	LMF ID (for all cases of request); and/or
-	per Group ID and its correlating LMF ID.
When the GMLC receives a MT location request from LCS client/AF, GMLC determines the LMF ID based on the LCS data for an LCS Client/AF. In case an group ID is provided or derived from the location request, GMLC determines the LMF ID based on the provisioned Group ID.
-	GMLC may be configured with an LMF ID, irrelevant to any LCS client/AF. When the GMLC receives a MT location request from LCS client/AF, GMLC determines the LMF ID for all LCS client/AF.
-	AMF may be configured locally a mapping table of UE identity e.g. MSISDN and LMF address. When receiving a MO-LR, AMF determines LMF based on local configuration.
* * * Next Change * * * 
[bookmark: _Toc122418098]5.1a	GMLC Discovery and Selection
More than one GMLC in the HPLMN can serve the location requests for a single UE. GMLC discovery and selection functionality is supported by AMF, LMF, NEF, LCS client and GMLC.
A LCS client may be configured with GMLC address(es). It may also determine the GMLC address by performing a DNS query.
A NEF, LMF, AMF or GMLC may be configured with GMLC address(es). Those NF may also query the NRF to get GMLC address(es).
In the following scenarios, information about the GMLC instance may be provided by UE, in such case, this GMLC instance is used:
-	In the deferred MT-LR procedure, when UE reports the detected event to the AMF, it may also include the (H)GMLC address.
-	In the MO-LR procedure, when UE initiates the LCS service request, it may also include the (H)GMLC address if the location estimation is reported to the (H)GMLC.
To select a GMLC restricted to supporting location services in a local area, AMF may be configured locally a mapping table of UE identity e.g. MSISDN and GMLC address. When receiving a MO-LR, AMF determines GMLC based on local configuration.
* * * End of Changes * * * 
