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[bookmark: _GoBack]Abstract of the contribution: This contribution proposed updating of conclusion for KI#1

1.	Discussion
Option D is the default solution to address KI#1. Regardless Option A and/or C are selected finally, option D (i.e. using PCRT for URSP distribution) can be a clarified in conclusion.
2.	Text proposal
It is proposed to agree the following changes in TS 23.700-85 as below
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[bookmark: _Toc113453615][bookmark: _Toc117147156]8.1.1	General
The following definitions will be included as part of the normative work on URSP Rules in roaming:
VPLMN specific URSP Rules: A VPLMN specific URSP Rule is applicable when the UE is registered in the VPLMN or its equivalent VPLMN only. VPLMN specific URSP rules are provided from the HPLMN and contains, based on agreements with VPLMN, HPLMN values for Network Slice Selection Policies and DNN Selection Policies. When provided, the Time and Location criteria in each of the RSD contain VPLMN values. It is provided to the UE to route traffic on a PDU Session to a SMF and UPF in the VPLMN.
VPLMN configuration is used to ensure that the local VPLMN values are used when a PDU Session is established for a roaming UE.
When the UE sends a PDU Session Establishment the HPLMN values that are included in the S-NSSAI and DNN need to be translated to VPLMN values to be able to select a SMF at the VPLMN. This means that the AMF select a local DNN that is used to select a SMF in the VPLMN. How the AMF selects a local DNN is to be decided during normative phase. The AMF also sends the local DNN, if decided, as “Selected DNN” to the SMF, while the DNN requested by the UE is sent as “Requested DNN”.
The H-PCF creates VPLMN specific URSP rules corresponding to different VPLMN, and subscribe to AMF the Policy Control Request Trigger (PCRT) = PLMN change. Then based on the PCRT reporting, the H-PCF distributes the VPLMN specific URSP rules to UE when the UE is registered to that VPLMN. The URSP Rules received by UE in VPLMN are only applicable when the UE is registered in that VPLMN or its equivalent VPLMNs.
NOTE: When assigning the VPLMN specific URSP rules, it should have lower precedence than the URSP rules for HPLMN. 

[bookmark: _Toc113453616][bookmark: _Toc117147157]8.1.2	Conclusions on the how to identify PLMN specific URSP Rules
To enable the PCF to provide and the UE to identify the PLMN specific URSP Rules, the following conclusion principles apply:
-	VPLMN ID is provided to UE along the URSP.
Editor's note:	How to provide VPLMN ID to UE along URSP is FFS.
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