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* * * * 1st change * * * *
[bookmark: _Toc20204472][bookmark: _Toc27895171][bookmark: _Toc36192268][bookmark: _Toc45193381][bookmark: _Toc47593013][bookmark: _Toc51835100][bookmark: _Toc114668537]5.2.5	PCF Services
[bookmark: _Toc20204473][bookmark: _Toc27895172][bookmark: _Toc36192269][bookmark: _Toc45193382][bookmark: _Toc47593014][bookmark: _Toc51835101][bookmark: _Toc114668538]5.2.5.1	General
The following table illustrates the PCF Services.
================================= (exiting text)
TBD (e.g., new parameters update for existing service operator)
* * * * 2nd change * * * *
[bookmark: _Toc114668583][bookmark: _Toc114665632]5.2.6	NEF Services
[bookmark: _Toc20204511][bookmark: _Toc27895210][bookmark: _Toc36192307][bookmark: _Toc45193420][bookmark: _Toc47593052][bookmark: _Toc51835139][bookmark: _Toc114668584]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
================================= (existing text)
TBD (e.g., new parameters update for existing service operator)
* * * * 3rd change * * * *
[bookmark: _Toc20204672][bookmark: _Toc27895386][bookmark: _Toc36192489][bookmark: _Toc45193591][bookmark: _Toc47593223][bookmark: _Toc51835310][bookmark: _Toc114668809][bookmark: _Toc114665636]5.2.12	UDR Services
[bookmark: _Toc20204673][bookmark: _Toc27895387][bookmark: _Toc36192490][bookmark: _Toc45193592][bookmark: _Toc47593224][bookmark: _Toc51835311][bookmark: _Toc114668810]5.2.12.1	General
The following Data Set Identifiers shall be considered in this release: Subscription Data, Policy Data, Application data and Data for Exposure. The corresponding Data Subset Identifiers and Data (Sub)Key(s) are defined in Table 5.2.12.2.1-1.
================================= (existing text)
TBD (e.g., new IE in subscription data, new data subset for PIN)
* * * * 4th change * * * *
[bookmark: _Toc20204761][bookmark: _Toc27895475][bookmark: _Toc36192579][bookmark: _Toc45193687][bookmark: _Toc47593319][bookmark: _Toc51835406][bookmark: _Toc114668976]Annex X (normative):
Information flows for PIN
[bookmark: _Toc20204740][bookmark: _Toc27895454][bookmark: _Toc36192558][bookmark: _Toc45193666][bookmark: _Toc47593298][bookmark: _Toc51835385][bookmark: _Toc114668955]X.1	General
This informative Annex provides the procedures for PIN followed in this technical specification and TS 23.501 [2]. It includes PIN policy configuration and PIN communication configuration.
X.2	PIN policy configuration
TBD (including create, update, delete, validity, etc.).
X.3	PIN communication configuration
[bookmark: _Toc20204742][bookmark: _Toc27895456][bookmark: _Toc36192560][bookmark: _Toc45193668][bookmark: _Toc47593300][bookmark: _Toc51835387][bookmark: _Toc114668957]X.3.1	PIN communication configuration triggered by AF
TBD.
X.3.2	PIN communication configuration triggered by PEGC
TBD.
X.3.3	PIN activation/deactivation triggered by AF
TBD.

