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1. Overall Description:
SA2 is progressing the normative work on network slicing enhancements to Rel-18.
SA2 agreed to enhance the system with the with the possibility that a Registration Area can include TAs with different S-NSSAI support. For this purpose SA2 agreed a new NSSAI defined as:
[bookmark: _Hlk123567476][bookmark: _Hlk125016262]Partially Allowed NSSAI: Includes the S-NSSAI values, each one associated with a subset of TAs, within the Registration Area where the S-NSSAI is supported.
SA2 proposes to make the Partially Allowed NSSAI is available to NG-RAN over NGAP, i.e. sent at the same time as sending the Allowed NSSAI as to allow NG-RAN to optimize RRM logic e.g. so the RAN can steer the UE bands supporting also these S-NSSAIs in the Partially Allowed NSSAI.
Question 1: SA2 asks RAN3 if the Partially Allowed NSSAI can be added to NG-A in all messages where the allowed NSSAI is sent
Question 2: is the answer to Question 1 is "yes", whether it is needed to send also the with or without the associated TA-list for each S-NSSAI in the Partially Allowed NSSAI

SA2 agreed also to introduce a new rejected S-NSSAI with cause code "partially in the RA" which is associated with a list of TAs where this S-NSSAI is supported in the TA
Question 3: Should the S-NSSAIs of the Rejected S-NSSAI for part of the RA be made available to NG-RAN for RRM 3urposes e.g. so that the RAN can steer the UE bands supporting also this S-NSSAI?
Question 4: If yes to question 2, should AMF provide the new Rejected S-NSSAI with associated TAs?

lastly, 

Question 5: for the case of Also, for the partially allowed S-NSSAI, is it possible and feasible in rel-18 to trigger PDU session handling policies for the sessions of the network slice (e.g. locally avoid data transmission outside the area of support of the slice or e.g. deactivate the PDU session, or trigger reporting of entering or exiting a S-NSSAI area of support to AMF). the exact mechanism is for further study but RAN opinion on feasibility of various mechanisms to manage the PDU sessions upon mobility is kindly requested.
2. Actions:
To RAN3
ACTION: 	SA2 kindly asks RAN3 to take the above into account and answer the questions.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #155   Feb 20 – 24, 2023 	Athens, Greece
TSG-SA2 Meeting #156   April 17 - 21, 2023 	TBD


