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1	Overall description
SA2 has started the normative work based on the Rel-18 FS_XRM study conclusions documented in chapter 8 of TR 23.700-60.
SA2 has agreed to the below aspects in the TR conclusion which impacts NG-RAN and SA2 would like to evaluate the impact of the solutions on the overall system: 
· Upon SMF request, the NG-RAN may support to expose QoS Notification Control with indicating that "GFBR can no longer (or can again) be guaranteed" via GTP-U to UPF

· Based on SMF request over NGAP, data rate information on a per QoS Flow basis may be measured and exposed via NGAP to SMF

· To support L4S, NG-RAN performs ECN marking for uplink and downlink in the IP layer of the received packets. Or PSA UPF performs ECN marking for uplink and downlink IP layer of the received packets based on the latest reported congestion information from NG-RAN via GTP-U header. 

SA2 asks RAN WGs to check the aspects above and provide feedback on the following questions:
Q1: Whether it is feasible and what are the impacts on NG RAN to report "GFBR can no longer (or can again) be guaranteed" via GTP-U to UPF?

Q2: Whether it is feasible and what are the impacts on NG RAN to measure and report the measured data rate per QoS flow to the core network (i.e. via NGAP to SMF or via GTP-U to UPF)? 

Q3: For the L4S, what are the impacts on NG RAN to measure congestion level state and perform ECN marking based on the congestion level? 

Q4: For the L4S, if the NG RAN reports congestion information GTP-U header to the PSA UPF and there are buffered DL data in the NG-RAN, whether and how does the NG-RAN also need to perform the ECN marking for the buffered DL data?  

Q5: After the UE receives the DL L4S congestion information, how does the UE report the congestion level information to the AS in the user plane layer?

2	Actions
To RAN WG2 and RAN WG3:
ACTION: 	SA2 kindly asks RAN2 and RAN3 to take the above into account and provide feedback.

3	Dates of next TSG SA WG2 meetings
TSG-SA2 Meeting #156-e	17-21 April 2023                     Online
TSG-SA2 Meeting #157		22-26 May 2023                     Berlin, DE



