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1. Overall Description:
SA2 has started the normative work based on the Rel-18 FS_XRM study conclusions documented in chapter 8 of TR 23.700-60. 
About 5GS information exposure, the following aspects has been agreed in TR conclusion which impacts on NG-RAN: 
- Based on SMF request over NGAP, the QoS Notification that "GFBR can no longer (or can again) be guaranteed" can be exposed by the NG RAN via GTP-U of a QoS flow to UPF.

- Based on SMF request over NGAP, the data rate on a per QoS Flow basis can be measured and exposed by the NG RAN via NGAP to SMF.

SA2 would like to coordinate with RAN WG with the following aspects:
Q1: SA2 assumes the existing QoS Notification Control is reused but the NG RAN can report the QoS Notification via GTP-U header of the QoS flow based on SMF request. SA2 would like RAN WG to feedback whether it is feasible for NG RAN to report "GFBR can no longer (or can again) be guaranteed" via GTP-U of the QoS flow to UPF and what is the expected stage3 design for it when it is feasible? 

Q2: SA2 assumes the QoS monitoring indication for data rate measurement, report period and report frequency are provided to NG RAN by the SMF during PDU Session modification procedure. SA2 would like RAN WG to feedback whether it is feasible for NG RAN to report the measured data rate per QoS flow to the core network (i.e. via NGAP to SMF or via GTP-U of the given QoS flow to UPF) and what is the expected stage3 design for it when it is feasible?

2. Actions:
To RAN WG2 and RAN3
ACTION: 	SA2 kindly ask RAN2 and RAN3 to take the above into account and provide the feedback.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #155        20-24 February 2023        Athens, Greece
TSG-SA2 Meeting #156E	     17-21 April 2023	e-meet
