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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc122444117][bookmark: _Toc51835328][bookmark: _Toc47593241][bookmark: _Toc45193609][bookmark: _Toc36192507][bookmark: _Toc27895404][bookmark: _Toc20204690]5.2.13.2.2	Nbsf_Management_Register service operation
Service Operation name: Nbsf_Management_Register
Description: Registers the tuple (UE address(es), SUPI, GPSI, MBS session ID, DNN, S-NSSAI, PCF address(es), PCF instance id, PCF Set ID, level of Binding) for a PDU Session or for a UE.
NOTE 1:	In some cases only subset of these parameters may be registered (e.g. UE address(es) will be registered only if PCF registration is for a PDU Session and for MBS sessions SUPI and GPSI are also not available).
Inputs, Required: [Required, if PCF registration is for a PDU Session], UE address(es), PCF address(es), DNN [Required, if PCF registration is for a PDU Session], S-NSSAI [Required, if PCF registration is for a PDU Session], MBS session ID as defined in TS 23.247 [78] [Required, if PCF registration is for a MBS Session].
UE address can contain IP address/prefix or MAC address as defined in TS 23.501 [2]. It can optionally include Framed Route information. W-5GAN specific UE IP address information is specified in TS 23.316 [53].
Framed Route information is defined in Table 5.2.3.3.1-1.
NOTE 2:	For support of time sensitive communication and time synchronization (as described in clause 5.28.3.2 of TS 23.501 [2]) the UE address contains the DS-TT port MAC address for Ethernet type PDU Session.
Inputs, Conditional: SUPI [Required, if PCF registration is for a UE or required by the local policy in PCF if the registration is for a PDU session, otherwise it is optional].
NOTE 3:	The PCF can be configured to always provide a SUPI to the BSF, e.g. to support UE ID retrieval from the BSF.
Inputs, Optional: GPSI, PCF instance ID and PCF Set ID, level of Binding (see clause 6.3.1.0 of TS 23.501 [2]).
NOTE 4:	DNN and S-NSSAI are not applicable when the PCF registration is for a UE.
NOTE 5:	It is up to stage3 to ensure an unambiguous error proof way for the BSF to differentiate between PCF for a PDU Session and PCF for a UE. This may or may not require providing the BSF additional parameter(s) when a PCF registers itself with the BSF.
Outputs, Required: Result indication, Binding Identifier for a PDU Session, or for a UE, or for an MBS session.
Outputs, Optional: None.
[bookmark: _Toc122444118][bookmark: _Toc51835329][bookmark: _Toc47593242][bookmark: _Toc45193610][bookmark: _Toc36192508][bookmark: _Toc27895405][bookmark: _Toc20204691][bookmark: _Toc122444120][bookmark: _Toc51835331][bookmark: _Toc47593244][bookmark: _Toc45193612][bookmark: _Toc36192510][bookmark: _Toc27895407][bookmark: _Toc20204693]5.2.13.2.3	Nbsf_Management_Deregister service operation
Service Operation name: Nbsf_Management_Deregister
Description: Removes the binding information for a PDU Session or for a UE.
Inputs, Required: Binding Identifier for a PDU Session, or for a UE, or for an MBS session.
W-5GAN specific UE IP address information are specified in TS 23.316 [53].
Inputs, Optional: 
Outputs, Required: Result indication.
Outputs, Optional: None.
[bookmark: _Toc122444119][bookmark: _Toc51835330][bookmark: _Toc47593243][bookmark: _Toc45193611][bookmark: _Toc36192509][bookmark: _Toc27895406][bookmark: _Toc20204692]5.2.13.2.4	Nbsf_Management_Discovery service operation
Service Operation name: Nbsf_Management discovery
Description: Discovers the PCF and PCF set selected for a PDU Session identified by the tuple (UE address(es), SUPI, GPSI, DNN, S-NSSAI), or discovers the PCF and PCF set selected for the UE identified by the tuple (SUPI, GPSI). This operation may also be used to determine the SUPI from the tuple (UE address, DNN, S-NSSAI).
Inputs, Required: UE address (i.e. IP address or MAC address), [Required, for a PDU Session and for a UE], DNN [Conditional], S-NSSAI [Conditional], if the target PCF is for a PDU Session, MBS session ID as defined in TS 23.247 [78], [Required, for an MBS Session].
SUPI and/or GPSI, if the target PCF is for a UE.
UE address can contain IP address/prefix or Ethernet address as defined in TS 23.501 [2]. It can optionally include Framed Route information. W-5GAN specific UE IP address information is specified in TS 23.316 [53].
NOTE:	For support of time sensitive communication and time synchronization (as described in clause 5.28.3.2 of TS 23.501 [2]) the UE address contains the DS-TT port MAC address for Ethernet type PDU Session.
Inputs, Optional: If the target PCF is for a PDU Session, SUPI, GPSI.
Outputs, Required: PCF address(es), PCF instance ID [Conditional, if available] and PCF Set ID [Conditional, if available], level of Binding [Conditional, if available] (see clause 6.3.1.0 of TS 23.501 [2]).
Outputs, Optional: SUPI, if available.
5.2.13.2.5	Nbsf_Management_Update service operation
Service Operation name: Nbsf_Management_Update
Description: Replaces the list of UE address(es) for a PDU Session or replace PCF id or PCF address(es) for a PDU Session or for a UE..
NOTE 1:	For example, PCF-2 may update its PCF id when level of binding is NF Instance and PCF-1 fails and PCF-2 is the new NF Instance handling the PDU Session or the UE.
Inputs, Required: Binding Identifier for the PDU Session.
UE address can contain IP address/prefix or Ethernet address as defined in TS 23.501 [2]. It can optionally include Framed Route information. W-5GAN specific UE IP address information is specified in TS 23.316 [53].
NOTE 2:	For support of time sensitive communication and time synchronization (as described in clause 5.28.3.2 of TS 23.501 [2]) the UE address contains the DS-TT port MAC address for Ethernet type PDU Session.
Inputs, Optional: UE address(es), PCF id, PCF address(es).
Outputs, Required: Result indication.
Outputs, Optional: None.
* * * * End of changes * * * *
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