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Definition of VPLMN specific URSP Rules: A VPLMN specific URSP Rule is applicable when the UE is registered in the VPLMN or its equivalent VPLMN only. VPLMN specific URSP rules are provided from the HPLMN and contains, based on agreements with VPLMN, HPLMN values for Network Slice Selection Policies and DNN Selection Policies. When provided, the Time and Location criteria in each of the RSD contain VPLMN values. It is provided to the UE to route traffic on a PDU Session to a SMF and UPF in the VPLMN.

VPLMN configuration is used to ensure that the local VPLMN values are used when a PDU Session is established for a roaming UE. 

When the UE sends a PDU Session Establishment the HPLMN values that are included in the S-NSSAI and DNN need to be translated to VPLMN values to be able to select a SMF at the VPLMN. This means that the AMF select a local DNN that is used to select a SMF in the VPLMN. How the AMF selects a local DNN is to be decided during normative phase. The AMF also sends the local DNN, if decided, as “Selected DNN” to the SMF, while the DNN requested by the UE is sent as “Requested DNN”.

The VPLMN provides the service parameters to HPLMN for HPLMN to generate the VPLMN specific URSP rules. The H-PCF creates VPLMN specific URSP rules corresponding to different VPLMN. The H-PCF may provide the VPLMN specific URSP rules to the UE. This can be triggered by the UE's registration in the VPLMN or it can happen before UE roams into the VPLMN. The URSP Rules received by UE in VPLMN are only applicable when the UE is registered in that VPLMN or its equivalent VPLMNs. If the UE does not find a match using the URSP rules associated with the VPLMN ID or equivalent VPLMN ID, it uses the URSP rules associated with the HPLMN.
NOTE:  	The PCF may provide VPLMN specific URSP rules based on existing PCRT report from PCF such as PLMN Change or other triggers.
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	Consequences if not approved:
	Conclusions of KI#1 are not specified

	
	

	Clauses affected:
	6.6.2.2.x (new), 6.1.2.5, 6.5, 6.1.2.2.2, 6.1.3.18

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc122504127][bookmark: _Hlk67396857][bookmark: _Toc19197394][bookmark: _Toc27896547][bookmark: _Toc36192715][bookmark: _Toc37076446][bookmark: _Toc45194896][bookmark: _Toc47594308][bookmark: _Toc51836939][bookmark: _Toc114671249]* * * *First change * * * *
[bookmark: _Toc19197268][bookmark: _Toc27896421][bookmark: _Toc36192588][bookmark: _Toc37076319][bookmark: _Toc45194765][bookmark: _Toc47594177][bookmark: _Toc51836808][bookmark: _Toc122504063]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1], TS 23.501 [2], TS 23.502 [3] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Application detection filter: A logic used to detect packets generated by an application based on extended inspection of these packets, e.g. header and/or payload information, as well as dynamics of packet flows. The logic is entirely internal to a UPF, and is out of scope of this specification.
Application identifier: An identifier referring to a specific application detection filter.
Application service provider: A business entity responsible for the application that is being / will be used by a UE, which may be either an AF operator or has an association with the AF operator.
Authorised QoS: The maximum QoS that is authorised for a service data flow. In the case of an aggregation of multiple service data flows within one QoS Flow, the combination of the "Authorised QoS" information of the individual service data flows is the "Authorised QoS" for the QoS Flow. It contains the 5QI and the data rate.
Binding: The association between a service data flow and the QoS Flow transporting that service data flow.
Binding mechanism: The method for creating, modifying and deleting bindings.
Charging control: The process of associating packets, belonging to a service data flow, to a charging key and applying online charging and/or offline charging, as appropriate.
Charging key: Information used by the CHF for rating purposes.
Detected application traffic: An aggregate set of packet flows that are generated by a given application and detected by an application detection filter.
Dynamic PCC Rule: a PCC rule, for which the definition is provided to the SMF by the PCF.
Gating control: The process of blocking or allowing packets, belonging to a service data flow / detected application's traffic, to pass through to the UPF.
Monitoring key: information used by the SMF and PCF for usage monitoring control purposes as a reference to a given set of service data flows or application (s), that all share a common allowed usage on a per UE and DNN basis.
Non-3GPP access network selection information: It consists of ePDG identifier configuration, N3IWF identification and non-3GPP access node selection information, as defined in clause 6.3.6.1 in TS 23.501 [2].
Non-Seamless Offload: A capability of the UE to access the data networks via non-3GPP access (e.g. WLAN radio access) outside of a PDU Session.
Operator-controlled service: A service for which complete PCC rule information, including service data flow filter information, is available in the PCF through configuration and/or dynamic interaction with an AF.
Operating System (OS): Collection of UE software that provides common services for applications.
Operating System Identifier (OSId): An identifier identifying the operating system.
OS specific Application Identifier (OSAppId): An identifier associated with a given application and uniquely identifying the application within the UE for a given operating system.
Packet flow: A specific user data flow from and/or to the UE.
Packet Flow Description (PFD): A set of information enabling the detection of application traffic provided by a 3rd party service provider.
PCC decision: A PCF decision for policy and charging control provided to the SMF (consisting of PCC rules and PDU Session related attributes), a PCF decision for access and mobility related control provided to the AMF, a PCF decision for UE policy information provided to the UE or a PCF decision for background data transfer policy provided to the AF.
PCC rule: A set of information enabling the detection of a service data flow and providing parameters for policy control and/or charging control and/or other control or support information. The possible information is described in clause 6.3.1.
Policy control: The process whereby the PCF indicates to the SMF how to control the QoS Flow. Policy control includes QoS control and/or gating control.
Policy Control Request trigger report: a notification, possibly containing additional information, of an event which occurs that corresponds with a Policy Control Request trigger.
Policy Control Request trigger: defines a condition when the SMF shall interact again with the PCF.
Policy counter: A mechanism within the CHF to track spending applicable to a subscriber.
Policy counter identifier: A reference to a policy counter in the CHF for a subscriber.
Policy counter status: A label whose values are not standardized and that is associated with a policy counter's value relative to the spending limit(s) (the number of possible policy counter status values for a policy counter is one greater than the number of thresholds associated with that policy counter, i.e. policy counter status values describe the status around the thresholds). This is used to convey information relating to subscriber spending from CHF to PCF. Specific labels are configured jointly in CHF and PCF.
Policy Section: A Policy Section is identified by a Policy Section Identifier and consists of one or multiple URSP rule(s) or one or multiple WLANSP rule(s) or non-3GPP access network selection information or a combination of WLANSP rule(s) and non-3GPP access network selection information.
Predefined PCC Rule: a PCC rule that has been provisioned directly into the SMF by the operator.
Redirection: Redirect the detected service traffic to an application server (e.g. redirect to a top-up / service provisioning page).
Service data flow: An aggregate set of packet flows carried through the UPF that matches a service data flow template.
Service data flow filter: A set of packet flow header parameter values/ranges used to identify one or more of the packet flows in the UPF. The possible service data flow filters are defined in clause 6.2.2.2.
Service data flow filter identifier: A scalar that is unique for a specific service data flow (SDF) filter within a PDU Session.
Service data flow template: The set of service data flow filters in a PCC Rule or an application identifier in a PCC rule referring to an application detection filter in the SMF or in the UPF, required for defining a service data flow.
Service identifier: An identifier for a service. The service identifier provides the most detailed identification, specified for flow based charging, of a service data flow. A concrete instance of a service may be identified if additional AF information is available (further details to be found in clause 6.3.1).
Session based service: An end user service requiring application level signalling, which is separated from service rendering.
Spending limit: A spending limit is the usage limit of a policy counter (e.g. monetary, volume, duration) that a subscriber is allowed to consume.
Spending limit report: a notification, containing the current policy counter status generated from the CHF to the PCF.
Subscribed guaranteed bandwidth QoS: The per subscriber, authorized cumulative guaranteed bandwidth QoS which is provided by the UDR to the PCF.
Subscriber category: is a means to group the subscribers into different classes, e.g. gold user, silver user and bronze user.
UE Local Configuration: Information about the association of an application to either a PDU Session or to non-seamless Offload is configured in the Mobile Termination (MT) and in the Terminal Equipment (TE). For example, UE Local Configuration can include operator specific configuration (e.g. operator provided S-NSSAI(s)), or application specific parameters to set up a PDU Session or end user configuration for specific applications.
UE policy information: Policy information preconfigured in the UE and/or provisioned to the UE for access selection (i.e. ANDSP), PDU Session selection (i.e. URSP), V2X communications (i.e. V2XP) and/or ProSe operations (i.e. ProSeP).
Uplink binding verification: The network enforcement of terminal compliance with the negotiated uplink traffic mapping to QoS Flows.
User Preferences On Non-3GPP Access Selection: The list of configuration parameters provided by a layer (e.g. application) above NAS and used by the UE for access network discovery and selection.
VPLMN specific URSP Rules: A VPLMN specific URSP Rule is applicable when the UE is registered in the VPLMN. VPLMN specific URSP rules are provided from the HPLMN and contains, based on agreements with VPLMN, HPLMN values for Network Slice Selection Policies and DNN Selection Policies. When provided, the Time and Location criteria in each of the RSD contain VPLMN values. It is provided to the UE to route traffic on a PDU Session to a SMF and UPF in the VPLMN.
* * * *Next change * * * *
6.6.2.2.x	Provision of URSP to route traffic to the VPLMN
The H-PCF may provision VPLMN specific URSP Rules to UE for the purpose to route traffic to the VPLMN. 
The H-PCF may use application guidance on URSP determination, received from the V-PCF or retrieved from UDR at the HPLMN, as input to generate new or update existing VPLMN specific URSP Rules, as well as other input data as described in clause 6.2.1.1. The list of parameters provided for application guidance on URSP Rule determination is defined in clause 4.15.6.10 of TS 23.502 [3]. 
The AF may provide application guidance on URSP Rule determination to the VPLMN or to the HPLMN. 
When the AF provides application guidance on URSP Rule determination to the VPLMN, it will target “any inbound roamer”, and optionally per PLMN ID(s), the NEF in the VPLMN authorizes requests based on local configuration using e.g., the AF identifier before storing them in UDR, as defined in in clause 4.15.6.7 of TS 23.502 [3].  The NEF in the VPLMN rejects any request for a GPSI or an External-Group-ID of a different PLMN.  The UDR in the VPLMN notifies the V-PCF(s) that has subscribed to the reception of application guidance on URSP determination. If the Service Parameters has received from the V-PCF, then the H-PCF applies the VPLMN ID of the PLMN where the UE is roaming.
When the AF provides application guidance on URSP Rule determination to the HPLMN, it will target either a GPSI or an External-Group-ID or “any UE” of the HPLMN.  The NEF in the HPLMN, may, based on the HPLMN operator local policy, authorize any request for a GPSI or an External-Group-ID and maps it into a SUPI or an Internal-Group-ID via UDM, before storing them in UDR as Application Data. The UDR notifies the H-PCF(s) that has subscribed to the reception of application guidance on URSP determination. The Application guidance on traffic routing may contain the VPLMN ID(s) where the Service Parameters apply.
When the UE Policy Association is established or the V-PCF receives updates on application guidance on URSP determination for a SUPI that has a UE Policy Association established, the V-PCF checks whether application guidance on URSP determination exists and applies for the SUPI then the V-PCF:
- 	maps the S-NSSAI of the VPLMN into the S-NSSAI of the HPLMN and maps the DNN of the VPLMN into the DNN of the HPLMN based on local configuration and 
- 	subscribes to the result of the delivery of UE Policies if it was requested by the AF to the H-PCF, using the event reporting on “Notification on outcome of UE Policies delivery“ described in clause 6.1.3.18. 
The H-PCF generates new or updated URSP Rules using the application guidance on URSP Rule determination where the VPLMN ID included in the Service Parameters is used to indicate to the UE that this URSP Rule applies when the UE is registered in the VPLMN ID. The H-PCF provides the list of PSIs applicable per VPLMN ID to the UE.    
When providing the new or updated RSDs to the UE with a new DNN, the H-PCF may also provide or update the list of DNNs and its corresponding S-NSSAI value that are used in those RSDs to the V-PCF. At the reception of this list, the V-PCF sets the PCRT for “SMF selection management” to the AMF to contact the V-PCF at PDU Session establishment (as specified in clause 6.1.2.5) including the list of DNNs and corresponding S-NSSAI provided by the HPLMN. When the PCRT is triggered, the AMF contacts the V-PCF that replaces the DNN value of the HPLMN to a DNN value in the VPLMN locally and provide it to the AMF to enable selection of an SMF at the VPLMN, see clause 4.3.2.2.1 of TS 23.502 [3].
How the UE associates applications to PDU Sessions based on URSP Rules follows the same procedure as described in clause 6.6.2.3.
* * * * Next change * * * *
[bookmark: _Toc122503658]6.1.2.2.2	Distribution of the policies to UE
The UE policy control enables the PCF to provide UE access selection related policy information, PDU Session related policy information and V2X Policy information to the UE, i.e. UE policies, that includes Access network discovery & selection policy (ANDSP) or UE Route Selection Policy (URSP) or V2X Policy (V2XP) or ProSe Policy (ProSeP) or their combinations using Npcf and Namf service operations.
The PCF may be triggered to provide the UE policy information during UE Policy Association Establishment and UE Policy Association Modification procedures as defined in clause 4.16.11 and clause 4.16.12 of TS 23.502 [3].
NOTE 1:	The PCF can install a PCC Rule and activate start and stop of application detection in the SMF. When the same PCF is selected for SM policy association control and UE policy association control, the reporting of start and stop of an application can trigger the installation or update of a URSP rule in the UE to send the application traffic to the PDU Session as defined in the URSP rule.
NOTE 2:	The PCF can subscribe to the UDR on service specific information change, which will be taken into consideration by the PCF to determine the updated V2XP and ProSeP as defined in clause 4.15.6.7 of TS 23.502 [3].
Operator defined policies in the PCF may depend on input data such as UE location, time of day, information provided by other NFs, etc. as defined in clause 6.2.1.2.
The PCF includes the UE policy information delivered to the UE into a Policy Section identified by a Policy Section Identifier (PSI). The PCF may divide the UE policy information into different Policy Sections, each one identified by a PSI. Each Policy Section provides a list of self-contained UE policy information to the UE, via AMF. The PCF ensures that a Policy Section is under a predefined size limit, known by the PCF.
NOTE 3:	The size limit to allow the policy information to be delivered using NAS transport is specified in TS 29.507 [13]. The size limit is configured in the PCF.
A list of self-contained UE policy information implies that:
-	when the PCF delivers URSP rules to the UE, the PCF provides the list of URSP rules in the order of precedence and without splitting a URSP rule across Policy Sections. 
-	when the PCF delivers V2XP to the UE, the PCF provides the list of V2XP in the order of precedence and without splitting a V2XP across Policy Sections;
-	when the PCF delivers ProSeP to the UE, the PCF provides the list of ProSeP in the order of precedence and without splitting a ProSeP across Policy Sections;
-	when the PCF delivers WLANSP rules, the list of WLANSP rules are provided in the order of priority and without splitting a WLANSP rule across Policy Sections;
-	when the PCF delivers the non-3GPP access network selection information, the whole list of non-3GPP access network selection information (as defined in clause 6.6.1.1) is provided in one Policy Section.
It is up to PCF decision how to divide the UE policy information into Policy Sections as long as the requirements for the predefined size limit and the self-contained content (described above) are fulfilled.
NOTE 4:	The Policy Section list can be different per user. One PSI and its corresponding content can be the same for one or more users.
NOTE 5:	The PCF may, for example, assign the URSP as one whole Policy Section, or it may subdivide the information in the URSP into multiple Policy Sections by assigning one or several URSP rules to each Policy Section.
The PLMN ID is provided to the UE together with UE policy information and it is used to indicate which PLMN a Policy Section list belongs to.
The AMF forwards the UE policy information transparently to the UE. If the (H-)PCF decides to split the UE policies to be sent to the UE, the PCF provides multiple Policy Sections separately to the AMF and then AMF uses UE configuration Update procedure for transparent UE policies delivery procedure to deliver the policies to the UE, this is defined in clauses 4.2.4.3 and 4.16 of TS 23.502 [3].
NOTE 6:	The AMF does not need to understand the content of the UE policy, rather send them to the UE for storage.
The UE shall update the stored UE policy information with the one provided by the PCF as follows (details are specified in TS 24.501 [22]):
-	If the UE has no Policy Sections with the same PSI, the UE stores the Policy Section;
-	If the UE has an existing Policy Section with the same PSI, the UE replaces the stored Policy Section with the received information;
-	The UE removes the stored Policy Section if the received information contains only the PSI.
The UE keeps the received UE policies stored even when registering in another PLMN. The number of UE policies to be kept stored in the UE for PLMNs other than the HPLMN is up to UE implementation. If necessary, e.g. the number of UE policies stored in UE for PLMNs exceeds the maximum value, the UE may remove earlier stored UE policy in UE.
NOTE 7:	For aspects related to URSP rules for an SNPN-enabled UE, please refer to clause 6.6.2.2.2.
The ANDSP for VPLMN, if provided within the UE policy in the UE Configuration Update procedure described in clause 4.2.4.3 of TS 23.502 [3], applies to the equivalent PLMN(s) indicated in the last received list of equivalent PLMNs in Registration Accept.
At Initial Registration or the Registration to 5GS when the UE moves from EPS to 5GS:
-	The UE provides the list of stored PSIs which identify the Policy Sections associated to the home PLMN and the visited PLMN (if the UE is roaming) that are currently stored in the UE. If USIM is changed, the UE does not provide any PSI. If no policies are stored in the UE for the home PLMN, the UE does not provide any PSI associated to the home PLMN. If the UE is roaming and has policies for the home PLMN but no associated policies for the visited PLMN the UE includes only the list of PSIs associated to the home PLMN. 
-	UE may indicate its ANDSP support to the PCF. If it is received, the PCF shall take it into account for the determination on whether to provide the ANDSP to the UE. The PCF does not provide ANDSP rules to the UE if the UE does not indicate support for ANDSP.
NOTE 8:	In the roaming scenario, during AMF relocation with V-PCF change, if the H-PCF does not provide the Indication of UE support for ANDSP, then the behaviour of V-PCF to determine whether to provide ANDSP rules to the UE is implementation specific.
-	UE may indicate the V2X Policy Provisioning Request in the UE Policy Container. If this indication is received, the PCF includes V2XP in the UE policy information as defined in clause 6.2.2 of TS 23.287 [28].
-	UE may indicate the 5G ProSe Policy and Parameter Provisioning Request in the UE Policy Container. If this indication is received, the PCF includes ProSeP in the UE policy information as defined in clause 6.2.2 of TS 23.304 [34]. PCF determines contents of ProSeP based on the information contained in the 5G ProSe Policy and Parameter Provisioning Request as defined in clause 4.3.1 of TS 23.304 [34].
-	The UE may also provide the OSId.
The UE may trigger an Initial registration with the list of stored PSIs to request a synchronization for example if the UE powers up without USIM being changed.
During Initial Registration, the (H-)PCF retrieves the list of PSIs and its content stored in the (H-)UDR for this SUPI while the V-PCF (in the roaming scenario) retrieves the list of PSIs and its content stored in the V-UDR for the PLMN ID of this UE (alternatively, the V-PCF can have this information configured locally).
NOTE 9:	The PSI list and content stored/configured for a PLMN ID can be structured according to e.g. location areas (e.g. TAs, PRAs). The V-PCF can then provide PSIs and its content only if they correspond to the current UE location.
The PCF provides to the UE the tuple (PLMN ID, list of PSIs associated with the PLMN ID) and the Policy Sections containing URSP Rules. In roaming scenarios, the H-PCF provides this information via V-PCF. When the UE is registered to a VPLMN, the UE evaluates URSP Rules that are associated with the VPLMN ID and, if there is a match, the UE follows the URSP rule to establish the PDU session. If the UE does not find a match that is associated with the VPLMN ID, the the UE uses the URSP rules associated with the HPLMN ID.  
In the roaming scenario, the V-PCF shall also forward any UE provided PSIs that are associated to the home PLMN to the H-PCF.
When the PCF (i.e. the (H-)PCF as well as the V-PCF) receives a list of PSIs associated to the PLMN of the PCF from the UE, the PCF compares the list of PSIs provided by the UE and the list of PSIs retrieved from the UDR. In addition, the PCF checks whether the list of PSIs provided by the UE or its content needs to be updated according to operator policies, e.g. change of Location and/or time. If the two lists of PSIs are different or an update is necessary according to operator policies (which includes the case that the UE did not provide a list of PSIs associated to the PLMN of the PCF), the PCF provides the changes in the list of PSIs or the corresponding content to the AMF which forwards them to the UE.
The (H-)PCF maintains the latest list of PSIs delivered to each UE as part of the information related to the Policy Association until the UE policy association termination request is received from the AMF. Then the (H-)PCF stores the latest list of PSIs and its contents in the (H-)UDR using the Nudr_DM_Update including DataSet "Policy Data" and Data Subset "Policy Set Entry".
The (H-)PCF may use the PEI provided by the AMF and/or the OSId provided by the UE, to determine the operating system of the UE.
If the PEI, the OSId or the indication of UE support for ANDSP is available to the (H-)PCF, the (H-)PCF stores them in the (H-)UDR using Nudr_DM_Create including DataSet "Policy Data" and Data Subset "UE context policy control data" when such information is received from the UE in the UE Policy Container.
If the (H-)PCF is not able to determine the operating system of the UE, and if the (H-)PCF requires to deliver URSP rules that contain Application descriptors as Traffic Descriptors, then the Traffic Descriptors of such URSP rules include multiple instances of Application descriptors each associated to supported UE operating systems by the network operator implementation.
If the (H-)PCF determines the operating system of the UE and if the (H-)PCF requires to deliver URSP rules that contain Application descriptors as Traffic Descriptors, then the Traffic Descriptors of such URSP rules include the Application descriptors associated with the operating system determined by the PCF.
NOTE 10:	If the PCF does not take into account the received PEI and/or OSId then the PCF can send URSP rules containing application traffic descriptors associated to multiple operating systems.
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[bookmark: _Toc122503663]6.1.2.5	Policy Control Request Triggers relevant for AMF
The Policy Control Request Triggers relevant for AMF and 3GPP access type are listed in table 6.1.2.5-1 and define the conditions when the AMF shall interact again with PCF after the AM Policy Association Establishment or UE Policy Association Establishment.
The PCF provides Policy Control Request Triggers to the AMF indicating a specific UE (i.e. SUPI or PEI) in the Policy Association establishment and modification procedures defined in the TS 23.502 [3]. The Policy Control Request Triggers are transferred from the old AMF to the new AMF when the AMF changes.
The Policy Control Request Triggers are not applicable any longer at termination of the AM Policy Association or termination of UE Policy Association.
Table 6.1.2.5-1: Policy Control Request Triggers relevant for AMF and 3GPP access type
	Policy Control Request Trigger
	Description
	Condition for reporting

	Location change (tracking area)
	The tracking area of the UE has changed.
	PCF (AM Policy Association, UE Policy Association)

	Change of UE presence in Presence Reporting Area
	The UE is entering/leaving a Presence Reporting Area.
	PCF (AM Policy Association, UE Policy Association)

	Service Area restriction change
	The subscribed service area restriction information has changed.
	PCF (AM Policy Association)

	RFSP index change
	The subscribed RFSP index has changed.
	PCF (AM Policy Association)

	Change of the Allowed NSSAI
	The Allowed NSSAI has changed.
	PCF (AM Policy Association, UE Policy Association)

	Generation of Target NSSAI
	The Target NSSAI has been generated.
	PCF (AM Policy Association)

	UE-AMBR change
	The subscribed UE-AMBR has changed.
	PCF (AM Policy Association)

	UE-Slice-MBR change
	The subscribed UE-Slice-MBR has changed.
	PCF (AM Policy Association)

	PLMN change
	The UE has moved to another operators' domain.
	PCF (UE Policy Association)

	SMF selection management
	UE request for an unsupported DNN or UE request for a DNN within the list of DNN candidates for replacement per S-NSSAI.
	PCF (AM Policy Association, UE Policy Association)

	Connectivity state changes
	The connectivity state of UE is changed.
	PCF (UE Policy Association)

	NWDAF info change
	The NWDAF instance IDs used for the UE or associated Analytics IDs used for the UE and available in the AMF have changed.
	PCF (AM Policy Association)



NOTE:	In the following description of the Policy Control Request Triggers relevant for AMF and 3GPP access type, the term trigger is used instead of Policy Control Request Trigger where appropriate.
If the Location change trigger are armed, the AMF shall activate the relevant procedure which reports any changes in location as explained in clause 5.6.11 of TS 23.501 [2] by subscribing with the Npcf_AMPolicyAssociation service or Npcf_UEPolicyAssociation service. The reporting is requested to the level indicated by the trigger (i.e. Tracking Area). The AMF reports that the Location change trigger was met and the Tracking Area identifier.
If the Change of UE presence in Presence Reporting Area trigger is armed, i.e. the PCF subscribed to reporting change of UE presence in a Presence Reporting Area, including a list of PRA ids. In addition, for "UE-dedicated Presence Reporting Area" a short list of TAs and/or NG-RAN nodes and/or cells identifiers is included. Then, the AMF shall activate the relevant procedure which reports any Change of UE presence in Area of Interest as explained in clause 5.6.11 of TS 23.501 [2]. The reporting is requested for the specific condition when target UE moved into a specified PRA. The AMF reports the PRA Identifier(s) and indication(s) whether the UE is inside or outside the Presence Reporting Area(s) to the PCF.
The Service Area restriction change trigger and the RFSP index change trigger shall trigger the AMF to interact with the PCF for all changes in the Service Area restriction or RFSP index data received in AMF from UDM. The reporting includes that the trigger is met and the subscribed Service Area restriction or the subscribed RFSP index provided to AMF by UDM, as described in clause 6.1.2.1.
The Change of the Allowed NSSAI trigger shall trigger the AMF to interact with the (V-)PCF if the Allowed NSSAI has been changed. The reporting includes that the trigger is met and the new Allowed NSSAI. (V-)The PCF may update RFSP index and/or SMF selection management related policy information (described in clause 6.5) in the AMF based on the Allowed NSSAI.
The Generation of a Target NSSAI trigger shall trigger the AMF to interact with the PCF. The reporting includes that the trigger is met and the generated Target NSSAI. The PCF may generate RFSP index associated with the Target NSSAI.
The UE-AMBR change trigger shall trigger the AMF to interact with the PCF for all changes in the subscribed UE-AMBR data received in AMF from UDM. The reporting includes that the trigger is met and the subscribed UE-AMBR provided to AMF by UDM, as described in clause 6.1.2.1.
The Slice-UE-MBR change trigger shall trigger the AMF to interact with the PCF for all changes in the Subscribed UE-Slice-MBR for each subscribed S-NSSAI in the NSSAI with a Subscribed UE-Slice-MBR received at the AMF from UDM. The reporting includes that the trigger is met, as described in clause 6.1.2.1.
If the PLMN change trigger is armed, the AMF shall report it to the PCF to trigger the update of V2X service authorization parameters to the UE as defined in clause 6.2.2 of TS 23.287 [28] and to trigger the update of ProSe authorization parameters to the UE as defined in clause 6.2.2 of TS 23.304 [34]. The reporting includes the event with the serving PLMN ID.
If the SMF selection management trigger is set, then the AMF shall contact the (V-)PCF when the AMF detects that the UE requested an unsupported DNN and the (V-)PCF indicated DNN replacement of unsupported DNNs in the Access and mobility related policy information (see clause 6.5). The (V-)PCF shall select a DNN and provide the selected DNN to the AMF.
If the SMF selection management trigger is set, then the AMF shall contact the (V-)PCF when the UE requested a DNN within the list of DNN candidates for replacement for the S-NSSAI indicated in the Access and mobility related policy information (see clause 6.5). The (V-)PCF shall select the DNN and provide the selected DNN to the AMF.
If the Connectivity state changes trigger is set, then the AMF shall notify the PCF when the UE connectivity state is changed e.g. from IDLE to CONNECTED. The AMF then reset the trigger.
The NWDAF info change trigger shall trigger the AMF to interact with the PCF when the list of NWDAF Instance IDs used for the UE or associated Analytics IDs used for the UE at the AMF are changed in the AMF.
* * * * Next change * * * *
[bookmark: _Toc122503741][bookmark: _Toc51836932][bookmark: _Toc114671242]6.5	Access and mobility related policy information
To enable the enforcement in the 5GC system of the access, and mobility and PDU Session related policy decisions made by the PCF to the AMF for the control of the service area restrictions and RFSP Index, the 5GC system may provide the Access and mobility related policy information from the PCF to the AMF.
Table 6.5-1 lists the AMF access and mobility related policy information.
Table 6.5-1: Access and mobility related policy information
	Information name
	Description
	Category
	PCF permitted to modify in a UE context in the AMF
	Scope

	Aggregated maximum bite rate
	This part defines the aggregated maximum bite rate
	
	
	

	UE-AMBR
	This defines the UE-AMBR value that applies for a UE
	Conditional
(NOTE 5)
	Yes
	UE context

	List of UE-Slice-MBR
	This defines the List of UE-Slice-MBR (UL/DL) that each applies to the network slice of the UE.
	Conditional
(NOTE 8)
	Yes
	UE context

	Service Area Restrictions 
	This part defines the service area restrictions
	
	
	

	List of allowed TAIs.
	List of allowed TAIs
(NOTE 3) (NOTE 4).
	Conditional
(NOTE 1)
	Yes
	UE context

	List of non-allowed TAIs.
	List of non-allowed TAIs
 (NOTE 3).
	Conditional
(NOTE 1)
	Yes
	UE context

	Maximum number of allowed TAIs
	The maximum number of allowed TAIs.
(NOTE 4)
	Conditional
(NOTE 1)
	Yes
	UE context

	RFSP Index
	This part defines the RFSP index
	
	
	

	RFSP Index for Allowed NSSAI
	Defines the RFSP Index associated with Allowed NSSAI that applies for a UE
	Conditional
(NOTE 2)
	Yes
	UE context

	RFSP Index for Target NSSAI
	Defines the RFSP Index associated with Target NSSAI that applies for a UE
	Conditional
(NOTE 2)
	Yes
	UE context

	5G access stratum time distribution
	This part defines the 5G access stratum time distribution
	
	
	

	5G access stratum time distribution indication
	Defines if 5G access stratum time distribution via Uu reference point is enabled or disabled
	Conditional
(NOTE 9)
	Yes
	UE context

	Uu interface time synchronization error budget
	Indicates the Uu Time Synchronization error budget for 5G access stratum time distribution
	Conditional
(NOTE 10)
	Yes
	UE context

	SMF selection management
	This part defines the SMF selection management instructions
	
	
	

	DNN replacement of unsupported DNNs
	Defines if a UE requested unsupported DNN is requested for replacement by PCF
	Conditional
(NOTE 6)
	Yes
	UE context

	List of S-NSSAIs
	Defines the list of S-NSSAIs containing DNN candidates for replacement by PCF
	Conditional
(NOTE 6)
(NOTE 7)
	Yes
	UE context

	Per S-NSSAI: List of DNNs
	Defines UE requested DNN candidates for replacement by PCF
	Conditional
(NOTE 6)
	Yes
	UE context

	NOTE 1:	If management of service area restrictions by PCF is enabled.
NOTE 2:	If management of RFSP index by PCF is enabled.
NOTE 3:	Either the list of allowed TAIs or the list of non-allowed TAIs are provided by the PCF.
NOTE 4:	Both the maximum number of allowed TAIs and the list of allowed TAIs may be sent by PCF.
NOTE 5:	If management of UE-AMBR by PCF is enabled.
NOTE 6:	If SMF selection management by PCF is enabled.
NOTE 7:	The List of S-NSSAIs contains S-NSSAIs, valid in the serving network, of the Allowed NSSAI.
NOTE 8:	If management of UE-Slice-MBR by PCF is enabled.
NOTE 9:	If management of 5G access stratum time distribution is enabled.
NOTE 10:	If 5G access stratum time distribution or (g)PTP time synchronization is enabled.



The list of allowed TAIs indicates the TAIs where the UE is allowed to be registered, see clause 5.3.4 of TS 23.501 [2] for the description on how AMF uses this information.
The list of non-allowed TAIs indicates the TAIs where the UE is not allowed to be registered, see clause 5.3. of TS 23.501 [2] 4 for the description on how AMF uses this information.
The Maximum number of allowed TAs indicates the maximum number of allowed Tracking Areas, the list of TAI is defined in the AMF and not explicitly provided by the PCF.
The RFSP Index for Allowed NSSAI and RFSP Index for Target NSSAI defines the RFSP Index for radio resource management functionality.
The UE-AMBR limits the aggregated bit rate across all Non-GBR QoS Flows of a UE in the serving network.
The list of UE-Slice-MBR defines the list of authorized UE-Slice-MBR allocated for a UE, how it is enforced is described in clause 5.7.1.10 of TS 23.501 [2].
The DNN replacement of unsupported DNNs indicates that the AMF shall contact the (V-)PCF for replacement of an unsupported DNN requested by the UE.
The List of S-NSSAIs defines the S-NSSAIs, valid in the serving network, of the Allowed NSSAI that contain DNN candidates for replacement by (V-)PCF. The V-PCF receives the list of HPLMN S-NSSAIs from the H-PCF. The V-PCF maps it into S-NSSAI values, valid in the serving network, of the Allowed NSSAI then uses it to set the list of S-NSSAIs to the AMF.
The List of DNNs defines the DNN candidates for which the AMF shall contact the (V-)PCF for replacement if such a DNN is requested by a UE. The V-PCF receives the list of HPLMN DNNs that are candidate for replacement from the HPLMN, then uses to set the list of DNNs to the AMF.
The 5G access stratum time distribution indicates the 5G access stratum time distribution parameters to be indicated to the NG-RAN via AMF.
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6.1.3.18	Event reporting from the PCF
The AF may subscribe/unsubscribe to notifications of events from the PCF for the PDU Session to which the AF session is bound. The AF can either subscribe/unsubscribe directly at the PCF or indirectly via an NEF or a TSCTSF.
The PCF for the UE may subscribe/unsubscribe to notifications of events from the PCF for the PDU Session of a UE. Other NFs may subscribe/unsubscribe to notifications of events from the PCF for a PDU Session or for a UE.
The events that can be subscribed by the AF and by other NFs are listed in Table 6.1.3.18-1.
Table 6.1.3.18-1: Events relevant for reporting from the PCF
	Event
	Description
	NF that can subscribe for reporting
	Availability for Rx PDU Session (NOTE 2)
	Availability for N5 per PDU Session 
	Availability for Bulk Subscription
(NOTE 1)
	Availability for N43 per SUPI, DNN, S-NSSAI
	Availability for N5 per UE
(NOTE 6)
	Availability for N24 per UE
(NOTE 6)

	PLMN Identifier Notification
(NOTE 5)
	The PLMN identifier or SNPN identifier where the UE is currently located.
	AF, PCF
	Yes
	Yes
	Yes
	No
	No
	Yes

	Change of Access Type
	The Access Type and, if applicable, the RAT Type of the PDU Session has changed.
	AF
	Yes
	Yes
	Yes
	No
	No
	No

	EPS fallback
	EPS fallback is initiated
	AF
	Yes
	Yes
	No
	No
	No
	No

	Signalling path status
	The status of the resources related to the signalling traffic of the AF session.
	AF
	Yes
	Yes
	No
	No
	No
	No

	Access Network Charging Correlation Information
	The Access Network Charging Correlation Information of the resources allocated for the AF session.
	AF
	Yes
	Yes
	No
	No
	No
	No

	Access Network Information Notification
	The user location and/or timezone when the PDU Session has changed in relation to the AF session.
	AF
	Yes
	Yes
	No
	No
	No
	No

	Reporting Usage for Sponsored Data Connectivity
	The usage threshold provided by the AF has been reached; or the AF session is terminated.
	AF
	Yes
	Yes
	No
	No
	No
	No

	Service Data Flow deactivation
	The resources related to the AF session are released.
	AF
	Yes
	Yes
	No
	No
	No
	No

	Resource allocation outcome
	The outcome of the resource allocation related to the AF session.
	AF
	Yes
	Yes
	No
	No
	No
	No

	QoS targets can no longer (or can again) be fulfilled
	The QoS targets can no longer (or can again) be fulfilled by the network for (a part of) the AF session.
	AF
	No
	Yes
	No
	No
	No
	No

	QoS Monitoring parameters
	The QoS Monitoring parameter(s) (e.g. UL packet delay, DL packet delay or round trip packet delay) are reported to the AF according to the QoS Monitoring reports received from the SMF.
	AF
	No
	Yes
	No
	No
	No
	No

	Out of credit
	Credit is no longer available.
	AF
	Yes
	Yes
	No
	No
	No
	No

	Reallocation of credit
	Credit has been reallocated after the former Out of credit indication.
	AF
	Yes
	Yes
	No
	No
	No
	No

	5GS Bridge information Notification
(NOTE 3)
	5GS Bridge information that has been received by PCF from SMF.
	TSN AF, TSCTSF
	No
	Yes
	No
	No
	No
	No

	Notification on outcome of service area coverage change
	The outcome of the request of service area coverage change.
	AF
	No
	No
	Yes
	No
	Yes
	No

	Notification on outcome of UE Policies delivery
	The outcome of the request for UE policies delivery due to service specific parameter provisioning procedure.
	AF
	No
	No
	No
	No
	No
	Yes

	Start of application traffic detection and
Stop of application traffic detection
	The start or the stop of application traffic has been detected.
	PCF
	No
	No
	No
	Yes
(NOTE 4)
	No
	No

	Satellite backhaul category change
	The backhaul has changed between different satellite backhaul categories (i.e. GEO, MEO, LEO, OTHERSAT), or the backhaul has changed between satellite backhaul and non-satellite backhaul.
	AF
	No
	Yes
	Yes
	No
	No
	No

	Change of PDUID
	The PDUID assigned to a UE has changed.
	5G DDNMF
	No
	No
	No
	No
	Yes
	No

	SM Policy Association established or terminated
	The establishment or termination of a SM Policy Association is reported
	PCF
	No
	No
	No
	Yes
(NOTE 7)
	No
	No

	NOTE 1:	Additional parameters for the subscription as well as reporting related to these events are described in TS 23.502 [3].
NOTE 2:	Applicability of Rx is described in Annex C.
NOTE 3:	5GS Bridge information is described in clause 6.1.3.5.
NOTE 4:	Bulk subscription is implicit. NOTE 1 does not apply.
NOTE 5:	For a PDU Session established over a SNPN, the combination of the PLMN id and the NID identifies the SNPN.
NOTE 6:	This column contains also UE context related events that are reported to other consumers such as 5G DDNMF via other reference points than N5. The Conditions for reporting column indicates the respective consumer.
NOTE 7:	This PCF for the UE subscribes to this Event via AMF and SMF.
	




If an AF requests the PCF to report the PLMN identifier where the UE is currently located, then the PCF shall provide the PLMN identifier or the SNPN identifier to the AF if available. Otherwise, the PCF shall provision the corresponding PCC rules, and the Policy Control Request Trigger to report PLMN change to the SMF. The PCF shall, upon receiving the PLMN identifier or the SNPN identifier from the SMF forward this information to the AF, including the PLMN Id and if available the NID. If the H-PCF requests to report the PLMN identifier where the UE is currently localed, the V-PCF provisions the PCRT on “PLMN change” to the AMF as described in clause 6.1.2.5 and then forwards the PLMN ID received from the AMF to the H-PCF.
If an AF requests the PCF to report on the change of Access Type, the PCF shall provide the corresponding Policy Control Request Trigger to the SMF to enable the report of the Change in Access Type to the PCF. The PCF shall, upon reception of information about the Access Type the user is currently using and upon indication of change of Access Type, notify the AF on changes of the Access Type and forward the information received from the SMF to the AF. The change of the RAT Type shall also be reported to the AF, even if the Access Type is unchanged. For MA PDU Session the Access Type information may include two Access Type information that the user is currently using. 
If an AF requests the PCF to report on the signalling path status, for the AF session, the PCF shall, upon indication of removal of PCC Rules identifying signalling traffic from the SMF report it to the AF.
If an AF requests the PCF to report Access Network Charging Correlation Information, the PCF shall provide to the AF the Access Network Charging Correlation Information, which allows to identify the usage reports that include measurements for the Service Data Flow(s), once the Access Network Charging Correlation Information is known at the PCF.
If an AF requests the PCF to report Access Network Information (i.e. the User Location Report and/or the UE Timezone Report) at AF session establishment, modification or termination, the PCF shall set the Access Network Information report parameters in the corresponding PCC rule(s) and provision them together with the corresponding Policy Control Request Trigger to the SMF. For those PCC rule(s) based on preliminary service information the PCF may assign the 5QI and ARP of the QoS Flow associated with the default QoS rule to avoid signalling to the UE.
NOTE 1:	The PCF can also use the dynamic or pre-defined PCC Rules related to the IMS signalling to request Access Network Information reporting. This can be used to support e.g., regulatory requirements for SMS over IP, where the IMS network (i.e. P‑CSCF) needs to retrieve the user location and/or UE Time Zone information. Note that due to regulatory requirements, the Access Network Information can be requested for SMS over IP, impacting a large number of PDU Sessions, that can lead to significant increase in signalling load when the Access Network Information is requested from AMF.
The PCF shall, upon receiving an Access Network Information report corresponding to the AF session from the SMF, forward the Access Network Information as requested by the AF (if the SMF only reported the serving PLMN identifier or the SNPN identifier to the PCF, as described in clause 6.1.3.5, the PCF shall forward it to the AF). For AF session termination the communication between the AF and the PCF shall be kept alive until the PCF report is received.
If an AF requests the PCF to report the Usage for Sponsored Data Connectivity, the PCF shall provision the corresponding PCC rules, and the Policy Control Request Trigger to the SMF. If the usage threshold provided by the AF has been reached or the AF session is terminated, the PCF forwards such information to the AF.
If an AF requests the PCF to report the Service Data Flow deactivation, the PCF shall report the release of resources corresponding to the AF session. The PCF shall, upon being notified of the removal of PCC Rules corresponding to the AF session from the SMF, forward this information to the AF. The PCF shall also forward, if available, the reason why the resources are released, the user location information and the UE Timezone.
If an AF requests the PCF to report the Resource allocation outcome, the PCF shall report the outcome of the resource allocation of the Service Data Flow(s) related to the AF session. The AF may request to be notified about successful or failed resource allocation. In this case, the PCF shall instruct the SMF to report the successful resource allocation trigger  (see clause 6.1.3.5). If the SMF has notified the PCF that the resource allocation of a Service Data Flow is successful and the currently fulfilled QoS matches an Alternative QoS parameter set (as described in clause 6.2.2.1), the PCF shall also provide to the AF the QoS Reference parameter or the Requested Alternative QoS Parameter Set which corresponds to the Alternative QoS parameter set referenced by the SMF.
If an AF requests the PCF to report when the QoS targets can no longer (or can again) be fulfilled for a particular media flow, the PCF shall set the QNC indication in the corresponding PCC rule(s) that includes a GBR or delay critical GBR 5QI value and provision them together with the corresponding Policy Control Request Trigger to the SMF. At the time, the SMF notifies that GFBR can no longer (or can again) be guaranteed for a QoS Flow to which those PCC Rule(s) are bound, the PCF shall report to the AF the affected media flow and provides the indication that QoS targets can no longer (or can again) be fulfilled. If additional information is received with the notification from SMF (see clause 5.7.2.4 of TS 23.501 [2]), the PCF shall also provide to the AF the QoS Reference parameter or the Requested Alternative QoS Parameter Set which corresponds to the Alternative QoS parameter set referenced by the SMF. If the SMF has indicated that the lowest priority Alternative QoS parameter set cannot be fulfilled, the PCF shall indicate to the AF that the lowest priority QoS Reference or the lowest priority set of Requested Alternative QoS Parameters of the Alternative Service Requirements cannot be fulfilled.
If the AF subscribes to be notified of the QoS Monitoring reports, the PCF decides about the path for the QoS Monitoring reports and sets the QoS Monitoring for URLLC Policy Control Request Trigger accordingly, as described in clause 6.1.3.21. The PCF shall further send the QoS Monitoring reports it receives from the SMF to the AF, unless the AF has provided an indication of direct event notification (i.e. in this case, the AF will receive the QoS Monitoring reports directly from the UPF).
NOTE 2:	This event can only be subscribed as part of an AF session with required QoS (described in clause 6.1.3.22).
If an AF requests the PCF to report on the Out of credit event for the associated service data flow(s), the PCF shall inform the AF (when it gets informed by the SMF) that credit is no longer available for the services data flow(s) related to the AF session together with the applied termination action.
If an AF requests the PCF to report on the Reallocation of credit event for the associated service data flow(s), the PCF shall inform the AF (when it gets informed by the SMF) that credit has been reallocated after credit was no longer available and the termination action was applied for the service data flow(s) related to the AF session.
The PCF can arm the trigger of 5GS Bridge information available to SMF based on local policy (i.e. without an AF request) or based on subscription request from TSCTSF. The PCF shall, upon reception of the 5GS Bridge information (refer to clause 6.1.3.23) from the SMF, forward this information to the TSN AF or the TSCTSF. When the PCF has received the User plane node Management Information Container or Port Management Information Container and related port number from SMF, the PCF also provides User plane node Management Information Container or Port Management Information Container and related port number to the TSN AF or TSCTSF. When SMF has reported the 5GS Bridge information and no AF session exists, the PCF forward this information to a pre-configured TSN AF, or to a pre-configured TSCTSF or a TSCTSF discovered and selected via NRF. In the case of private IPv4 address being used for IP type PDU Session, the PCF shall additionally report DNN and S-NSSAI of the PDU Session to TSCTSF.
If the AF requests the PCF to report on the outcome of the service area coverage change, the PCF reports the outcome of the service area coverage change to the AF and notifies the current service area coverage to the AF. The outcome is the result of the execution of the request of service coverage change at the PCF; the outcome is successful if the request was executed, and includes the current service area coverage that may be the same or different from the service area coverage provided by the AF. The subscription may also be implicit. In this case there may be bulk subscription, either for an Internal-Group-Id or for any UE. In order to prevent massive notifications to the AF, the request for any UE is associated to a specific Application Identifier or DNN, S-NSSAI. For bulk subscription, when the AF request includes an expiration time, the PCF stops reporting to the AF when the expiration time is reached.
If the AF requests the (H-)PCF, via V-PCF when roaming, to report on the outcome of the UE Policies delivery due to service specific parameter provisioning procedure targeting a single UE, the (H-)PCF reports the outcome of the related UE Policies provisioning procedure for the related traffic descriptor for the UE to the AF, via V-PCF when roaming. The outcome of the UE Policies provisioning procedure includes the success, the failure with an appropriate cause or the interim status report such as UE is temporarily unreachable. (See clauses 4.15.6.7 and 5.2.5.7 of TS 23.502 [3])
A request to report Start of application traffic detection and Stop of application traffic detection triggers the reporting when the PCF receives start of application traffic detection event or stop of application traffic detection event from SMF. The reception of a subscription to this event triggers the setting of the corresponding Policy Control Request Trigger to SMF, if not already subscribed.
If an AF requests the PCF to report on the change between different satellite backhaul categories (i.e. GEO, MEO, LEO, OTHERSAT) or the change between satellite backhaul and non-satellite backhaul, the PCF shall provide the corresponding Policy Control Request Trigger to the SMF to enable the report of satellite backhaul category change (see clause 6.1.3.5) to the PCF. The PCF shall, upon reception of information about the change between satellite backhaul categories or change between satellite backhaul and non-satellite backhaul, notify the AF on the satellite backhaul category change event was met and forward the current satellite backhaul category information received from the SMF to the AF, or indicate that a satellite backhaul is no longer used.
If 5G DDNMF requests the PCF to report on the Change of PDUID, the PCF shall notify whenever a new PDUID is allocated. Further details on how the 5G DDNMF retrieves and subscribes to notifications on Change of PDUID are defined in TS 23.304 [34].
A request to report SM Policy Association established or terminated triggers the reporting when the PCF receives the request for notification on the SM Policy Association from SMF. The PCF notifies on the EventID "SM Policy Association established/terminated", includes the PCF binding information of the PCF for the PDU Session of the UE, as described in clause 6.1.1.2.2.

* * * * End of changes * * * *
