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Abstract of the contribution: This contribution proposes the text regarding transferring the Ranging/SL positioning capability from AMF and LMF for relative positioning decision in LMF in TS 23.586v0.1.0. 
1.
Discussion
The Ranging/SL positioning capability has been defined and reported by UE to AMF as specified in clause 4.3.1. The Ranging/SL Positioning capability needs to send to LMF for Relative Positioning decision. 
2.
Text proposal
It is proposed to agree the following changes to TS 23.586v0.1.0:
* * * * First change * * * *

4.3.3
AMF
In addition to the functions defined in TS  23.287 [xx] and TS 23.304 [yy], the AMF performs the following functions:

-
Select a PCF supporting Ranging/SL positioning Policy/Parameter provisioning based on indication of Ranging/SL positioning Capability as part of the 5G ProSe Capability/V2X capability in the "5GMM capability" in the Registration Request.

-
Store the Ranging/SL positioning Capability.
-
Forward the Ranging/SL positioning Capability of Target UE to LMF.
-
Forward the Ranging/SL positioning Capability to PCF.

-
Obtain from UDM the subscription information related to Ranging/SL positioning and store them as part of the UE context data.

-
Provision the NG-RAN with indication about the UE authorization status about Ranging/SL Positioning over PC5 (i.e. as Ranging/SL positioning-enabled UE);

-
Provision the NG-RAN with PC5 QoS parameters related to Ranging/SL positioning over PC5.
Editor’s note: It is FFS what the Ranging/SL positioning QoS parameters are, whether the Ranging/SL positioning QoS parameters are needed and how to use the Ranging/SL positioning QoS parameters.
* * * * End of change * * * *[image: image1.png]
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