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Figure AC.9.2-1: Architecture to support AR communication
To support AR communication, the data channel architecture is enhanced as follows:
NOTE 1:	The term "AR communication" includes many different combinations of use cases, device capabilities and AR media content for which network assisted functions can be provided.
AR Application Server (AR AS):
-	The AR Application Server is responsible for AR service control related to AR communication, including AR session media control, AR media capability negotiation with the UE.
NOTE 2:	The AR Application Server is a specific DC Application Server and is out of scope of 3GPP.
MF/MRF:
-	The MF/MRF supports AR media processing. It receives and stores AR service media handling logic from the AR AS, and provides ARMF capability based on the AR data received from UE.
NOTE 3:	AR data includes AR metadata and AR related media, e.g. audio, video, etc.
IMS AS:
-	The IMS AS receives the media control instructions from the DCSF and accordingly interacts with the UE for connecting the UE's audio/video media termination to the MF.
DCSF:
-	The DCSF receives the event notification for AR communication from the IMS AS;
-	The DCSF interacts with the AR Application Server for AR service handling and AR session media control;
-	The DCSF sends the AR media control instructions to the IMS AS.
The following reference points are used for network assisted IMS AR related signalling.
-	DC4: Reference point between the AR Application Server and the DCSF for AR service handling and AR session media control. This is out of scope of this Release.
-	DC2: Service based reference point between the IMS AS and the MF for AR media resource management.
-	Mr'/Cr: Reference point between the IMS AS and the MRF for AR media resource management.
The following reference points are used for IMS AR related media.
-	MDC2: Reference point between the AR Application Server and the MF for transmission of application data channel traffic.
NOTE 4:	The MDC2 reference point is not specified in 3GPP.
-	Mb: Reference point used for IMS media transport and AR media transmission.

END OF CHANGES
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