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1 Introduction

It has been agreed in the feasibility study on transport and control separation in the PS domain to show message flows for the SGSN Server  / PS-MGW approach for both H.248 and GTP-C when it comes to the Mp interface in order to assess the potential of each protocol. However, in some instances of the text, some exclusive references to H.248 can still be found. It is the aim of this contribution to remove such references.

2 Proposal

It is proposed to modify the following sections of the text in TR 23.873  as follows:

6.1 Introduction

In the PS CN domain the node that comprises the more user and control plane functions is undoubtedly the SGSN. It is therefore judicious to consider the SGSN as the primary target for a split of its user and control plane functions.

This approach consists in decomposing the SGSN into an SGSN server and a PS media gateway (PS-MGW). The SGSN server handles all the signalling interfaces (Gs, Gr, Gd, etc) as well as the GTP-C protocol, whereas the PS-MGW handles the user traffic, in particular the GTP-U protocol.

With this approach, the total load solely supported by the SGSN in the R’99 architecture is distributed over two different network elements. The dynamic allocation of PS-MGW resources should result in an increase in network capacity.

The functional allocation between SGSN server and PS-MGW can be summarised as follows.

Functions of the SGSN server:

· Session Management

· Mobility Management

· GTP-C termination

· MAP termination

· RANAP termination

· CDR handling

· Provision of Intercept Related Information (Lawful Interception)

· Media gateway management (registration, selection)

· CAP termination

· PS Media Gateway Control

· etc.

Functions of the PS-MGW:

· GTP-U termination

· Quality of Service Provision

· Collection of data for charging or detection of data threshold if required

· Reporting of data on demand or event to the SGSN server

· Provision of Content of Communications (Lawful Interception)

· Iu release procedure support (packet buffering, indication to SGSN server)

· etc.

The SGSN server controls the PS-MGW through the Mp interface, and the GGSN through the Gn interface by means of GTP-C messages. GTP-U packets are transferred between the PS-MGW and the GGSN over the Gn interface, and between the PS-MGW and the RNC over the Iu interface, following the GTP-U specification.

6.2.1 
Functional Nodes

6.2.1.1 SGSN Server

The SGSN server is the main control node for GPRS. It handles all the signalling interfaces of an SGSN, including the GTP-C protocol on the Gn and Gp interfaces and the RANAP protocol on the Iu interface. The SGSN server controls the PS Media Gateway (PS-MGW) through the Mp interface 
6.2.2.1 
SGSN server - PS-MGW (Mp) (UMTS Only)

The PS-MGW is controlled by the SGSN server through the Mp interface. 









