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**** Start of change ****

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
void.

[2]
void.

[3]
void.

[4]
void.

[5]
3GPP TS 23.003: "Numbering, addressing and identification".

[6]
3GPP TS 23.040: "Technical Realisation of the Short Message Service (SMS)".

[7]
3GPP TS 23.060: "GPRS; Service description".

[8]
void.

[9]
3GPP TS 24.234: "3GPP System to WLAN Interworking; UE to Network protocols; Stage 3".

[10]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[11]
void.

[12]
void.

[13]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[14]
3GPP TS 33.234: "WLAN Interworking Security".

[15]
3GPP TS 23.125: "Overall High Level Functionality and Architecture Impacts of Flow Based Charging".

[16]
void.

[17]
RFC 2486: "The Network Access Identifier".

[18]
void.

[19]
IEEE Std 802.1X-2001: "IEEE Standard for Local and metropolitan area networks— Port-Based Network Access Control".

[20]
IETF Internet-Draft: "Network Discovery and Selection within the EAP Framework". draft-adrangi-eap-network-discovery-and-selection-03, in RFC Editor's queue.

[21]
IEEE Std 802.11-1999, Local and metropolitan area networks—Specific requirements—Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications, IEEE, Sep. 1999.

[22]
IETF Internet-Draft: "EAP AKA Authentication" draft-arkko-pppext-eap-aka-12 (April 2004).

[23]
IETF Internet-Draft: "EAP SIM Authentication" draft-haverinen-pppext-eap-sim-13 (April 2004).

[24]
3GPP TS 23.228: " IP Multimedia Subsystem (IMS); Stage 2".
[25]
3GPP TS 22.234: "Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking".

[26]
3GPP TS 32.252: "Telecommunication management; Charging management; Wireless Local Area Network (WLAN) charging".
[27]
3GPP TS 32.296: "Telecommunication management; Charging management; Online Charging System (OCS) applications and interfaces".

[28]
3GPP TS 29.060: "GPRS; GTP across the Gn and Gp interface".

[29]
3GPP TS 23.008: "Organization of subscriber data".

[30]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]
3GPP TS 23.093: “Technical realization of Completion of Calls to Busy Subscriber (CCBS); Stage 2”.
**** End of change ****

**** Next change ****

6.3.3
D'/Gr' reference point

This optional reference point is located between 3GPP AAA Server and pre-R6 HLR/HSS. The prime purpose of the protocol(s) crossing this reference point is communication between WLAN AAA infrastructure and HLR. The protocol crossing this reference point is based upon the D/Gr reference points defined in TS 23.060 [7] and TS 23.093 [x]. Support of the D'/Gr' reference points requires no modifications to the MAP protocol at the HLR.

When the HLR makes it possible the functionality of the reference point is to enable:

-
Retrieval of authentication vectors, e.g. for USIM authentication, from HLR.

-
Registration of the 3GPP AAA Server of an authorised WLAN user in the HLR.
-
Indication of change of subscriber profile within HLR (e.g. indication for the purpose of service termination).

-
Purge procedure between the 3GPP AAA server and the HLR.
-
Fault recovery procedure between the HLR and the 3GPP AAA server.

-
Retrieval of service related information (e.g. APNs that may be selected by the WLAN UE) including indications of whether the service is to be supported by the HPLMN or by an identified VPLMN.

-
Retrieval of online/offline charging function address from HLR.

The functions provided on the D'/Gr' reference points are a subset of the functions provided on the D/Gr reference points described in TS 23.060 [7] and TS 23.093 [x].
If a 3GPP AAA Server supports the D' reference point, it will appear to the HLR/HSS as a VLR and shall behave according to the description of the behaviour of a VLR supporting the D reference point as described in TS 29.002 [10].

If a 3GPP AAA Server supports the Gr' reference point, it will appear to the HLR/HSS as an SGSN and shall behave according to the description of the behaviour of an SGSN supporting the Gr reference point as described TS 29.002 [10].

**** End of change ****
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