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Discussion
Current 2G/3G uses separate Attachment and PDP context activation procedures, as opposed to the agreed principle of combined Attachment and establishment of default IP connectivity over LTE. Contribution S2-074761 was approved at SA2#60 in Kobe which clarifies the following: “When an E-UTRAN capable UE attaches to UTRAN/GERAN, an IP address shall be allocated to the UE. The E-UTRAN capable UE executes the normal attach procedure and the UE initiates PDP context activation procedure right after the attach procedure.” The remaining aspects still need further clarifications:

· Requirements on UEs connecting to the EPS over UTRAN/GERAN without E-UTRAN capability

· Access change from UTRAN/GERAN to EUTRAN.

Concerning UEs connecting to the EPS over UTRAN/GERAN without E-UTRAN capability, note that pre-release 8 UEs will need to be supported for a long time, irrespective of the release used in the core network. Those UEs will use standalone Attachment which may not be immediately be followed by PDP context activation procedures, implying that this needs to be supported in release 8 as well. Given that network support is anyway necessary, it is proposed that no restriction is placed on such UEs, and it is left to the implementation when PDP context activation is performed. It is expected that always-on behaviour will be typical. It is nevertheless possible that some UEs may choose to postpone the establishment of a PDP context and not perform it immediately after Attachment. The reason could be for example that the UE uses CS services for voice and SMS when it is sufficient to establish IP connectivity on demand.
Concerning the case when a UE hands over from UTRAN/GERAN access to EUTRAN but has no PDP context, this scenario can be regarded as an error case. This could occur only if the PDP context activation did not succeed for the UE; or for a misbehaving UE. It is proposed that when a UE performs a TAU procedure without IP connectivity the TAU request should be rejected. In that case, the UE has the possibility to perform the Attach procedure. In case of handover, it is a pre-requisite to have an active PDP context, so that procedure cannot be executed for UEs that do not have a PDP context. (See 23.401 section 5.5.2.2.1 handover pre-conditions: The UE is in PMM_CONNECTED state (UTRAN Iu mode); and section 5.5.2.4.1, the UE is in READY state (GERAN A/Gb mode) and the UE has at least one PDP Context established.)

Proposal

It is proposed to agree on the following principles:

· It is confirmed that the Attach procedure and the PDP context activation procedure are kept as separate procedures in release 8 for GERAN and UTRAN accesses. 

· For UEs without E-UTRAN capability, the timing of PDP context activation is not mandated, and it is left to UE implementation. 

· A UE moving from GERAN or UTRAN accesses to EUTRAN access without an active PDP context can be regarded as an error case. If this still happens and a UE without a PDP context sends a TAU Request in E-UTRAN, it shall be rejected. In this case the UE has the possibility of performing the Attach procedure to connect to the EPS over EUTRAN access.

· The handover procedure shall not be initiated without a PDP context. 

It is proposed to document the above principles into 23.401 follows. In addition, it shall be clarified in 23.060 release 8 that the timing of PDP context activation is left to UE implementation for UEs without E-UTRAN capability.
Start first change in 23.401
5.3.2.2
UTRAN/GERAN Initial Attach

When an E-UTRAN capable UE attaches to UTRAN/GERAN, an IP address shall be allocated to the UE. The E-UTRAN capable UE executes the normal attach procedure and the UE initiates PDP context activation procedure right after the attach procedure.


End first change in 23.401
Start second change in 23.401
5.3.3.2.1
UTRAN Iu mode to E-UTRAN Tracking Area Update

The UTRAN to E-UTRAN Tracking Area Update procedure takes place when a UE registered with a 3G-SGSN selects an E-UTRAN cell. In this case, the UE changes to a Tracking Area that the UE has not yet registered with the network. This procedure is initiated by an idle state UE. This TA update case is illustrated in Figure 5.3.3.2-1. 
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Figure 5.3.3.2.1-1: Tracking Area Update UTRAN to E-UTRAN

NOTE:
For a PMIP-based S5/S8, procedure steps (A) are defined in 3GPP TS 23.402 [2]. Steps 8 and 9 concern GTP based S5/S8.

1.
The UE selects an E-UTRAN cell of a Tracking Area which is not in the UE’s TA list of TA’s that the UE registered with the network.

2.
Tracking Area Update Request

a.
The UE initiates a TAU procedure by sending a Tracking Area Update Request (old TAI, old S-TMSI, UE Network Capability, Selected Network, active flag) message to the eNodeB. Selected Network indicates the network that is selected. Active flag is a request by UE to activate the radio and S1 bearers for all the active EPS Bearers by the TAU procedure. In the information element old TAI the UE indicates the RAI that the UE registered with the network. In the information element old S-TMSI, the UE indicates the P-TMSI that is allocated to the UE.

b.
The eNodeB shall add the E-UTRAN Area Identity before forwarding the message to the MME. This E-UTRAN Area identity globally unique E-UTRAN ID for the eNodeB the UE is connected to the eNodeB derives the MME from the P-TMSI and the indicated Selected Network. If no MME can be derived the eNodeB selects the MME as described in clause 4.3.7.3 on "MME Selection Function". The eNodeB forwards the TAU Request message together with an indication of the Cell Global Identity of the cell from where it received the message and with the Selected Network to the MME.

3.
The new MME sends a Context Request (old RAI, old P-TMSI, MME Address) message to the old SGSN to retrieve the user information. The MME derives the old SGSN from the old RAI and old P-TMSI. P-TMSI Signature is used by the SGSN for integrity check. If the new MME indicates that it has authenticated the UE or if the SGSN authenticates the UE, the old MME starts a timer.

Editor's note: it is FFS how the old SGSN validates the TAU Request.

4.
The old SGSN responds with a Context Response (3G-SGSN Context) message. PDN GW Address, and Serving GW Address are part of the 3G-SGSN Context. The MME shall ignore the UE Network Capability contained in the 3G-SGSN Context of SGSN Context Response only when it has previously received an UE Network Capability in the Tracking Area Update Request. If the UE is not known in the SGSN, the SGSN responds with an appropriate error cause.

5.
Authentication functions and ciphering procedures are defined in the clause "Security Function". Security functions may be executed. 

6.
The MME sends a Context Acknowledge message to the old SGSN. The SGSN marks in its context that the information in the GWs and the HSS are invalid. This ensures that the SGSN updates the GWs and the HSS if the UE initiates a TAU procedure back to the SGSN before completing the ongoing TAU procedure. 

If the security functions do not authenticate the UE correctly, then the TAU shall be rejected, and the MME shall send a reject indication to the old SGSN. The old SGSN shall continue as if the Identification and Context Request was never received.

7.
The MME sends an Update Bearer Request (new MME address and TEID, QoS Negotiated, Serving network identity) message to the selected new Serving GW. The PDN GW address is indicated in the bearer contexts.

Editor's note: it is FFS how to handle the case when the UE has no PDP contexts. 

8.
The Serving GW informs the PDN GW(s) the change of for example the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request (Serving GW Address and TEID, RAT type, etc.) to the PDN GW(s) concerned. 

9.
The PDN GW updates its context field to allow DL PDUs to be routed to the correct Serving GW. PDN GW returns an Update Bearer Response (PDN GW address and TEID, etc.) to the Serving GW.

10.
The Serving GW updates its bearer context. This allows the Serving GW to route Bearer PDUs to the PDN GW when received from eNodeB. 

The Serving GW returns an Update Bearer Response (Serving GW address and TEID, PDN GW Address and TEID) message to the new MME.

11.
The new MME informs the HSS of the change of SGSN to MME by sending an Update Location (MME Id, IMSI) message to the HSS.

12.
The HSS sends a Cancel Location (IMSI, Cancellation type) message to the old SGSN with a Cancellation Type set to Update Procedure.

13.
If the UE is Iu Connected, the old SGSN sends an Iu Release Command message to the RNC. The RNC responds with an Iu Release Complete message.

14.
If the timer started in step 3 is not running, the SGSN removes the MM context. Otherwise, the contexts are removed when the timer expires. It also ensures that the MM context is kept in the SGSN for the case the UE initiates another TAU procedure before completing the ongoing TAU procedure to the new MME. The old SGSN acknowledges with a Cancel Location Ack (IMSI) message.

15.
The HSS acknowledges the Update Location by returning an Update Location Ack (IMSI) message to the new MME after the cancelling of the old SGSN context is finished. If the Update Location is rejected by the HSS, the MME rejects the TAU Request from the UE with an appropriate cause sent in the TAU Reject message to the UE.

Tthe HSS includes Subscription Data in the Update Location Ack message to the new MME.

Editor's note: It is FFS if subscriber data is included in this step, or it is sent in an Insert Subscriber Data message.

16.
The HSS the new MME acknowledge the received subscription data with an Update Location Complete message to the HSS.

Editor's note: It is FFS if this step is needed.

17.
The MME validate the UE's presence in the new TA, after it has received valid and updated subscription data. If due to regional subscription restrictions or access restrictions the UE is not allowed to attach in the TA, or the UE did not have at least one established PDP context in the SGSN, the MME rejects the TAU Request with an appropriate cause sent in the TAU Reject message to the UE.

If validation is successful the MME responds to the UE with a Tracking Area Update Accept (S TMSI, TA-list) message. Restriction list shall be sent to eNodeB as eNodeB handles the roaming restrictions and access restrictions in the Intra E-UTRAN case. If the "active flag" is set in the TAU Request message the user plane setup procedure can be activated in conjunction with the TAU Accept message. The procedure is described in detail in 3GPP TS 36.300 [5]. The message sequence should be the same as for the UE triggered Service Request procedure specified in clause 5.3.4.1 from the step when MME establish the bearers(s). 

18.
If the S-TMSI was changed the UE acknowledges the new S TMSI by returning a Tracking Area Update Complete message to the MME. 

End second change in 23.401
Start third change in 23.401
5.3.3.3.1
GERAN A/Gb mode to E-UTRAN Tracking Area Update

The GERAN to E-UTRAN Tracking Area Update procedure takes place when a UE registered with an SGSN selects an E-UTRAN cell. In this case, the UE changes to a Tracking Area that the UE has not yet registered with the network. This procedure is initiated by an idle state UE and may also be initiated if the UE is in Active state. This TA update case is illustrated in Figure 5.3.3.3-1. 
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Figure 5.3.3.3.1-1: GERAN A/Gb mode to E-UTRAN Tracking Area Update

NOTE:
For a PMIP-based S5/S8, procedure steps (A) are defined in 3GPP TS 23.402 [2]. Steps 8 and 9 concern GTP based S5/S8
1.
The UE selects an E-UTRAN cell of a Tracking Area that is not in the list of TAs that the UE registered with the network.

2a.
The UE sends a Tracking Area Update Request (old S TMSI, old TAI, UE Network Capability, active flag) message to the new MME. Active flag is a request by UE to activate the radio and S1 bearers for all the active EPS Bearers by the TAU procedure. In the information element old TAI the UE indicates its RAI. In the information element old S-TMSI, the UE indicates the P-TMSI that is allocated to the UE.

Editor's note: FFS whether all or selected bearers shall be established as part of the TAU procedure when ‘active flag’ indicates that the UE wants to re-establish bearers.

2b.
The eNodeB shall add the E-UTRAN Area Identity before forwarding the message to the MME. This E-UTRAN Area identity globally unique E-UTRAN ID for the eNodeB the UE is connected to.

3.
The new MME uses the old RAI received from the UE to derive the old 2G SGSN address, and sends a Context Request (old RAI, old P TMSI, New MME Address) message to the old 2G SGSN to get the contexts for the UE. The old 2G-SGSN validates the old P TMSI Signature and responds with an appropriate error cause if it does not match the value stored in the old 2G SGSN. If the received old P-TMSI Signature does not match the stored value, the old 2G-SGSN should initiate the security functions in the new MME. If the security functions authenticate the UE correctly, the new MME shall send a Context Request (old RAI, IMSI, UE Validated, New MME Address) message to the old 2G-SGSN. UE Validated indicates that the new MME has authenticated the UE. If the old P TMSI Signature was valid or if the new MME indicates that it has authenticated the UE correctly. If the new MME indicates that it has authenticated the UE or if the old 2G-SGSN authenticates the UE, the old 2G-SGSN starts a timer.

Editor's note: it is FFS how the old SGSN validates the TAU Request. 

4.
The old 2G SGSN responds with a Context Response (2G-SGSN Context) message. The PDN GW Address and Serving GW Address is part of the 2G-SGSN Context. The new MME shall ignore the UE Network Capability contained in 2G-SGSN Context of Context Response only when it has previously received an UE Network Capability in the Tracking Area Request. The 2G-SGSN Context includes also the Subscriber Data. If the UE is not known in the old 2G-SGSN, the old 2G-SGSN responds with an appropriate error cause.

Editor's note: it is FFS if subscriber data is sent in this step.

5.
Security functions may be executed. Procedures are defined in the clause “Security Function”. 

6.
The new MME sends a Context Acknowledge message to the old 2G SGSN. The old 2G-SGSN marks in its context that the information in the GWs and the HSS are invalid. This ensures that the old 2G-SGSN updates the GWs and the HSS if the UE initiates a TAU procedure back to the old 2G-SGSN before completing the ongoing TAU procedure.

Forwarding occurs if applicable. 

Editor's note: It is FFS if data forwarding needs to be avoided for this procedure.

7.
The new MME sends an Update Bearer Request (new MME Address and TEID, QoS Negotiated, serving network identity) message to the Serving GW. The MME shall send the serving network identity to the Serving GW.

Editor's note: it is FFS how to handle the case when the UE has no PDP contexts. 

8.
The Serving GW informs the PDN GW(s) about the change of the RAT type. The Serving GW sends an Update Bearer Request (Serving GW Address and TEID, RAT type, etc.) message to the PDN GW(s) concerned.

9.
The PDN GW updates its context field and returns an Update Bearer Response (PDN GW address and TEID, etc.) message to the Serving GW.

10.
The Serving GW updates its context and returns an Update Bearer Response (Serving GW address and TEID, PDN GW address and TEID, etc.) message.

11.
The new MME informs the HSS of the change of SGSN by sending an Update Location (MME Address, IMSI) message to the HSS.

12.
The HSS sends a Cancel Location (IMSI, Cancellation Type) message to the old 2G SGSN. The old 2G SGSN removes the contexts. 

If the timer started in step 3 is not running, the old 2G-SGSN removes the MM context. Otherwise, the contexts are removed when the timer expires. It also ensures that the MM context is kept in the old 2G-SGSN for the case the UE initiates another TAU procedure before completing the ongoing TAU procedure to the new MME. The old 2G SGSN acknowledges with a Cancel Location Ack (IMSI) message.

13.
The HSS acknowledges the Update Location by returning an Update Location Ack (IMSI, Subscriber Data) message to the new MME. If needed the HSS includes also Subscriber Data in the Update Location Ack message to the new MME. If the Update Location is rejected by the HSS, the MME rejects the TAU Request from the UE with an appropriate cause sent in the TAU Reject message to the UE.

Editor's note: It is FFS if subscriber data is included in this step, or it is sent in an Insert Subscriber Data message.

14.
If Subscription Data was updated from the HSS the new MME acknowledges the received subscriber data with an Update Location Complete message to the HSS. 

Editor's note: It is FFS if this step is needed.

15.
The new MME validate the UE's presence in the new TA, after it has received valid and updated subscription data. If due to roaming restrictions or access restrictions the UE is not allowed to be attached in the TA, or if subscription checking fails, or the UE did not have at least one established PDP context in the SGSN,  the new MME rejects the tracking area update with an appropriate cause sent in the TAU Reject message to the UE.

If all checks are successful, the new MME responds to the UE with a Tracking Area Update Accept (S TMSI, TA-list) message. If the “active flag” is set in the TAU Request message the user plane setup procedure can be activated in conjunction with the TAU Accept message. The procedure is described in detail in 3GPP TS 36.300 [5]. The messages sequence should be the same as for the UE triggered Service Request procedure specified in clause 5.3.4.1 from the step when MME establishes the bearer(s).

16.
If the S-TMSI was changed, the UE acknowledges the new S TMSI by returning a Tracking Area Update Complete message to the MME.

End third change in 23.401
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