SA WG2 Temporary Document

Page 1
-


3GPP TSG SA WG2 Meeting #61
TD S2-075496
Ljubljana, Slovenia
12 - 16 November 2007

Source:
Nokia Siemens Network, Nokia
Title:
ICS UE registration requirement
Document for:
Approval / Discussion

Agenda Item:
9.7.4.2.1
Work Item / Release:
IMS_CSC / Rel-8

Abstract of the contribution:

The contribution proposes to clarify that ICS UE needs to register to IMS whenever it has PS access.

1. Introduction

It is propose to add a clause under UE requirement section to clarify that ICS UE shall perform IMS registration via the PS access in order to access the ICS services. 

2. Discussion
An operator offering the ICS services is not assumed to limit the service offering to speech only. Since the ICS UE accessing to ICS system can get only speech services via I1-cs, it is assumed that the ICS UE using I1-cs typically also registers to IMS whenever PS access is available in order to access other IMS services. It should be noted that this does not require DTM or Multi-RAB, since the ICS UE can perform the SIP REGISTER while not engaged to CS call. If the registration refresh or refresh of the reg event package subscription occurs in the UE while engaged to a CS call, the UE should perform a new registration after the CS call has been released.  
3. Proposal

### 1st Change ###
5.3
UE requirements

5.3.1
Support of ICS UEs

Subject to operator policy  the ICS UE shall perform  IMS SIP registration procedure as defined in TS 23.228.
Editor’s note: 
There are no agreed assumptions on how ICS will be rolled out and deployed in networks and whether the feature will be subject to a specific subscription. The operation of an ICS UE in a network where some users have an ICS subscription and others do not is FFS.

5.3.2
Support of Pre-Rel-08 non ICS Enhanced UEs

-
Pre-Release 8 UEs (without IMS Centralized Services enhancements) should be supported.  When services are provided by the IMS, a reduced supplementary service set may be allowed.

Editor’s Note:
The impact of providing IMS Centralized Services for a non-ICS enhanced UE e.g. in terms of service data synchronization requirements, needs to be studied.

### End of Change ###
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