SA WG2 Temporary Document

Page 4
-


3GPP TSG SA WG2 Meeting #61
TD S2-075642
Ljubljana, Slovenia,

12 - 16 November 2007

Source:
Nokia Siemens Networks, Nokia
Title:
ISR High Level Flows
Document for:
Approval / Discussion

Agenda Item:
8.2.8
Work Item / Release:
SAES / Rel8
Abstract of the contribution:

The paper proposes very high level information flows for a number of mobility management situations to support finding conclusions for the ISR functionality. 
Introduction

So far following ISR principles are agreed:
· UE registers to the MME and SGSN separately 

· MME and SGSN register to the HSS and the HSS maintain two PS registrations


· UE needs to be informed by the CN nodes (SGSN and MME) if the ISR functionality is activated or deactivated for that UE


· There is no “signaling free reselection” of an LTE cell by a UE in URA_PCH state (e.g. URA_PCH is treated as active mode by the UE/EPC when moving to eUTRAN)

· When ISR is activated for 2G and/or 3G, Idle Mode UP Termination is in S-GW for that RAT

· The Serving GW needs to be informed if the ISR functionality is activated or deactivated for a UE


· Two periodic update timers, running separately in the UE for updating SGSN and MME separately.- Functionality is needed in SGSN and MME to avoid the deletion of the PDP context/EPS Bearers because of missing periodic updates.
In the following some very high level ISR information flows are shown. It is proposed to discuss these flows. And if agreed, the flows should be added as an informative annex to TS 23.401 until the functionality is covered by the detailed procedures.

Proposal:
Annex X (Informative): High Level ISR Flows
The high level ISR flows show only the handling of the TMSIs for simplification. Related RAs/TAs are always signalled with the TMSIs when defined by the detailed procedures. Also other IEs are not shown when not necessary for the high level description.
This Annex will be removed once the ISR functionality is captured by the detailed procedures.

ISR follows following principles:
· UE registers to the MME and SGSN separately 

· MME and SGSN register to the HSS and the HSS maintain two PS registrations


· UE needs to be informed by the CN nodes (SGSN and MME) if the ISR functionality is activated or deactivated for that UE


· There is no “signaling free reselection” of an LTE cell by a UE in URA_PCH state (e.g. URA_PCH is treated as active mode by the UE/EPC when moving to eUTRAN)

· When ISR is activated for 2G and/or 3G, Idle Mode UP Termination is in S-GW for that RAT

· The Serving GW needs to be informed if the ISR functionality is activated or deactivated for a UE


· Two periodic update timers, running separately in the UE for updating SGSN and MME separately.- Functionality is needed in SGSN and MME to avoid the deletion of the PDP context/EPS Bearers because of missing periodic updates.
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Attach    

Context   Synchronisation  

ISR activation  

SGSN 2   SGSN 1   MME 1   MME 2   UE  

 1. Attach Reque st (S - TMSI if available and/or  P - TMSI   if available )  

 2 . Attach  Accept  (S - TMSI )  

 3 .  RAU  Request  ( P - TMSI if  available ,   S - TMSI ,    Update  Type “ ISR  synch” )  

 4. Context  Request (S - TMSI)  

 5. Context Re sponse  ( ISR capability )  

 6. Context Ack (ISR active )  

 7. RAU Accept (P - TMSI , ISR active)  

Intra SGSN or Periodic RAU    

 8 .  RAU  Request  (P - TMSI,  S - TMSI )  

 9. RAU Accept (ISR active)  

Intra  MME or Periodic TAU    

 10 .  TAU  Request  (S - TMSI , P - TMSI )  

 11. TAU Accept (ISR active)  

 12 .  Bearer activation/modification/deactivation  

UE sets S - TMSI to „not updated“  an d  remembers need for „ISR  Synch “  

 13 .  TAU  Request  (S - TMSI,  P - TMSI,  update type  “ ISR  Synch” )  

 17. TAU Accept (ISR active)  

 14. Context  Request ( P - TMSI )  

 15. Context Response  ( ISR capability )  

 16. Context Ack (ISR active )  

UE  sets   P - TMSI  to  „ not updated “   if it   is  available   and  the UE  remembers need for „ISR  Synch “   bec a use of bearer modification  
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MME change with ISR active  

ISR deactivation   Due to non ISR SGSN  

SGSN 2   SGSN 1   MME 1   MME 2   UE  

 1 .  RAU  Request  (P - TMSI,  S - TMSI )  

 2. Context Request (P - TMSI)  

 3. Context Response  ( ISR capability )  

 4. Context Ack ( )  

 7. RAU Accept (new P - TMSI )  

 10 .  TAU  Request  (S - TM SI, P - TMSI, Update Type: ISR Synch )  

 11. Context  Request (S - TMSI)  

 12. Context Response  ( ISR capability )  

 13. Context Ack ( )  

ISR registered with MME 2 and SGSN1  

UE  sets  S - TMSI  to not updated  as  no ISR indicated  

ISR registered wi th MME 2 and SGSN1  

  14. Context Request ()  

  15. Context Response (ISR capability)  

  16. Context Ack (ISR active)  

 1 7. RAU Accept  (new S - TMSI, ISR active )  

New MME asks old  MME;  old SG SN asked  when the update type  indicates a need for  context synchronization  and when the new  MME activates ISR  

SGW  

 5. Update Bearer (no ISR )  

 6. Delete Bearer (cause: ISR deact )  

A pre - Rel - 8 SGSN is  not able to synchronise  with the MME when th e  latest bearer status is in  the MME, the handling  of this case is FFS  
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 9. RAU Accept (ISR active)







Context



Synchronisation







UE sets P-TMSI to „not updated“ if it is available and the UE remembers need for „ISR Synch“ because of bearer modification







 16. Context Ack (ISR active)















 15. Context Response (ISR capability)











 8. RAU Request (P-TMSI, S-TMSI)















ISR activation







 14. Context Request (SP-TMSI, IMSI or an index)











 17. TAU Accept (ISR active)











 13. TAU Request (S-TMSI, P-TMSI, update type “ISR Synch”)











Attach  















 7. RAU Accept (P-TMSI, ISR active)







UE sets S-TMSI to „not updated“ and remembers need for „ISR Synch“











 12. Bearer activation/modification/deactivation











 6. Context Ack (ISR active)











 5. Context Response (ISR capability)











 4. Context Request (S-TMSI)











MME 2







MME 1







Intra SGSN or Periodic RAU  











 3. RAU Request (P-TMSI if available, S-TMSI, 



Update Type “ISR synch”)











SGSN 1











 11. TAU Accept (ISR active)







 10. TAU Request (S-TMSI, P-TMSI)







Intra MME or Periodic TAU  











 2. Attach Accept (S-TMSI)











SGSN 2











UE











 1. Attach Request (S-TMSI if available and/or P-TMSI if available)
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 6. Delete Bearer (cause: ISR deact)







MME change with ISR active











 13. Context Ack ()







A pre-Rel-8 SGSN is not able to synchronise with the MME when the latest bearer status is in the MME, the handling of this case is FFS











 12. Context Response (ISR capability)



















 17. RAU Accept (new S-TMSI, ISR active)







ISR deactivation



Due to non ISR SGSN







 11. Context Request (S-TMSI)











SGW











 10. TAU Request (S-TMSI, P-TMSI, Update Type: ISR Synch)























 7. RAU Accept (new P-TMSI)







New MME asks old MME; old SGSN asked when the update type indicates a need for context synchronization and when the new MME activates ISR











 5. Update Bearer (no ISR)











 4. Context Ack ()











 3. Context Response (ISR capability, MME adr)











 2. Context Request (P-TMSI)











MME 2







MME 1







 16. Context Ack (ISR active)











 1. RAU Request (P-TMSI, S-TMSI)











SGSN 1











 15. Context Response (ISR capability)







 14. Context Request ()







ISR registered with MME 2 and SGSN1











UE setsinvalidates S-TMSI to not updated as no ISR indicated











SGSN 2











UE











ISR registered with MME 2 and SGSN1












