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Abstract of the contribution:

This paper provides an information flow for IMS termination via CS access to a non IMS UE registered in IMS, targeted for Section 7 (Procedures and Flows) of TS 23.292 IMS Centralized Services. 

Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin new text  ***

7.3
Terminations
7.3.2
Terminating sessions using CS media

7.3.2.x
non ICS UE terminating sessions using CS media

7.3.2.x.1
Overview

7.3.2.x.2
Termination using I2 reference point

Figure 7.3.2.x.2-1 describes how IMS terminations are performed via CS access for non ICS UE registered in IMS. 
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Figure 7.3.2.x.2-1: IMS Termination via CS Access for non ICS UE registered in IMS
1.
An incoming INVITE is received at the S-CSCF of the B-party.

2.
The S-CSCF performs standard service control execution procedures.  For ICS Users requiring T-ADS functionality and ICS Users with an ICS UE, filter criteria directs the S-CSCF to send the INVITE to the ICS AS.
3.
The ICS AS performs terminating access domain selection.  The ICS AS chooses the CS access network and the MSC Server contact address for the setup of the media.
4.
The INVITE is sent to the S-CSCF.

5.
The S-CSCF forwards the INVITE to the MSC Server based on the contact address stored during registration, using standard IMS procedures.
6.
The MSC Server sends a Setup message to non ICS UE B.

7.
 Completion of the session and bearer control setup procedures.
*** end new text ***
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