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**** START CHANGE ****
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [8] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [8].

ADC
Application Detection and Control

AF
Application Function

BBERF
Bearer Binding and Event Reporting Function

BBF
Bearer Binding Function

CSG
Closed Subscriber Group

CSG ID
Closed Subscriber Group Identity

DRA
Diameter Routing Agent

H-PCEF
A PCEF in the HPLMN

H-PCRF
A PCRF in the HPLMN

HRPD
High Rate Packet Data

HSGW
HRPD Serving Gateway

IP‑CAN
IP Connectivity Access Network

MPS
Multimedia Priority Service

OFCS
Offline Charging System

OCS
Online Charging System

PCC
Policy and Charging Control

PCEF
Policy and Charging Enforcement Function

PCRF
Policy and Charging Rules Function

QCI
QoS Class Identifier

SPR
Subscription Profile Repository

TDF
Traffic Detection Function

UDC
User Data Convergence

UDR
User Data Repository

V-PCEF
A PCEF in the VPLMN

V-PCRF
A PCRF in the VPLMN
vSRVCC
Video SRVCC
**** NEXT CHANGE ****
A.4.3.2
Functional Entities

A.4.3.2.1
Policy Control and Charging Rules Function (PCRF)

The following information represents 3GPP EPS specific values of the ones listed in clause 6.2.1.1:

-
Type of IP‑CAN is set to 3GPP-EPS.

The PCEF may provide the following information (in addition to the information in clause 6.2.1.1):

-
Subscribed APN-AMBR;

-
Default EPS Bearer QoS.

The SPR may provide the following information for a subscriber (in addition to the information in clause 6.2.1.1) connecting to a specific PDN:

-
Authorized APN-AMBR for 3GPP Access;

-
Authorized Default EPS Bearer QoS.

The Authorized APN-AMBR and the Authorized Default EPS Bearer QoS are derived by the PCRF from SPR interaction, according to operator policy.
If vSRVCC is supported in the serving network, the PCRF (V-PCRF if roaming) provides an indicator via Gx to the PCEF to indicate that vSRVCC is allowed for the flow corresponding to the video component of the voice/video call.
A.4.3.2.2
Policy and Charging Enforcement Function (PCEF)

In the 3GPP Access (GTP-based) architecture the PCEF enforce QoS Policies as indicated by the PCRF in accordance to what is stated in clause 6.2.2.1 with the following additions:

-
Authorized APN-AMBR enforcement. The PCEF shall enforce the authorized APN-AMBR received via the Gx interface for the total bandwidth usage of non-GBR QCI for the APN.

-
Authorized Default EPS Bearer QoS Enforcement. The PCEF receives the authorized QoS for the default bearer over Gx interface. The PCEF enforces it which may lead to the upgrade or downgrade of the default EPS Bearer QoS.

When the PDN GW is connected via Gn/Gp (and thus handover from UTRAN/GERAN to E‑UTRAN is possible), the PDN-GW shall map QoS parameters of EPS bearers and APN-AMBR (if not received via Gn/Gp) to/from Release 99 QoS parameter values of PDP-contexts as specified in Annex E of TS 23.401 [17]. The PDN GW shall mediate Gn/Gp procedures so that PCRF experiences no difference compared to S5/S8 procedures.

Only the GBR per bearer is used for resource reservation (e.g. admission control in the RAN).

The MBR (per PCC rule / per bearer) and the authorized APN-AMBR are used for rate policing.
The PCEF shall indicate that vSRVCC is allowed for the specific Dedicated EPS bearer if the rule contains the vSRVCC indicator.

**** NEXT CHANGE ****
A.4.4.4
IP‑CAN Session Modification

A.4.4.4.1
IP‑CAN Session Modification; GW(PCEF) initiated

For IP‑CAN session modification (described in clause 7.4.1) the PCEF includes the modification of any of the 3GPP specific information listed in clause A.4.4.2.

The PCRF may provide the following parameters in the Acknowledgement of the IP‑CAN Session Modification to the PDN GW (in addition to the parameters in clause 7.4.1): Authorized APN-AMBR, Authorized Default EPS Bearer QoS.

A.4.4.4.2
IP‑CAN Session Modification; PCRF initiated

The PCRF may provide the following parameters in the Policy and Charging Rule Provision to the PDN GW (in addition to the parameters in clause 7.4.2): Authorized APN-AMBR, Authorized Default EPS Bearer QoS, vSRVCC indicator. The vSRVCC indicator is always provided by PCRF in the serving network (i.e., V-PCRF if roaming).
**** NEXT CHANGE ****
A.5.3.2
Functional Entities

A.5.3.2.1
Policy Control and Charging Rules Function (PCRF)

For 3GPP Access (PMIP based) the same requirements as defined in clause A.4.3.2.1 apply with the following modification:

-
Default EPS Bearer QoS and Subscribed APN-AMBR are provided by the BBERF.

For 3GPP Access (PMIP based), the PCRF receives information about supported bearer establishment modes from the PCEF and provides the bearer establishment mode to be used to the PCEF, i.e. in the same way as for 3GPP Access (GTP based).
If vSRVCC is supported in the serving network, the PCRF (V-PCRF if roaming) may provide an indicator via Gxx to the BBERF to indicate that vSRVCC is allowed for the flow corresponding to the video component of the voice/video call.
A.5.3.2.2
Policy and Charging Enforcement Function (PCEF)

For 3GPP Access (PMIP based) the same requirements as defined in clause A.4.3.2.2 apply with the following modification:

-
For the 3GPP Access (PMIP-based) the enforcement of the Authorized Default EPS Bearer QoS is not performed by the PCEF.

A.5.3.2.3
Bearer Binding and Event Reporting Function (BBERF)

In the 3GPP Access (PMIP-based) the BBERF enforces QoS Policies as indicated by the PCRF in accordance to what is stated in clause 6.2.7.3 with the following additions:

-
Authorized Default EPS Bearer QoS Enforcement. The BBERF receives the authorized QoS for the default bearer over Gxx interface. The BBERF enforces it which may lead to the upgrade or downgrade of the default EPS Bearer QoS.
-
vSRVCC indicator. The BBERF receives the vSRVCC indicator for the dedicated bearer over Gxx interface.
**** NEXT CHANGE ****
A.5.4.6
IP‑CAN Session Modification

A.5.4.6.1
IP‑CAN Session Modification; GW(PCEF) initiated

The PCRF may provide the following parameters in the Acknowledgement of the IP‑CAN Session Modification to the PDN GW (in addition to the parameters in clause 7.4.1): Authorized APN‑AMBR.

A.5.4.6.2
IP‑CAN Session Modification; PCRF initiated

The PCRF may provide the following parameters in the Policy and Charging Rule Provision to the PDN GW (in addition to the parameters in clause 7.4.2): Authorized APN‑AMBR, User Location Information (if received from the BBERF), user GSG information (if received from the BBERF), and vSRVCC indicator.

A.5.4.6.3
Void

**** END CHANGE  ****
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