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Abstract of the contribution: This contribution proposes a solution to Key Issue # 6 in TR 23.865 entitled “Simultaneous Connectivity to Multiple VPLMNs”.
**** Start of changes ****
6.x
Solution #x: ANDSF policies used in (V)-PLMN

6.x.1 
Description

This solution addresses Key Issue # 6 – Simultaneous Connectivity to Multiple V-PLMNs. 

An ANDSF server provides policy towards a given UE in order for that UE to be able to use more extensive decision-making criteria when determining which access the UE should connect to. 

A V-ANDSF server associated with a given V-PLMN could be used to download access network selection policies to determine the best access network associated to a given V-PLMN. This implies that a V-ANDSF server, belonging to Operator X, may provide policies towards a UE belonging to Operator Y. The current solution is that the UE reconciles the policies from V-ANDSF and H-ANDSF and, if there is overlap, gives precedence to policies from the V-ANDSF. 

As described in Key Issue #6, the UE may be connected to two different VPLMNs simultaneously, one in 3GPP access and one in WLAN access. For these scenarios the UE may potentially receive policies from two V-ANDSF servers, one in each VPLMN. It is not clear which V-ANDSF, if any, shall be used for the policy information or if one of the V-ANDSF servers has precedence over the other one. 

As per proposed solution:

3GPP system will be enhanced to allow the V-ANDSF policies to be taken into account for the case when both 3GPP and non-3GPP accesses connect via the same V-PLMN. For this solution, the UE in Key Issue # 6, Scenario 1, could not use the V-ANDSF in V-PLMN1 or V-PLMN2, while the UE in Key Issue # 6, Scenario 2 could use the V-ANDSF for both accesses in V-PLMN1. 

6.x.2
Impacts on existing nodes or functionality

The UE can accept policies received from the V-ANDSF server only if the UE has single selected V-PLMN for all attached accesses. 
Editor’s note: In case the UE is connected to multiple V-PLMNs via different 3GPP and non-3GPP accesses, it is FFS whether there are cases when the UE may choose to use policies from one or both V-ANDSF servers.

6.x.3
Evaluation
**** End of changes ****
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