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Introduction

This contribution provides a proposed update to the contribution S2-001604Rev5 that has been discussed on the email exploder since the Bristol meeting.

Discussion

Contribution S2-001604Rev5 seemed to be close to agreement based on the email discussion that took place since the Bristol meeting. Lucent had an additional set of comments that it provided on the exploder but we were willing to allow the Rev5 version to be approved. We did wish to raise our comments now to see if we could come to agreement on these proposed changes.

Recommendation

It is recommended that the following changes be made to the text in S2-001604Rev5.

2.
Roles of CSCF

The Proxy-CSCF (P-CSCF) is the first contact point within the IM subsystem. Its address is discovered by UEs following PDP context activation, using the mechanism described in sect. “5.2.1 Procedures related to Local CSCF Discovery ”.  The P-CSCF behaves like a proxy (as defined in RFC2543). The functions performed by the P-CSCF are:

· Forward the SIP register request received from the UE to an I-CSCF determined using the home domain name, as provided by the UE.

· Forward SIP messages received from the UE, subsequent to the initial register message, to the SIP server (e.g. S-CSCF) whose name the P-CSCF has received as a result of the registration procedure. 
· As part of processing of the request and before forwarding, the P-CSCF may modify the URI of outgoing requests according to a set of provisioned rules defined by the network operator (e.g. Number analysis and potential modification e.g. translation from local to international format.)

· Forward the SIP request or response to the UE.

· Detect and forward Emergency calls.  
· Call monitoring and logging for roaming subscriber for e.g. billing verification, etc.

· Authorisation of bearer resources and QoS management. 
Editor's Note: Details of the P-CSCF role in QoS management and authorization of bearer resources for the session are FFS and being investigated by the QoS ad-hoc group. Security issues are FFS.
· 
Interrogating-CSCF (I-CSCF) is the contact point within an operator’s network for all connections destined to a subscriber of that network operator, or a roaming subscriber currently located within that network operator’s service area. There may be multiple I-CSCFs within an operator’s network. The functions performed by the I-CSCF are:

· route a SIP request received from another network towards the S-CSCF.

· Obtain from a database the Address of the S-CSCF within the operator’s network from the destination name of the terminating subscriber (e.g. dialed phone number or SIP URL). 

· Forward the SIP  request or response to the S-CSCF  determined by the step above (“Obtain from a database …”) 

·  Forward the SIP request or response to a MGCF for Optimal MGW assignment (Home Control of roamers).

· Possibly additional functions related to inter-operator security.

· assigning a S-CSCF to a user performing SIP registration (see sect. 5.3.2.2)

In performing the above functions the operator  may use I-CSCF or other implementation techniques to hide the configuration, capacity, and topology of the its network from the outside. If the I-CSCF is chosen to meet the hiding requirement then for sessions traversing across different operators domains, I-CSCF may forward the SIP request or response to another I-CSCF allowing the operator to hide the S-CSCF address. In this role, the I-CSCF of the visited network routes the SIP request received from another network to the P-CSCF.
Serving-CSCF (S-CSCF) performs the session control services for the endpoint.  It maintains whatever session state is needed by the network operator for support of the services. Within an operator’s network, different S-CSCFs may have different functionalities. The functions performed by the S-CSCF during a session are:

· Session control for the registered endpoint's sessions. As a part of the process of session control, the S-CSCF may forward the SIP requests or responses to other network elements (see second bullet).

· Forward the SIP request or response to other network elements, e.g.

1) a MGCF for a PSTN terminated call (When the optimal MGW is located in the same network operators domain as the S-CSCF). 

2) a I-CSCF for a mobile to mobile session. 

3) a P-CSCF for a MT session to a home subscriber within the home network or for a subscriber roaming within a visited network where the visited network operator has chosen not to have an I-CSCF in the path. 

4)  Depending on operator policy an I-CSCF in a visited network for a PSTN terminated call geographically local to the visited PLMN domain. 

5) Another SIP server located within an ISP domain outside of the IM subsystem.

· Interaction with Services Platforms for the support of Services

· Obtain from a database the Address of the I-CSCF  for the network operator serving the destination subscriber from the destination name of the terminating subscriber (e.g. dialed phone number or SIP URL), when the destination subscriber is a customer of  a different network operator.  

· 
· 
Editor's Note: Call monitoring and logging for e.g. billing, etc. are FFS.  Security issues are FFS.







