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1 Introduction
During SA3#49 SA3 sent the LS S3-070838 on Service Request to SA2 as response to the SA2 LS S3-070784. In this LS SA3 stated that the service request message shall be protected by a integrity tag of at least 16 bit. In addition, SA3 asked SA2 the following two questions:
In addition SA3 asks SA2 to decide on their preferred option of the handling of existing radio bearers in the MME upon receipt of a NAS service request and notify SA3 of their choice. . In addition, SA3 asks SA2 whether the 4 bit “NAS service request purpose” mentioned in the LS of SA2 indicates to the MME whether a service request is sent in response to paging.
Unfortunately, SA2 did not include any answers to these two questions in their reply LS S2-075598. We therefore suggest to resent the LS S3-070838 to SA2 asking for answers to the above questions. Note that LS S2-075598 does not ask for any other actions from SA3 than noting it. 
2 Proposed text

SA3 thanks SA2 for LS S2-075598 as reply to LS S3-070838 (S2-074938). Unfortunately LS S2-075598 does not include any answers to the questions SA3 included in the actions of LS S3-070838. SA3 therefore attaches the original LS S3-070838 (S2-074938) and would like to kindly ask SA2 to answer the following two questions included in the actions of the LS:
In addition SA3 asks SA2 to decide on their preferred option of the handling of existing radio bearers in the MME upon receipt of a NAS service request and notify SA3 of their choice. In addition, SA3 asks SA2 whether the 4 bit “NAS service request purpose” mentioned in the LS of SA2 indicates to the MME whether a service request is sent in response to paging.
3 Conclusion

We suggest that SA3 replies to LS S2-075598 as proposed in Section 2 and attach LS S3-070838 (S2-074938) to the new LS.
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