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Overall description
As part of the Study on enablers for network automation for the 5G System phase 2 (FS_eNA_ph2), SA2 is working on Key Issue #8 (UE data as an input for analytics generation) and has already documented some solutions for this key issue in TR 23.700-91. One of the aspects to be studied is the method of collection of data, i.e. “how the NWDAF collects the UE´s information”.
Some of the solutions discussed by SA2 so far cover these aspects for the case when the NWDAF collects the Application Layer UE information. 
For solution#27, the functional description and procedures are defined in solution #27 in TR 23-700-91. This solution describes the communication between the AF in the MNO domain and the UE ASP application client for both to directly indicate which data to collect, how to trigger start/change and stop the data collection as well as the format used for the data when transferred. Solution #29 in TR 23.700-91 also plans to use similar method to collect some UE parameters via MNO AF. 
Another new solution proposed in SA2#140e also proposes an indirect communication between UE and a MNO AF (named DC-AF) for UE data collection, i.e. UE firstly transmit the data to Application Server owned by 3rd party and the DC-AF collects data from the Application Server. Then the AF provides the UE data to NWDAF for analytics. As part of the solution description, a high-level description of the privacy aspects to allow sharing UE Application information when user provided consent and aspects of mutual authenticating of the UE application and the MNO are mentioned.
SA2 would like to kindly ask SA4 and SA3:
· To study feasibility of such approaches mentioned above and inform SA2 accordingly.

· To inform, for solution#27, SA2 feasible methods that MNO AF may acquire UE IP address in order to correlate UE Application Client data and NWDAF requested data.

· Finally, to confirm if the protocol for such data collection from UE can be generic enough to accommodate both 3GPP and non-3GPP services to collect parameters required in above solutions.
SA2 would like to also emphasize that SA2 is kindly asking for feasibility feedback for the solutions mentioned above and SA3 and SA4 have no need to compare the solutions. SA2 has not concluded yet to specify any solutions to this KI. 
2
Actions
To SA4, SA3
ACTION: 
SA2 would like to kindly ask SA4 and SA3 to provide feedback as indicated above.
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Dates of next TSG SA WG2 meetings
SA WG2 Meeting #141E

12 – 23 October 
Online

SA WG2 Meeting #142E

16 – 20 November 
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