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1	Decision/action requested
This contribution adds hardening requirements for GVNP of type 3 into clause 5.2.5.7.y.
2	References
[X]  3GPP TR 33.117: "Catalogue of general security assurance requirements"
3         Rationale
[bookmark: _GoBack]Based on the gap analys between GVNP SECAM and GNP SECAM in clause 4, and the GVNP model of type 3 in clause 5.2.3, GVNP of type 3 include VNF, virtualization and hardware, the general hardening requirements both for software and hardware in TS 33.117 apply to GVNP of type3. 
This contribution proposes security requirements and related test cases to hardening for GVNP of type 3 and suggests adding these into clause 5.2.5.7.y.
4	Detailed proposal
****************** Start of the change ******************
5.2.5.7.y Security requirements and related test cases to Hardening for GVNP of type 3
5.2.5.7.y.1 Introduction
Based on the gap analys between GVNP SECAM and GNP SECAM in clause 4, and the GVNP model of type 3 in clause 5.2.3, GVNP of type 3 include VNF, virtualization and hardware, the general hardening requirements both for software and hardware in TS 33.117 apply to the GVNP of type3. 
5.2.5.7.y.2 Technical Baseline
The GVNP of type 3 includes hardware and software. All the general hardening requirements from TS 33.117 [x], clause 4.3.2 applies to GVNP of type 3.
5.2.5.7.y.3 Operating System
Like GVNP of type 2, GVNP of type 3 contains Guest OS and may contain Host OS, both of which are provided by the vendor and generally based on Linux. So, all text from TS 33.117 [4], clause 4.3.3 applies to GVNP of type 3.
Editor’s Note: Hardening requirements for Guest OS not based on Linux are FFS.

5.2.5.7.y.4 Web Severs
All text from TS 33.117 [4], clause 4.3.4 applies to GVNP of type 3.
5.2.5.7.y.5 Network Devices
5.2.5.7.y.5.1 Traffic separation
All text from TS 33.117 [4], clause 4.3.5.1 applies to GVNP of type 3. 
5.2.5.7.y.5.2 Separation of inter-VNF and intra-VNF traffic 
All text from clause 5.2.5.5.8.5.2 applies to GVNP of type 3. 

****************** End of the change ******************


