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*** 1st CHANGE***
[bookmark: _Toc67392300][bookmark: _Toc42179514][bookmark: _Toc42246787][bookmark: _Toc51245720][bookmark: _Toc42177161]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[3]	3GPP TS 23.501: "System Architecture for the 5G System".
[4]	3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA)".
[5]	3GPP TS 23.222: "Common API Framework for 3GPP Northbound APIs".
[6]	IETF RFC 7542: "The Network Access Identifier".
[x]	3GPP TS 23.502: "Procedures for the 5G System (5GS)".
*** NEXT CHANGE***
[bookmark: _Toc42177173][bookmark: _Toc51245732][bookmark: _Toc42179526][bookmark: _Toc67392312][bookmark: _Toc42246799]4.2.5	UDM
The UDM is defined in TS 23.501 [3] with the additional functions:
 -	UDM stores AKMA subscription data of the subscriber.
-	UDM performs the AAnF selection.
*** NEXT CHANGE***
6.X	UDM notifies AAnF AKMA context removal
If the AKMA subscription of the UE need to be cancelled, the UDM sends the Nudm_SDM_Notification request to related serving AAnF. If the AAnF receives a AKMA subscription cancel indication from the UDM, the AAnF deletes the related AKMA context. 


Figure 6.X-1: UDM notifies AAnF AKMA context removal procedure
1. UDM finds the AKMA subscription of the UE is cancelled or UE is purged from the network.
2. UDM discovers the AAnF of the UE based on local configuration or via NRF base on RID, and sends a Nudm_SDM_Notification_request to AAnF to remove AKMA context for the UE. 
3. AAnF shall delete AKMA Context (e.g. A-KID, KAKMA) from its local database. 
4. AAnF sends a Nudm_SDM_Notification_Response to UDM. 
From this point onwards, any request to refresh KAF by the AF/NEF fails and UEs can no longer access to the application. 

*** NEXT CHANGE***
[bookmark: _Toc67392342][bookmark: _Toc51245760]7.4	Services provided by UDM
UDM services related to AKMA key generation service are defined in TS 33.501 [2] clause 14.2.2.
UDM services related to AKMA context removal service are defined in TS 23.502 [x] clause 5.2.3.3.3.
*** END OF CHANGES***
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