Page 1



3GPP TSG-SA3 Meeting #103-e 
S3-211679
e-meeting, 17 - 28 May 2021, Online

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	33.511
	CR
	DraftCR
	rev
	-
	Current version:
	16.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Add testcase to UP security activation in Inactive scenario

	
	

	Source to WG:
	Huawei, Hisilicon

	Source to TSG:
	S3

	
	

	Work item code:
	eSCAS_5G
	
	Date:
	2020-8-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Inactive scenario related requirement and testcases are absent for gNB SCAS. 


	qu
	

	Summary of change:
	It is proposed to add one testcase for inactive scenario security handling.

	
	

	Consequences if not approved:
	Not complete for standard.

	
	

	Clauses affected:
	 4.2.2.1.X

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


********** START OF 1st CHANGE **********
4.2.2.1.X
UP security activation in Inactive scenario
Requirement Name: UP security activation in Inactive scenario
Requirement Reference: TS 33.501 [2], clause 6.8.2.1.3. 

Requirement Description: "If the UP security activation status can be supported in the target gNB/ng-eNB, the target gNB/ng-eNB shall use the UP security activations that the UE used at the last source cell. Otherwise, the target gNB/ng-eNB shall respond with an RRC Setup message to establish a new RRC connection with the UE." as specified in TS 33.501 [2], clause 6.8.2.1.3.

Threat Reference:  TBD
Test Name: TC_GNB_INACTIVE_TO_ACTIVE
 Purpose:

Verify that the target gNB/ng-eNB uses the UP security activation status to activate the UP security.
Pre-Conditions:

-
The gNB network product shall be connected in emulated/real network environments.
-
The UE may be simulated.

Execution Steps


1. The tester shall complete a Registration Procedure and PDU Session establishment procedure to make sure the gNB configure the UP security, and get the UP security activation status.

2. The gNB sends RRC Release message with a suspend config to the UE.

3. The tester deletes the UP security activation status of the UE.

4. The tester triggers the UE to send RRC Resume message.
Expected Results:

 The gNB sends RRC Setup message to the UE.
Expected format of evidence:

     Screenshot containing the operational results
********** END OF 1st CHANGE **********
