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1	Decision/action requested
It is proposed to approve the key issue described in this document.
2	References
[1]	3GPP TR 23.700-86: " Study on architectural enhancements to support Ranging based services and sidelink positioning".
3	Rationale
[bookmark: _Hlk99111327]As discussed in SA2’s study[1], serveral security issues related to the Ranging/Sidelink positioning with the assistance of assistant UE are raised. The proposed key issues addresses the following editor’s notes.
Editor’s Note: The security issue, e.g. whether the selected assistant UE is allowed to participate the Ranging/Sidelink positioning between UE1 and UE2 is FFS, which will be evaluated by SA3.
Editor’s Note: Whether there’s any security concern of sharing the measurement data/result to the selected assistant UE is FFS, which will be evaluated by SA3.
4	Detailed proposal

*** 1st CHANGE ***
[bookmark: _Toc2086436]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[xx]	3GPP TR 23.700-86: " Study on architectural enhancements to support Ranging based services and sidelink positioning".
*** END OF 1st CHANGE***
*** 2nd CHANGE ***
5.X	Key issue #X: privacy protection for Ranging/Sidelink positioning with the assistance of assistant UE
5.X.1	Key issue details
As documented in TR 23.700-86 [xx], if the direct ranging/sidelink positioning between a reference UE and a target UE cannot be supported, or if the ranging/sidelink positioning is not sufficiently accurate, the assistant UE will be supported to provide measurement and data transmission.
However, the objective for Ranging/Sidelink positioning is to calculate the direction/distance between target UE and reference UE. If the assistant UE is involved, the privacy of target UE and reference UE should be taken into consideration. 
5.X.2	Security threats 
If the Ranging/Sidelink measurement data/result between target/reference UE and assistant UE is shared to the selected assistant UE, the location of target/reference UE may be inferred. As a result, the location of target/reference UE will be acquired by the assistant UE.  
5.X.3	Potential security requirements
The privacy (e.g. location) of target UE and reference UE should be protected if using Ranging/Sidelink positioning with the assistance of assistant UE.
*** END OF 2nd CHANGE***

	
	
	



