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1
Decision/action requested

SA3 is kindly asked to approve the proposed conclusion to be added for key issue #2 in TR 33.893.
2
References

[1]
TR 33.893 v0.5.0

Study on Security Aspects of Ranging Based Services and Sidelink Positioning
3
Rationale

This pCR proposes to conclude on key issue #2 of TR 33.893 [1].
4
Detailed proposal

*************** Start of the 1st Change ****************

6.0
Mapping of solutions to key issues


Table 6.1-1: Mapping of solutions to key issues

	Solutions
	KI#1
	KI#2
	KI#3
	KI#4
	KI#5

	Solution #2: Authorization of 5GC NF for Ranging/SL positioning service exposure
	
	X
	
	
	

	Solution #3: Authorization of Application Server for Ranging/SL positioning service exposure
	
	X
	
	
	

	Solution #4: Subscription-based authorization of the role of the UE during discovery
	
	X
	
	
	

	Solution #5:  Use of authorization tokens at PC5 security establishment
	
	X
	
	
	

	Solution #10: Use of authorization tokens after PC5 security establishment
	
	X
	
	
	

	Solution #11: Client UE authorization for service exposure through sidelink
	
	X
	
	
	

	Solution #Y: Client UE authorization for service exposure through 5GC network
	
	X
	
	
	


*************** Start of the 2nd Change ****************

7
Conclusions


7.x
Conclusions on Key Issue #2
For authorization of a network function for triggering SL Positioning services and obtaining the location information of specific UEs, solution #2 is used as the basis for normative work.

For authorization of a third party server for triggering Ranging/SL Positioning services and obtaining the location information of specific UEs, solution #3 is used as the basis for normative work.
For authorization of a SL Positioning Client UE for triggering Ranging/SL Positioning services and obtaining the location information of specific UEs:

-
Solution #11 is used as the basis for normative work, when Ranging/SL positioning service is exposed to the Client UE through PC5.
Editor’s Note: More conclusions are FFS.

*************** End of the Changes ****************
