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1. Overall Description:
SA3 thanks SA2 for the Reply LS on security aspects for Ranging/Sidelink Positioning. Please find the feedback as following.

Q3:	 When the Target UE selects a UE as the Located UE during discovery, privacy aspects of exposing the location of the UE (e.g. to the Target UE) may need to be studied by SA3.
A3: To address the privacy aspects, authorization for Ranging/SL positioning service is already specified in TS 33.533. For the Ranging/SL positioning service between the Target UE and the Located UE, the UE role (i.e. Located UE) authorization may be performed against its locally configured information. If the Located UE has privacy concern of exposing the location, it can reject the request directly. 

Q4:	 For Ranging/SL positioning service exposure to the SL positioning client UE, either through PC5 or through the 5GC network, privacy aspects of exposing the location of the Target UE/SL Reference UE may need to be studied by SA3.
A4: In general, the SL Positioning Client UE is expected to be authorized for Ranging/SL Positioning service exposure to address the privacy concern. The details are specified in Clause 6.3.6 in TS 33.533.

Q5:  For Network based SL positioning for UE without NAS connection defined in clause 5.5.3 of TS 23.586, are there any security or privacy issues identified for transmitting location related information of the UEs (including the location of the Located UE(s), the Ranging/SL Positioning measurement data/result and the location of the Target UE) between the LMF serving one of the Located UEs and the Target UE via Located UE? Are there any other security or privacy issues in the solution of Network based SL positioning for UE without NAS connection? If any, the security or privacy issues may need to be studied by SA3.
A5: No additional/specific security or privacy issues are identified, since the existing authorization scheme for Ranging/SL positioning service as specified in Clause 6.3 in TS 33.533 is also applicable for this use case.

2. Actions:
To SA2
ACTION: 	SA2 is kindly requested to take the above information into account.

3. Date of Next TSG-SA WG3 Meetings:
SA3#115	26 Feb - 01 Mar 2024	Athens, GR
SA3#116	20 - 24 May 2024		Korea, KR

