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	Reason for change:
	For security of unicast direct communication between the UEs, there are two scenarios using different security procedures in clauses 6.4.3.2 and 6.4.3.3. The two scenarios, as well as the two security procedures, are actually exclusive to each other. Hence the titles for the different clauses should be comparable to reflect the exclusiveness. Current titles for clauses 6.4.3.2 and 6.4.3.3 do not seem comparable and may raise confusion on the exclusiveness.

Therefore, it is proposed to update the title of clauses 6.4.3.2 to be comparable to the title of clause 6.4.3.3.


	
	

	Summary of change:
	Updated the title of clause 6.4.3.2 to “Unicast direct communication for Ranging/SL Positioning services provided application provider”. 

	
	

	Consequences if not approved:
	The titles of two exclusive clauses are not comparable and may raise confusion on the exclusiveness.
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[bookmark: _Toc145059232][bookmark: _Toc145061224][bookmark: _Toc145059233][bookmark: _Toc145061225]*************** Start of the Change ****************
[bookmark: _Toc145059250][bookmark: _Toc145061242]6.4.3.1	General
Ranging/SL Positioning services could be provided by an application provider (i.e. the services requested by a Ranging/SL positioning application server) or by a network operator (i.e. the services requested by a 5GC NF). For Ranging/SL Positioning services provided by application providers, long-term credentials provided by applications are assumed available on the UE. For Ranging/SL Positioning services provided by network operators (e.g. 5GC‑MO‑LR and 5GC-MT-LR services using SL positioning as defined in TS 23.586 [2] and TS 23.273 [3]), there are no long-term credentials provided by applications on the UE (e.g. Located UE). The security procedures for unicast communication with long-term credentialsfor Ranging/SL Positioning services provided by application providers and for Ranging/SL Positioning services provided by network are specified separately in subclauses 6.4.3.2 and 6.4.3.3.
[bookmark: _Toc145059251][bookmark: _Toc145061243]6.4.3.2	Unicast direct communication with long term credentialsfor Ranging/SL Positioning services provided application provider
If long- term credentials provided by application providers are available on the UE, the security procedures defined for V2X unicast mode communication in clause 5.3 of TS 33.536 [8] are reused on V2X capable UEs. The security procedures defined for 5G ProSe unicast mode Direct Communication in clause 6.2.3 of TS 33.503 [6] are reused on ProSe capable UEs.
*************** End of the Change ****************

